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Facility Name: ConocoPhillips — San Francisco Refinery
Permit for Facility #: A0016

I. STANDARD CONDITIONS

A. Administrative Requirements

The permit holder shall comply with all applicable requirements in the following
regulations:
BAAQMD Regulation 1 - General Provisions and Definitions
(as amended by the District Board on 7/09/08);
SIP Regulation 1 - General Provisions and Definitions
(as approved by EPA on 6/28/99);
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements
(as amended by the District Board on 11/19/08);
SIP Regulation 2, Rule 1 - Permits, General Requirements
(as approved by EPA on 1/26/99);
BAAQMD Regulation 2, Rule 2 - Permits, New Source Review
(as amended by the District Board on 6/15/05);
SIP Regulation 2, Rule 2 - Permits, New Source Review and Prevention of Significant
Deterioration
(as approved by EPA on 1/26/99);
BAAQMD Regulation 2, Rule 4 - Permits, Emissions Banking
(as amended by the District Board on 12/21/04);
SIP Regulation 2, Rule 4 - Permits, Emissions Banking
(as approved by EPA on 1/26/99); and
BAAQMD Regulation 2, Rule 6 - Permits, Major Facility Review
(as amended by the District Board on 4/16/03).

B. Conditions to Implement Regulation 2, Rule 6, Major Facility Review

1. This Major Facility Review Permit was issued on September 1, 2011, and expires on
August 30, 2016. The permit holder shall submit a complete application for renewal
of this Major Facility Review Permit no later than March 30, 2016 and no earlier
than August 30, 2015. If a complete application for renewal has not been
submitted in accordance with this deadline, the facility may not operate
afterAugust 30, 2016. If the permit renewal has not been issued by Agust 30, 2016,
but a complete application for renewal has been submitted in accordance with the
above deadlines, the existing permit will continue in force until the District takes
final action on the renewal application. (Regulation 2-6-307, 404.2, 407, & 409.6;
MOP Volume I, Part 3, §4.2)

2. The permit holder shall comply with all conditions of this permit. The permit
consists of this document and all appendices. Any non-compliance with the terms
and conditions of this permit will constitute a violation of the law and will be
grounds for enforcement action; permit termination, revocation and re-issuance, or
modification; or denial of a permit renewal application. (Regulation 2-6-307; MOP
Volume Il, Part 3, §4.11)

3. In the event any enforcement action is brought as a result of a violation of any term
or condition of this permit, the fact that it would have been necessary for the
permittee to halt or reduce the permitted activity in order to maintain compliance
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|I. Standard Conditions

with such term or condition shall not be a defense to such enforcement action. (MOP
Volume Il, Part 3, §4.11)

4. This permit may be modified, revoked, reopened and reissued, or terminated for
cause. (Regulation 2-6-307, 409.8, 415; MOP Volume II, Part 3, §4.11)

5. The filing of a request by the facility for a permit modification, revocation and
re-issuance, or termination, or the filing of a notification of planned changes or
anticipated non-compliance does not stay the applicability of any permit condition.
(Regulation 2-6-409.7; MOP Volume II, Part 3, §4.11)

6. This permit does not convey any property rights of any sort, or any exclusive
privilege. (Regulation 2-6-409.7; MOP Volume II, Part 3, 84.11)

7. The permit holder shall supply within 30 days any information that the District
requests in writing to determine whether cause exists for modifying, revoking and
reissuing, or terminating the permit or to determine compliance with the permit.
(Regulation 1-441, Regulation 2-6-409.4 & 501; MOP Volume Il, Part 3, 84.11)

8. Any records required maintained pursuant to this permit, which the permittee
considers to contain proprietary or trade secret information shall be prominently
designated as such. Copies of any such proprietary or trade secret information which
are provided to the District shall be maintained by the District in a locked
confidential file, provided, however, that requests from the public for the review of
any such information shall be handled in accordance with the District's procedures
set forth in Section 11 of the District’s Administrative Code. (Regulation 2-6-419;
MOP Volume Il, Part 3, §4.11)

9. Proprietary or trade secret information provided to EPA will be subject to the
requirements of 40 CFR Part 2, Subpart B - Public Information, Confidentiality of
Business Information. (40 CFR Part 2)

10. The emissions inventory submitted with the application for this Major Facility
Review Permit is an estimate of actual emissions or the potential to emit for the time
period stated and is included only as one means of determining applicable
requirements for emission sources. It does not establish, or constitute a basis for
establishing, any new emission limitations. (MOP Volume II, Part 3, 84.11)

11. The responsible official shall certify all documents submitted by the facility pursuant
to the major facility review permit. The certification shall state that based on
information and belief formed after reasonable inquiry, the statements and
information in the document are true, accurate, and complete. The certifications
shall be signed by a responsible official for the facility. (MOP Volume II,
Part 3, §4.11)

12. The permit holder is responsible for compliance, and certification of compliance,
with all conditions of the permit, regardless whether it acts through employees,
agents, contractors, or subcontractors. (Regulation 2-6-307)

C. Requirement to Pay Fees

The permit holder shall pay annual fees in accordance with District Regulation 3,
including Schedule P. (Regulation 2-6-402 & 409.13, Regulation 3; MOP Volume I,
Part 3, 84.12)
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D. Inspection and Entry

Access to Facility: The permit holder shall provide reasonable access to the facility and
equipment which is subject to this permit to the APCO and/or to his or her designee.
(Regulation 1-440, Regulation 2-6-409.3; MOP Volume II, Part 3, §4.14)

E. Records

1. The permit holder must provide any information, records, and reports requested or
specified by the APCO. (Regulation 1-441, Regulation 2-6-409.4)

2. Notwithstanding the specific wording in any requirement, all records for federally
enforceable requirements shall be maintained for at least five years from the date of
creation of the record. (Regulation 2-6-501, MOP Volume I, Part 3, 84.7)

F. Monitoring Reports

Reports of all required monitoring must be submitted to the District at least once every
six months, except where an applicable requirement specifies more frequent reporting.
Reports shall be for the following periods: July 1st through December 31st and
January 1st through June 30th. All reports are due on the last day of the month after
the end of the reporting period. All instances of non-compliance shall be clearly
identified in these reports. The reports shall be certified by the responsible official as
true, accurate, and complete. In addition, all instances of non-compliance with the
permit shall be reported in writing to the District’s Compliance and Enforcement
Division within 10 calendar days of the discovery of the incident. Within 30 calendar
days of the discovery of any incident of non-compliance, the facility shall submit a
written report including the probable cause of non-compliance and any corrective or
preventative actions. The reports shall be sent to the following address:

Director of Compliance and Enforcement
Bay Area Air Quality Management District
939 Ellis Street

San Francisco, CA 94109

Attn: Title V Reports

(Regulation 2-6-502, MOP Volume I, Part 3, 84.7)

G. Compliance Certification

Compliance certifications shall be submitted annually by the responsible official of this
facility to the Bay Area Air Quality Management District and to the Environmental
Protection Agency. Subsequent certification periods will be January 1st to December
31st. All compliance certifications are due on the last day of the month after the end of
the certification period. The certification must list each applicable requirement, the
compliance status, whether compliance was continuous or intermittent, the method used
to determine compliance, and any other specific information required by the permit. The
permit holder may satisfy this requirement through submittal of District-generated
Compliance Certification forms. The certification should be directed to the District’s
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Compliance and Enforcement Division at the address above, and a copy of the
certification shall be sent to the Environmental Protection Agency at the following
address:

Director of the Air Division
USEPA, Region I1X

75 Hawthorne Street

San Francisco, CA 94105
Attention: Air-3

(MOP Volume II, Part 3, 84.5 and 4.15)

H. Emergency Provisions

1. The permit holder may seek relief from enforcement action in the event of a
breakdown, as defined by Regulation 1-208 of the District's Rules and Regulations,
by following the procedures contained in Regulations 1-431 and 1-432. The District
will thereafter determine whether breakdown relief will be granted in accordance
with Regulation 1-433. (MOP Volume I, Part 3, §4.8)

2. The permit holder may seek relief from enforcement action for a violation of any of
the terms and conditions of this permit by applying to the District's Hearing Board
for a variance pursuant to Health and Safety Code Section 42350. The Hearing
Board will determine after notice and hearing whether variance relief should be
granted in accordance with the procedures and standards set forth in Health and
Safety Code Section 42350 et seq. (MOP Volume I, Part 3, §4.8)

3. The granting by the District of breakdown relief or the issuance by the Hearing
Board of a variance will not provide relief from federal enforcement. (MOP Volume
I, Part 3, 84.8)

. Severability

In the event that any provision of this permit is invalidated by a court or tribunal of
competent jurisdiction, or by the Administrator of the EPA, all remaining portions of the
permit shall remain in full force and effect. (Regulation 2-6-409.5; MOP Volume I, Part
3, §4.10)

J. Miscellaneous Conditions

1. [Reserved]

2. For grandfathered sources, the throughput limits as shown in Condition 20989 are
based upon District records at the time of the MFR permit issuance. These throughput
limits function as reporting thresholds only and exceedance of any of these limits does
not constitute noncompliance with the MFR permit. As such, exceedance of a
grandfathered limit is not subject to Section I.F reporting requirements. Exceedance of a
grandfathered limit does not establish a presumption that a modification has occurred,
nor does compliance with the limit establish a presumption that a modification has not
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occurred. The facility must report any exceedance of these limits in the form of a permit
application within 30 days of discovery to facilitate the determination of whether a
modification has occurred. The applications shall be sent to the following address:

Air Quality Engineering Manager

Bay Area Air Quality Management District

939 Ellis Street

San Francisco, CA 94109

Attn: Permit Evaluation Section, Title V Reports

3. [Reserved]

4. Where an applicable requirement allows multiple compliance options and where more
than one such option is incorporated into the permit, the permit holder must maintain
records indicating the selected compliance option. Such records at a minimum shall
indicate when any change in options has occurred. In addition, the annual compliance
certification must specifically indicate which option or options were selected during the
certification period. This is in addition to any recordkeeping and reporting contained in
the requirement itself.

5. Deleted Application 12433.
6. Deleted Application 12433.
7. Deleted Application 12433.

8. Deleted Application 12433.

K. Accidental Release

This facility is subject to 40 CFR Part 68, Chemical Accident Prevention Provisions.
The permit holder shall submit a risk management plan (RMP) by the date specified in
§68.10. The permit holder shall also certify compliance with the requirements of Part 68
as part of the annual compliance certification, as required by Regulation 2, Rule 6. (40
CFR Part 68, Regulation 2, Rule 6)
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Facility Name: ConocoPhillips — San Francisco Refinery
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1. EQUIPMENT

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and
Regulation 2-1-301.

S# Description Make or Type Model Capacity
U229, B-301 Heater Petro-Chem process 22 MMbtu/hr
2 (natural gas, refinery fuel gas) heater
U230, B-201 Heater Petro-Chem process 62 MMbtu/hr
(natural gas, refinery fuel gas, heater
3 naphtha)
U231, B-101 Heater Braun process 96 MMbtu/hr
4 (natural gas, refinery fuel gas) heater
U231, B-102 Heater Braun process 104 MMbtu/hr
5 (natural gas, refinery fuel gas) heater
U231, B-103 Heater Petro-Chem process 64 MMbtu/hr
(natural gas, refinery fuel gas, heater
7 naphtha)
U240, B-2 Boiler Born process 61 MMbtu/hr
9 (natural gas, refinery fuel gas) heater
U240, B-101 Heater Foster-Wheeler process 223 MMbtu/hr
10 [ (natural gas, refinery fuel gas) heater
U240, B-201 Heater Econo-Therm process 108 MMbtu/hr
11 | (natural gas, refinery fuel gas) heater
U240, B-202 Heater Econo-Therm process 42 MMbtu/hr
12 | (natural gas, refinery fuel gas) heater
U240, B-301 Heater Born process 194 MMbtu/hr
13 | (natural gas, refinery fuel gas) heater
U240, B-401 Heater Selas process 556 MMbtu/hr
14 | (natural gas, refinery fuel gas) heater
U244, B-501 Heater Alcorn process 239.75 MMbtu/hr total
15 | (natural gas, refinery fuel gas) heater for S15 through S19
U244, B-502 Heater Alcorn process 239.75 MMbtu/hr total
16 | (natural gas, refinery fuel gas) heater for S15 through S19
U244, B-503 Heater Alcorn process 239.75 MMbtu/hr total
17 | (natural gas, refinery fuel gas) heater for S15 through S19
U244, B-504 Heater Alcorn process 239.75 MMbtu/hr total
18 | (natural gas, refinery fuel gas) heater for S15 through S19
U244, B-505 Heater Alcorn process 239.75 MMbtu/hr total
19 | (natural gas, refinery fuel gas) heater for S15 through S19
U244, B-506 Heater Econo-Therm process 23 MMbtu/hr
20 | (natural gas, refinery fuel gas) heater
U244, B-507 Heater Econo-Therm process 8.1 MMbtu/hr
21 | (natural gas, refinery fuel gas) heater
U248, B-606 Heater Econo-Therm process 31 MMbtu/hr
22 | (natural gas, refinery fuel gas) heater
U200, B-5 Heater Foster-Wheeler process 103 MMbtu/hr
29 | (natural gas, refinery fuel gas) heater
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Facility Name: ConocoPhillips Company — San Francisco Refinery

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

Permit for Facility #: A0016

S# Description Make or Type Model Capacity
U200, B-101 Heater Petro-Chem process 50 MMbtu/hr
30 [ (natural gas, refinery fuel gas) heater
U200, B-501 Heater Petro-Chem process 20 MMbtu/hr
31 | (natural gas, refinery fuel gas) heater
U200, B-102 Heater NA process 82.1 MMbtu/hr
36 | (natural gas, refinery fuel gas) heater
U200, B-202 Heater process 230 MMbtu/hr
43 | (natural gas, refinery fuel gas) heater
U200, B-201 PCT Reboil process 46 MMbtu/hr
Furnace heater
44 | (natural gas, refinery fuel gas)
U246 B-801 A/B Heater 85 MMbtu/hr
45 | (refinery fuel gas, natural gas)
Diesel Engine (turbine S352 Allis-Chalmers 6138 435 hp
50 | startup)
Diesel Engine (turbine S353 Allis-Chalmers 6138 435 hp
51 | startup)
Diesel Engine (turbine S354 Allis-Chalmers 6138 435 hp
52 | startup)
SPP Emergency Generator G-27 [ Cummins 6B-5.9 97 hp
53 | (diesel fuel)
Pump Station 3 CP-198 Waukesha Scania F647DSUF | 258 hp
54 | Emergency Engine (diesel fuel)
Pump Station 3 CP-199 Waukesha Scania F647DSUF | 258 hp
55 [ Emergency Engine (diesel fuel)
Pump Station 4 G-201A Caterpillar 3406 370 hp
56 | Emergency Engine (diesel fuel)
Pump Station 4 G-201B Caterpillar 3406 370 hp
57 | Emergency Engine (diesel fuel)
Pump Station 4 G-422A Caterpillar 3406 370 hp
58 | Emergency Engine (diesel fuel)
Pump Station 4 G-422B Caterpillar 3406 370 hp
59 | Emergency Engine (diesel fuel)
97 | Tank 100 external floating roof crude oil 298 thousand hbl
external floating roof Petroleum | 170 thousand barrels
S98 | Tank 101 liquids
S98 does not have a final permit to operate as of the date of issuance of the significant revision. This note
will be removed using administrative amendment procedures when the District permits are issued.
100 | Tank 103 external floating roof ship ballast | 47 thousand hbl
Storm Water Equalization Tank | external floating roof stormwater | 5.5 million gal
101 | T-104
Storm Water Equalization Tank | external floating roof stormwater | 5.5 million gal
102 | T-105
Storm Water Equalization Tank | external floating roof stormwater | 10.6 million gal
106 | T-130

Renewal Date: September 1, 2011
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Il. Equipment

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

S# Description Make or Type Model Capacity
107 | Tank 150 external floating roof crude oil 68 thousand bbl
external floating roof crude oil, 4.2 million gal
gas oil,
110 | Tank 155 distillate oil
111 | Tank 156 external floating roof crude oil 100 thousand bbl
112 | Tank 157 external floating roof crude oil 100 thousand bbl
113 | Tank 158 external floating roof crude oil 101 thousand bbl
114 | Tank 159 external floating roof crude oil 136 thousand hbl
115 | Tank 160 external floating roof naphtha 75 thousand bbl
118 | Tank 163 fixed roof lube oil 5,300 gal
122 | Tank 167 external floating roof naphtha 3.1 million gal
123 | Tank 168 external floating roof naphtha 75 thousand bbl
124 | Tank 169 external floating roof naphtha 75 thousand bbl
125 | Tank 170 external floating roof naphtha 75 thousand bbl
internal floating roof naphtha, 75 thousand bbl
126 | Tank 172 tank with dome roof MTBE
external floating roof crude oil, 76 thousand bbl
128 | Tank 174 naphtha
129 | Tank 180 external floating roof naphtha 76 thousand bbl
133 | APl Waste Qil Tank T-193 external floating roof waste oil 22 thousand bbl
134 | APl Waste Oil Tank T-194 external floating roof waste oil 22 thousand bbl
Fixed roof Petroleum | 79 thousand bbl
liquids to
135 | Tank 200 11 psia
Fixed roof Petroleum | 88 thousand bbl
liquids to
137 | Tank 202 11 psia
Tank 204 (also oil-water Fixed roof Sour water, | 81 thousand bbl
139 | separator) distillate oil
Tank 205 (also oil-water Fixed roof Sour water, | 54 thousand bbl
140 | separator) naphtha
150 | Tank 241 external floating roof gasoline 79 thousand bbl
151 | Tank 242 external floating roof gasoline 75 thousand bbl
Fixed roof Non- 39 thousand bbl
phenolic
168 | Tank 269 water
173 | Tank 280 Fixed roof Gas oil 134 thousand bbl
174 | Tank 281 Fixed roof Gas oil 134 thousand bbl
175 | Tank 284 Fixed rood Gas oil 134 thousand bbl
S168, S173, S174, S175 do not have a final permit to operate as of the date of issuance of the significant
revision. This note will be removed using administrative amendment procedures when the District permits
are issued.
177 | Tank 287 external floating roof gasoline 104 thousand bbl
178 | Tank 288 external floating roof diesel 104 thousand bbl
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Facility Name: ConocoPhillips Company — San Francisco Refinery

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

Permit for Facility #: A0016

S# Description Make or Type Model Capacity
182 | Tank 294 fixed roof naphtha 40 thousand bbl
183 | Tank 295 external floating roof naphtha 13 thousand bbl
184 | Tank 296 external floating roof naphtha 70 thousand bbl
186 | Tank 298 external floating roof naphtha 47 thousand bbl
194 | Tank 306 fixed roof dye 2,000 gal
Water Treatment Sludge Tank | fixed-roof sludge 2,500 bbl
195 | T-501
Water Treatment Sludge Tank | fixed-roof sludge 2,500 bbl
196 | T-502
216 | Tank 695 external floating roof naphtha 2.0 million gal
Stripped Foul Water Tank T- fixed-roof sour water | 10,000 bbl
239 | 212
254 | Tank 1001 external floating roof gasoline 104 thousand bbl
255 | Tank 1002 external floating roof gasoline 104 thousand bbl
256 | Tank 1003 external floating roof gasoline 104 thousand bbl
internal floating roof gasoline 104 thousand bbl
257 | Tank 1004 tank with dome roof
internal floating roof gasoline 104 thousand bbl
258 | Tank 1005 tank with dome roof
259 | Tank 1006 external floating roof gasoline 104 thousand bbl
external floating roof naphtha, 104 thousand bbl
261 | Tank 1010 distillate oil
Non-Retail Gasoline Dispensing | phase I / 1l vapor EW A4000 | 15,000 gal underground
294 | Facility (GDF 7609 — 1 nozzle) | recovery tank
C-1 Flare (main refinery flare, | Callidus 845 ton/hr gas handling
296 | elevated, steam-assisted, serves capacity, 6.6 MMbtu/hr
$304, S305, S306) pilot
300 | U200 Delayed Coker delayed coker NA 81,000 bbl/day
NA NA 271 long ton/day for
301 | Molten Sulfur Pit 234 $301, S302, S303
NA NA 271 long ton/day for
302 | Molten Sulfur Pit 236 $301, S302, S303
NA NA 271 long ton/day for
303 | Molten Sulfur Pit 238 $301, S302, S303
304 | Light Naphtha Hydrotreater NA NA 12,198 bbl/day
U230 Prefractionator/Naphtha | NA NA 28,000 bbl/day
305 | Hydrotreater
306 | U231 Platforming Unit NA NA 21,000 bbl/day
307 | U240 Unicracking Unit NA NA 42,000 bbl/day
308 | U244 Reforming Unit NA NA 16,087 bbl/day
309 | U248 UNISAR Unit NA NA 16,740 bbl/day
NA NA 113,150 bbl/day
petroleum fluids except
U76 Gasoline/Mid Barrel diesel,
318 [ Blending Unit No daily limit for diesel
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Facility Name: ConocoPhillips Company — San Francisco Refinery

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

Permit for Facility #: A0016

S# Description Make or Type Model Capacity
U215 Gasoline Fractionating NA NA 9,600 bbl/day
319 | Unit
NA NA throughput limited at
specific tanks, process
322 | U40 Raw Materials Receiving units
NA NA 7,500 gpm during media
U100 API Oil Wastewater filter backwash and 7,000
Separator (with outlet channel gpm during all other
324 | cover) times
334 | Tank 107 external floating roof crude oil 180 thousand bbl
U231 B-104 Heater Foster-Wheeler process 111 MMbtu/hr
336 | (natural gas, refinery fuel gas) heater
U231 B-105 Heater Foster-Wheeler process 34 MMbtu/hr
337 | (natural gas, refinery fuel gas) heater
338 | U233 Fuel Gas Center 7.5 E 6 cubic feet/hr
339 | U80 Refined Oil Shipping Unit | gasoline shipping 294 thousand gal/hr
340 | Tank 108 external floating roof crude oil 200 thousand bbl
341 | Tank 208 external floating roof gasoline 103 thousand bbl
342 | Tank 209 external floating roof gasoline 103 thousand bbl
343 | Tank 210 external floating roof gasoline 103 thousand bbl
atmospheric/vacuum 36,000 bbl/day
350 [ U267 Crude Distillation Unit towers
U267 B-601/602 Tower Pre- 95 MMbtu/hr
heaters
351 | (natural gas, refinery fuel gas)
Combustion Turbine Westinghouse 191 291 MMbtu/hr
352 [ (natural gas, refinery fuel gas) continuously
Combustion Turbine Westinghouse 191 291 MMbtu/hr
353 [ (natural gas, refinery fuel gas) continuously
Combustion Turbine Westinghouse 191 291 MMbtu/hr
354 [ (natural gas, refinery fuel gas) continuously
Supplemental Firing Duct Coen 175 MMbtu/hr
Burners
355 | (natural gas, refinery fuel gas)
Supplemental Firing Duct Coen 175 MMbtu/hr
Burners
356 | (natural gas, refinery fuel gas)
Supplemental Firing Duct Coen 175 MMbtu/hr
Burners
357 | (natural gas, refinery fuel gas)
360 | Mid-Barrel Tank 223 fixed roof distillate oil | 110 thousand bbl
370 | U228 Isomerization Unit 460 bbl/hr
U228 B-520 (Adsorber Feed) Selas 58 MMbtu/hr for S371,
Furnace 372
371 | (natural gas, refinery fuel gas)
12 Renewal Date: September 1, 2011



Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

Permit for Facility #: A0016

S# Description Make or Type Model Capacity
U228 B-521 (Hydrogen Plant) | Selas 58 MMbtu/hr for S371,
Furnace 372
372 | (natural gas, refinery fuel gas)
376 | Tool Room Cold Cleaner Build-All DM-32 29 gal
377 | Machine Shop Cold Cleaner Build-All DM-32 29 gal
378 | Auto Shop Cold Cleaner Snap-On DM-226 18 gal
380 | Activated Carbon Silo (P-204) 50,000 Ib
381 | Aeration Tank, Pact (F-201) wastewater 100 ftdia | 1.2 million gal
382 | Aeration Tank, Pact (F-202) wastewater 100 ftdia | 1.2 million gal
383 | Clarifier, F-203 wastewater 95 ft dia 0.69 million gal
384 | Clarifier (F-204) wastewater 95 ft dia 0.69 million gal
385 | Media Filter (F271-F278) wastewater 420 thousand gal/hr
PAC Regeneration Sludge 25 ft dia 44,000 gal
386 | Thickener (F-211)
387 | Wet Air Regeneration (P-202) | Zimpro 15 gpm
Water Treatment Sludge Tanks | 30 ft dia by 24 ft 3,500 bbl
388 | (T276, F205) 12 ft dia by 24 ft
389 | Diatomaceous earth silo (F-214) 40,000 Ib
F-106 Thickened Sludge 15 ft diameter open tank 38,000 gal
390 | Storage
Regenerated PAC Slurry fixed roof 42,000 gal
392 | Storage Tank F-266
MP-30 Flare (backup refinery John Zink Q5-48C 845 ton/hr gas handling
398 | flare, elevated, steam-assisted, capacity, 3.1 MMbtu/hr
serves S304, S305, S306) pilot
Wet Weather Wastewater Sump | 32 ft x 36 ft x 23 ft deep 175 thousand gal
400 | (with vented cover)
Dry Weather Wastewater Sump | 33 ft x 25 ft x 26 ft deep 150 thousand gal
401 | (with vented cover)
2 permitted arms Products: 25,000 bbl/day
annual average for S425,
S426 total;
Crude oil: 30,000 bbl/day
annual average for S425,
425 | Marine Loading Berth M1 S426 total
4 permitted arms Products: 25,000 bbl/day
annual average for S425,
S426 total;
Crude oil: 30,000 bbl/day
annual average for S425,
426 | Marine Loading Berth M2 S426 total
432 | U215 Deisobutanizer 7,600 bbl/day
433 | MOSC Storage Tank fixed roof 30,000 gal
13 Renewal Date: September 1, 2011
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Facility Name: ConocoPhillips Company — San Francisco Refinery

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

Permit for Facility #: A0016

S# Description Make or Type Model Capacity
U246 High Pressure Reactor 23,000 bbl/day
434 | Train (Cracking)
S434 does not have a final permit to operate as of the date of issuance of the significant revision. This note
will be removed using administrative amendment procedures when the District permit is issued.
435 | Reformate Splitter 18,100 bbl/day
436 | Deisopentanizer 13,400 bbl/day
437 | Hydrogen Manufacturing Unit 28.5 million scf/day
U110, H-1 (H2 Plant John Zinc PFFG reforming | 250 MMbtu/hr
Reforming) Furnace burners furnace
(natural gas, refinery fuel gas,
438 | PSA offgas)
external floating roof gasoline, 161 thousand bbl
439 | Tank 109 others
440 | Tank 110 (Alkylate) external floating roof alkylate 161 thousand bbl
external floating roof gasoline, 161 thousand bbl
442 | Tank 112 others
external floating roof gasoline, 113 thousand bbl
444 | Tank 243 others
445 | Tank 271 (Cracked Naphtha) underground tank naphtha 189 thousand hbl
446 | Tank 310 (Isopentane) fixed roof isopentane | 41 thousand bbl
447 | Tank 311 (Isopentane) fixed roof isopentane | 41 thousand bbl
internal floating roof gasoline, 243 thousand bbl
Tank 1007 (Blendstock diesel,
448 | Receiving) others
449 | Tank 285 (Cracked Naphtha) fixed roof naphtha 189 thousand hbl
ground- 3 gpm continuously
Groundwater Extraction water
450 | Trenches remediation
453 | U236 Cooling Tower Induced draft Unknown | 13,500 gpm
455 | U240 Cooling Tower Induced draft Unknown | 33,000 gpm
460 | U250 Diesel Hydrotreater NA NA 35,000 bbl/day
U250, B-701 Heater NA process 50.2 MMbtu/hr
461 | (natural gas, refinery fuel gas) heater
U215 Fuel Gas Caustic NA NA 4.2 million scf/day of fuel
462 | Treatment System gas
U215 Butane Caustic Treatment | NA NA 1,000 bbl/day of butane
463 | System
464 | U-240 Hydrogen Plant 70 MMscf/day
S464 is not a new source. It was originally permitted as part of S307. It is being given its own source
number.
465 | Molten Sulfur Pit NA NA 200 long ton/day
503 | Sulfur Storage Tank 950 long tons sulfur
504 | Sulfur Degassing 400 long tons/day sulfur
505 | Sulfur Truck Loading Rack 200 gpm sulfur
14 Renewal Date: September 1, 2011



Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery

Table Il A - Permitted Sources
Each of the following sources has been issued a permit to operate pursuant to the
requirements of BAAQMD Regulation 2, Permits. The capacities in this table are the
maximum allowable capacities for each source, pursuant to Standard Condition 1.J and

Regulation 2-1-301.

Permit for Facility #: A0016

S#

Description

| Make or Type

| Model

Capacity

S465, S503, S504, and S505 do not have a final permit to operate as of the date of issuance of the significant
revision. This note will be removed using administrative amendment procedures when the District permits
are issued.

506

Tank 257

fixed roof

heavy
unicrackate

80 thousand bbl

Sulfur Plant Unit 234 (including

Claus

271 long ton/day for

1010

aux. burner)

1001 | aux. burner) S1001, S1002 and S1003
Sulfur Plant Unit 236 (including Claus 271 long ton/day for
1002 | aux. burner, water stripper) S1001, S1002 and S1003
Sulfur Plant Unit 238 (including Claus 271 long ton/day for
1003 | aux. burner) S1001, S1002 and S1003
7,500 gpm during media
filter backwash and 7,000
U100 Dissolved Air Flotation gpm during all other
1007 | Unit (with fixed roof) times
U100 Primary Stormwater 2.3 MMgal
1008 | Basin
1009 | U100 Main Stormwater Basin 7.2 MMgal
Sulfur Plant Unit 235 (including Claus 200 long ton/day

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or

At Description Controlled | Requirement Parameters Efficiency
1 Sulfur Plant Tail-Gas S1001 BAAQMD none 95% of H2S in

Treatment Plant (Beavon- tailgas. 9-1-313.2 and refinery fuel
Stretford) S301 SIP gas is removed
9-1-313.2 and recovered
on a refinery-

wide basis

15 Renewal Date: September 1, 2011



Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or

A# Description Controlled | Requirement Parameters Efficiency

1 Sulfur Plant Tail-Gas S1001 BAAQMD none 0.08 grain/dscf
Treatment Plant (Beavon- tailgas. 6-1-330 and exhaust
Stretford) S301 SIP 6-330 concentration

of SO3 and
H2S04,
expressed as
100% H2S04

1 Sulfur Plant Tail-Gas $1001 40 CFR none S02 < 250
Treatment Plant (Beavon- tailgas. 60.104(a)(2)(i) ppm at 0% O2
Stretford) S301

1 Sulfur Plant Tail-Gas $1001 40 CFR none S02 < 250
Treatment Plant (Beavon- tailgas. 63.1568(a)(1) ppm at 0% O2
Stretford) S302 (i)

2 Sulfur Plant Tail-Gas S1002 BAAQMD none 95% of H2S in
Treatment Plant (Beavon- tailgas. 9-1-313.2 and refinery fuel
Stretford) S302 SIP gas is removed

9-1-313.2 and recovered
on a refinery-
wide basis

2 Sulfur Plant Tail-Gas S$1002 BAAQMD none 0.08 grain/dscf
Treatment Plant (Beavon- tailgas. 6-1-330 and exhaust
Stretford) S302 SIP 6-330 concentration

of SO3 and
H2S04,
expressed as
100% H2S04

2 Sulfur Plant Tail-Gas $1002 40 CFR none S02 < 250
Treatment Plant (Beavon- tailgas. 60.104(a)(2)(i) ppm at 0% O2
Stretford) S302

2 Sulfur Plant Tail-Gas $1002 40 CFR none S02 < 250
Treatment Plant (Beavon- tailgas. 63.1568(a)(1) ppm at 0% O2
Stretford) S302 (i)

3 Sulfur Plant Tail-Gas S1003 BAAQMD none 95% of H2S in
Treatment Plant (Beavon- tailgas. 9-1-313.2 and refinery fuel
Stretford) S303 SIP gas is removed

9-1-313.2 and recovered
on a refinery-
wide basis
16 Renewal Date: September 1, 2011




Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
3 Sulfur Plant Tail-Gas S1003 BAAQMD none 0.08 grain/dscf
Treatment Plant (Beavon- tailgas. 6-1-330 and exhaust
Stretford) S303 SIP 6-330 concentration
of SO3 and
H2S04,
expressed as
100% H2S04
3 Sulfur Plant Tail-Gas S1003 40 CFRS none SO2< 250 ppm
Treatment Plant (Beavon- tailgas. 60.104(a)(2)(i) at 0% 02
Stretford) S303
3 Sulfur Plant Tail-Gas S1003 40 CFR none SO2< 250 ppm
Treatment Plant (Beavon- tailgas. 63.1568(a)(1) at 0% 02
Stretford) S303 (i)
4 SCR System S43 BAAQMD NOx, 02 CEMs | 409 ppmv NOx
Condition at 3% O2 (over
1694 8-hr period)
except at
startup and
shutdown
4 SCR System S43 BAAQMD none 50 ppmv CO at
Condition 3% 02
1694 (monthly
average)
except at
startup and
shutdown
6 SCR System S351 BAAQMD NOx, 02 CEMs | 20 ppmv NOx
Condition at 3% O2 (over
1694 3-hr period)
except at
startup and
shutdown
17 Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Il. Equipment

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency

7 Vapor Recovery System (4 Tanks BAAQMD none nuisance odors
electrically driven S135, 7-301, 7-302,
compressors) S137. 7-303
S139,
$140,
S168,
S173,
S174,
S175,
$182,
S388,
S433,
S445,
S446,
S447, S506
(Source
S173to be
controlled
by A7 in
future)
7 Vapor Recovery System (4 S135, BAAQMD None 95% overall
electrically driven S137, 8-5-306 control of
Compressors) S139, emissions
S140,
S168,
S173,
S174,
S175,
S182,
S360,
S449, S506
(Sources
S168,
S173, and
S174 to be
controlled
by A7 in
future)
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Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
7 Vapor Recovery System (4 S449 BAAQMD None vent emissions
electrically driven Condition to the refinery
compressors) 11219 fuel gas system
7 Vapor Recovery System (4 S433 BAAQMD None vent emissions
electrically driven Condition to the refinery
Compressors) 7353 fuel gas system
7 Vapor Recovery System (4 S445 BAAQMD None vent emissions
electrically driven Condition to the refinery
COMPressors) 12130 fuel gas system
7 Vapor Recovery System (4 S446 BAAQMD None vent emissions
electrically driven Condition to the refinery
COMPressors) 12131 fuel gas system
7 Vapor Recovery System (4 S447 BAAQMD None vent emissions
electrically driven Condition to the refinery
COMPressors) 12132 fuel gas system
7 Vapor Recovery System (4 S182 BAAQMD None vent emissions
electrically driven Condition to the refinery
COMpressors) 13184 fuel gas system
19 Renewal Date: September 1, 2011




Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
7 Vapor Recovery System S135, BAAQMD Pressure Various
(4 electrically driven S137, Condition pressure
compressors) S139, 23724 settings
S140, between 1.5
S148, and 2.2 inches
S168, of water
S173,
S174,
S175,
$182,
S360,
S445,
S449,
S506, Tank
235, Tank
236
(Sources
S168,
S173, and
S174 to be
controlled
by A7 in
future)
8 Stretford Evaporative Cooler S301 BAAQMD none 95% of H2S in
9-1-313.2 and refinery fuel
SIP gas is removed
9-1-313.2 and recovered
on a refinery-
wide basis
8 Stretford Evaporative Cooler BAAQMD none 0.08 grain/dscf
6-1-330 and exhaust
SIP 6-330 concentration
of SO3 and
H2S04,
expressed as
100% H2S04
20 Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

1. Equipment
Table Il B — Abatement Devices
Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
9 Stretford Evaporative Cooler S302 BAAQMD none 95% of H2S in
9-1-313.2 and refinery fuel
SIP gas is removed
9-1-313.2 and recovered
on a refinery-
wide basis
9 Stretford Evaporative Cooler BAAQMD none 0.08 grain/dscf
6-1-330 and exhaust
SIP 6-330 concentration
of SO3 and
H2S04,
expressed as
100% H2S04
10 Stretford Evaporative Cooler S303 BAAQMD none 95% of H2S in
9-1-313.2 and refinery fuel
SIP gas is removed
9-1-313.2 and recovered
on a refinery-
wide basis
10 Stretford Evaporative Cooler BAAQMD none 0.08 grain/dscf
6-1-330 and exhaust
SIP 6-330 concentration
of SO3 and
H2S04,
expressed as
100% H2S04
13 SCR System S352, BAAQMD NOx CEM 66 Ib/hr NOx
S355 Condition (3 hr average),
12122, Part 9a 167 ton/yr
NOx at S352-
S357; 528
Ib/day NOx per
turbine/duct
burner set
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Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
13 SCR System S352, BAAQMD NOx CEM 66 Ib/hr NOx
S355 Condition (3 hr average),
12122, Part 9b 79.8 ton/yr
(effective NOx at S352-
when offsets S357; 528
are required Ib/day NOx per
pursuant to turbine/duct
Application burner set
13424
13 SCR System S352, BAAQMD CO, 02 CEMs 39 ppmv @
S355 Condition 15% 02 (30-
12122, Part 7 day average)
and 10a per
turbine/duct
burner set; 200
ton/yr CO at
$352-S357
13 SCR System S352 BAAQMD NOx, CO, and 02 |9 ppmv NOXx at
9-9-301 and (or CO2) CEM 15% 02
SIP 9-9-301
14 SCR System S353, BAAQMD NOx CEM 66 Ib/hr NOx
S356 Condition (3 hr average),
12122, Part 9a 167 ton/yr
NOx at S352-
S357; 528
Ib/day NOx per
turbine/duct
burner set
14 SCR System S352, BAAQMD NOx CEM 66 Ib/hr NOx
S355 Condition (3 hr average),
12122, Part 9b 79.8 ton/yr
(effective NOx at S352-
when offsets S357; 528
are required Ib/day NOx per
pursuant to turbine/duct
Application burner set
13424
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Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
14 SCR System S353, BAAQMD CO, 02 CEMs 39 ppmv @
S356 Condition 15% 02 (30-
12122, Part 7 day average)
and 10a per
turbine/duct
burner set; 200
ton/yr CO at
$352-S357
14 SCR System S353 BAAQMD NOx, CO, and O2 or | 9 ppmv NOX at
9-9-301 and CO2 CEM 15% 02
SIP 9-9-301
15 SCR System S354, BAAQMD NOx CEM 66 Ib/hr NOx
S357 Condition (3 hr average),
12122, Part 9a 167 ton/yr
NOx at S352-
S357; 528
Ib/day NOx per
turbine/duct
burner set
15 SCR System S354, BAAQMD NOx CEM 66 Ib/hr NOx
S357 Condition (3 hr average),
12122, Part 9b 79.8 ton/yr
(effective NOx at S352-
when offsets S357; 528
are required Ib/day NOx per
pursuant to turbine/duct
Application burner set
13424
15 SCR System S354, BAAQMD CO, 02 CEMs 39 ppmv @
S357 Condition 15% 02 (30-
12122, Part 7 day average)
and 10a per
turbine/duct
burner set; 200
ton/yr CO at
$352-S357
23
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Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Il. Equipment

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
15 SCR System S354 BAAQMD NOx, CO, and O2 |9 ppmv NOx at
9-9-301 and (or CO2) CEM 15% 02
SIP 9-9-301
16 SCR System S371 BAAQMD none 20 ppmv NOx
Condition at 3% 02 (3-hr
1694, Part C2 average)
16 SCR System S371 BAAQMD none 50 ppmv CO at
Condition 3% 02 (3-hr
1694, Part C3 average)
17 SCR System S372 BAAQMD none 20 ppmv NOx
Condition at 3% 02 (3-hr
1694, Part C2 average)
17 SCR System S372 BAAQMD none 50 ppmv CO at
Condition 3% 02 (3-hr
1694, Part C3 average)
20 Activated Carbon Silo S380 BAAQMD differential pressure | normal range
Baghouse Regulations
6-1-301
6-1-305
6-1-310
6-1-311
SIP
Regulations
6-301
6-305
6-310
6-311
BAAQMD
Condition
18251
24 Renewal Date: September 1, 2011




Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
21 Diatomaceous Earth Silo S389 BAAQMD differential pressure [ normal range
Baghouse Regulations
6-1-301
6-1-305
6-1-310
6-1-311
SIP
Regulations
6-301
6-305
6-310
6-311
BAAQMD
Condition
18251
36 SCR System S36 BAAQMD NOx, 02 CEM 10 ppmv NOx
Condition at 3% 02 (3-hr
21097 average)
46 SCR System S438 BAAQMD NOx, 02 CEMs 7 ppmv NOx at
Condition 3% 02 (1-hr
1694, Part E average)
46 SCR System S438 BAAQMD none 32 ppmv CO at
Condition 3% 02 (daily
1694, Part E average)
47 SCR System S45 BAAQMD CEM 5 ppmv NOx at
Condition 3% 02 (1-hr
22962, part 4a average)
47 SCR System S45 BAAQMD CEM 2.3 tons/yr
Condition
22962, part 4a
48 Tail gas treatment unit S1010 BAAQMD None 95% of H2S in
9-1-313.2 and refinery fuel
SIP gas is removed
9-1-313.2 and recovered
on a refinery-
wide basis
25 Renewal Date: September 1, 2011



Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Il. Equipment

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
48 Tail gas treatment unit S1010 BAAQMD None 0.08 grain/dscf
6-1-330 exhaust
concentration
of SO3 and
H2S04,
expressed as
100% H2S04
48 Tail gas treatment unit S1010 40 CFR None S0O2 < 250
60.104(a)(2)(i) ppm at 0% O2
48 Tail gas treatment unit S1010 40 CFR None S02 < 250
63.1568(a)(1) ppm at 0% O2
0)
48 Tail gas treatment unit S1010 BAAQMD None S02 <50
Condition ppmv @ 0%
23125, part 7a 02
48 Tail gas treatment unit S1010 BAAQMD None S02<29.7
Condition tons per year
23125,
part 11a
49 DAF (S1007) Thernal S1007, BAAQMD Temperature to be 44 tons per
Oxidizer (440,000 btu/hr, S324 Condition determined year VOC
natural gas and 1440, part 7a reduction
approximately 200,000
btu/hr in organic vapors)
50 Hydrogen Plant Vent S464 BAAQMD None 15 Ib/day POC
Scrubber 8-2-301 from emission
streams with
more than 300
ppm total
carbon
51 DAF (S1007) Carbon Bed S1007, BAAQMD FID 10 ppm VOC
S324 Condition or 98%
1440, part 7¢ reduction of
VOC
113 SCR System S13 BAAQMD NOx, 02 CEM 0.0331b
9-10-301 NOx/MMbtu
refinery-wide
limit
26 Renewal Date: September 1, 2011




Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
420 Marine Terminal Thermal S425 BAAQMD Temperature: 2 pounds POC
Oxidizer S426 8-44-304, > 1300 F. for first 15 | per 1,000 bbl
(30 MMbtu/hr) SIP minutes; loaded OR at
8-44-301 <1400 F. for rest of | least 95% by
loading event weight
reduction of
POC emissions
420 Marine Terminal Thermal S425 40 CFR H2S concentration fuel gas H2S
Oxidizer S426 60.104(a)(1) concentration
limited to 230
mg/dscm (0.10
gr/dscf)
NSPS 40 CFR None None
60 Subpart A
420 Marine Terminal Thermal 5425 BAAQMD Temperature: At least 98.5%
Oxidizer S426 Condition > 1300 F. for first 15 by weight
4336, part 9 minutes; reduction of
< 1400 F. for rest of | POC emissions
loading event for loading of
gasoline,
gasoline
blending
stocks, aviation
gas, aviation
fuel (JP-4
type), and
crude oil
421 Tail-Gas Incinerator (19.5 Al BAAQMD none Ringelmann 1
MMbtu/hr, RFG) 6-1-301 for < 3 min/hr
SIP
6-301
421 Tail-Gas Incinerator (19.5 Al BAAQMD none 0.15 gr/dscf
MMbtu/hr, RFG) 6-1-310
SIP
6-310
27 Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Il. Equipment

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
421 | Tail-Gas Incinerator (19.5 Al BAAQMD none 4.10P%% Ib/hr,
MMbtu/hr, RFG) 6-1-311 where P is
process weight,
SIP ton/hr
6-311
421 Tail-Gas Incinerator (19.5 Al BAAQMD none 0.08 grain/dscf
MMpbtu/hr, RFG) 6-1-330 exhaust
concentration
SIP of SO3 and
6-330 H2S04,
expressed as
100% H2S04
421 Tail-Gas Incinerator (19.5 Al 40 CFR none S02 < 250
MMbtu/hr, RFG) 60.104(a)(2)(i) ppm at 0% O2
421 Tail-Gas Incinerator (19.5 Al 40 CFR none S02 < 250
MMpbtu/hr, RFG) 63.1568(a)(1) ppm at 0% O2
0)
422 Tail-Gas Incinerator (19.5 A2 BAAQMD none Ringelmann 1
MMbtu/hr, RFG) 6-1-301 for < 3 min/hr
SIP
6-301
422 Tail-Gas Incinerator (19.5 A2 BAAQMD none 0.15 gr/dscf
MMbtu/hr, RFG) 6-1-310
SIP
6-310
422 | Tail-Gas Incinerator (19.5 A2 BAAQMD none 4.10P*%" Ib/hr,
MMpbtu/hr, RFG) 6-1-311 where P is
process weight,
SIP ton/hr
6-311
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Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
422 Tail-Gas Incinerator (19.5 A2 BAAQMD none 0.08 grain/dscf
MMbtu/hr, RFG) 6-1-330 exhaust
concentration
SIP of SO3 and
6-330 H2S04,
expressed as
100% H2S04
422 Tail-Gas Incinerator (19.5 A2 40 CFR none S02 < 250
MMpbtu/hr, RFG) 60.104(a)(2)(i) ppm at 0% O2
422 Tail-Gas Incinerator (19.5 A2 40 CFR none S02 < 250
MMpbtu/hr, RFG) 63.1568(a)(1) ppm at 0% O2
0)
423 Tail-Gas Incinerator (19.5 A3 BAAQMD none Ringelmann 1
MMbtu/hr, RFG) 6-1-301 for < 3 min/hr
SIP
6-301
423 Tail-Gas Incinerator (19.5 A3 BAAQMD none 0.15 gr/dscf
MMbtu/hr, RFG) 6-1-310
SIP
6-310
423 | Tail-Gas Incinerator (19.5 A3 BAAQMD none 4.10P*%" Ib/hr,
MMbtu/hr, RFG) 6-1-311 where P is
process weight,
SIP ton/hr
6-311
423 Tail-Gas Incinerator (19.5 A3 BAAQMD none 0.08 grain/dscf
MMpbtu/hr, RFG) 6-1-330 exhaust
concentration
SIP of SO3 and
6-330 H2S04,
expressed as
100% H2S04
423 Tail-Gas Incinerator (19.5 A3 40 CFR none S0O2 < 250
MMbtu/hr, RFG) 60.104(a)(2)(i) ppm at 0% O2
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Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Il. Equipment

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
423 Tail-Gas Incinerator (19.5 A3 40 CFR none S02 <250
MMpbtu/hr, RFG) 63.1568(a)(1) ppm at 0% O2
(i)
424 Tail-Gas Incinerator (18 A48 6-1-301 none Ringelmann 1
MMbtu/hr, natural gas) for < 3 min/hr
424 Tail-Gas Incinerator (18 A48 6-1-310 none 0.15 gr/dscf
MMbtu/hr, natural gas)
424 Tail-Gas Incinerator (18 A48 6-1-311 none 40 Ib/hr
MMbtu/hr, natural gas)
424 Tail-Gas Incinerator (19.5 A48 6-1-330 none 0.08 grain/dscf
MMbtu/hr, natural gas) exhaust
concentration
of SO3 and
H2S04,
expressed as
100% H2S04
424 Tail-Gas Incinerator (19.5 A48 40 CFR CEM S0O2 < 250
MMbtu/hr, natural gas) 60.104(a)(2)(i) ppm at 0% O2
424 Tail-Gas Incinerator (19.5 A48 40 CFR CEM S0O2 < 250
MMbtu/hr, natural gas) 63.1568(a)(1) ppm at 0% O2
(i)
424 Tail-Gas Incinerator (19.5 A48 BAAQMD CEM S02 <50
MMbtu/hr, natural gas) Condition ppmv @ 0%
23125, part 7a 02
424 Tail-Gas Incinerator (19.5 A48 BAAQMD CEM S02<29.7
MMbtu/hr, natural gas) Condition tons per year
23125, part
1l1a
424 Tail-Gas Incinerator (19.5 A48 BAAQMD CEM CO<75
MMbtu/hr, natural gas) Condition ppmvd @ 7%
23125, part 7a 02
424 Tail-Gas Incinerator (19.5 A48 BAAQMD CEM CO<379ton
MMbtu/hr, natural gas) Condition per year
23125, part
11c
424 Tail-Gas Incinerator (19.5 A48 BAAQMD Temperature to be H2S <25
MMbtu/hr, natural gas) Condition determined ppmv @ 0%
23125, part 8b 02
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Il. Equipment

Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

Table 11 B — Abatement Devices

Source(s) Applicable Operating Limit or
A# Description Controlled | Requirement Parameters Efficiency
424 Tail-Gas Incinerator (19.5 A48 BAAQMD Temperature to be H25<0.23
MMbtu/hr, natural gas) Condition determined Ib/hr
23125, part 9b
424 Tail-Gas Incinerator (19.5 A48 BAAQMD Temperature to be H2S < 0.975
MMbtu/hr, natural gas) Condition determined tons per year
23125, part
11h
424 Tail-Gas Incinerator (19.5 A48 BAAQMD Temperature to be | Total Reduced
MMbtu/hr, natural gas) Condition determined Sulfur <10
23125, part 11i tons per year
424 Tail-Gas Incinerator (19.5 A48 BAAQMD Temperature to be Reduced
MMbtu/hr, natural gas) Condition determined Sulfur
23125, part 11j Compounds <
10 tons per
year
461 SCR System S461 BAAQMD NOx, 02 CEM 10 ppmv NOx
Condition at 3% 02 (3-hr
21096 average)
S1003 | Sulfur Plant Unit 238 S503, BAAQMD None
S504, S505 Condition
23125, part 4
S1010 | Sulfur Plant Unit 235 S503, BAAQMD None
S504, S505 Condition
23125, part 4
S1010 | Sulfur Plant Unit 235 Steam BAAQMD None NH3 <125
strippers at Condition ppmv @ 7%
SRUs 23125, part 8a 02, 24-hr basis
S1010 | Sulfur Plant Unit 235 Steam BAAQMD None NH3 < 0.88
strippers at Condition Ib/hr
SRUs 23125, part 9c
S1010 | Sulfur Plant Unit 235 Steam BAAQMD None NH3 < 3.85
strippers at Condition tons per year
SRUs 23125, part 9c
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Equipment

Table Il C — Significant Sources
The following sources are exempt from the requirement to obtain an authority to
construct and permit to operate, but are defined as significant sources pursuant to
BAAQMD Regulation 2-6-239.

S# Description Make or Type Model Capacity
452 U230 Cooling Tower Induced draft Unknown 13,800 gpm

Table Il D — Sources Exempt from Permit Requirements

S# Description Basis for Exemption

69 Propane Loading Rack BAAQMD 2-1-123.3.1

70 Butane Loading Rack BAAQMD 2-1-123.3.1

71 Wax & Lube Oil Loading Rack (Tank Cars) BAAQMD 2-1-123.3.4, BAAQMD 2-1-123.3.6
72 Wax Loading Rack (Trucks) BAAQMD 2-1-123.3.6

73 Lube Oil Loading Rack (Trucks) BAAQMD 2-1-123.3.4

90 Tank 67 BAAQMD 2-1-123.3.2

91 Tank 73 BAAQMD 2-1-123.3.6

94 Tank 78 BAAQMD 2-1-123.3.10

99 Tank 102 BAAQMD 2-1-123.3.2

103 Tank 106 BAAQMD 2-1-123.3.2

105 Tank 129 BAAQMD 2-1-123.3.2

108 Tank 153 BAAQMD 2-1-123.3.2

109 Tank 154 BAAQMD 2-1-123.3.2

120 Tank 165 BAAQMD 2-1-123.3.4

127 Tank 173 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
130 Tank 188 BAAQMD 2-1-123.3.6

131 Tank 189 BAAQMD 2-1-123.3.6

132 Tank 191 BAAQMD 2-1-123.3.4

136 Tank 201 BAAQMD 2-1-123.3.2

138 Tank 203 BAAQMD 2-1-123.3.3

141 Tank 213 BAAQMD 2-1-123.3.6

142 Tank 214 BAAQMD 2-1-123.3.6

143 Tank 215 BAAQMD 2-1-123.3.6

144 Tank 216 BAAQMD 2-1-123.3.6

145 Tank 217 BAAQMD 2-1-123.3.4

148 Tank 231 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.9
149 Tank 232 BAAQMD 2-1-123.2, BAAQMD 2-1-123.3.9
157 Tank 252 BAAQMD 2-1-123.3.6
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Il. Equipment

Table Il D — Sources Exempt from Permit Requirements

S# Description Basis for Exemption
158 Tank 258 BAAQMD 2-1-123.3.2
162 Tank 262 BAAQMD 2-1-123.3.6
164 Tank 264 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
165 Tank 265 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
166 Tank 266 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
167 Tank 268 BAAQMD 2-1-123.3.6
169 Tank 270 BAAQMD 2-1-123.3.2
171 Tank 273 BAAQMD 2-1-123.3.6
172 Tank 279 BAAQMD 2-1-123.3.6
179 Tank 291 BAAQMD 2-1-123.3.2
180 Tank 292 BAAQMD 2-1-123.3.2
187 Tank 299 BAAQMD 2-1-123.3.4
188 Tank 300 BAAQMD 2-1-123.3.1
189 Tank 301 BAAQMD 2-1-123.3.1
190 Tank 302 BAAQMD 2-1-123.3.1
191 Tank 303 BAAQMD 2-1-123.3.3
192 Tank 304 BAAQMD 2-1-123.3.3
202 Tank 521 BAAQMD 2-1-123.3.6
204 Tank 528 BAAQMD 2-1-123.3.2
205 Tank 529 BAAQMD 2-1-123.3.2
206 Tank 530 BAAQMD 2-1-123.3.4
207 Tank 531 BAAQMD 2-1-123.3.6
209 Tank 674 BAAQMD 2-1-123.3.2
224 Tank 746 BAAQMD 2-1-123.3.4
225 Tank 747 BAAQMD 2-1-123.3.4
226 Tank 748 BAAQMD 2-1-123.3.6
227 Tank 749 BAAQMD 2-1-123.3.6
228 Tank 750 BAAQMD 2-1-123.3.6
229 Tank 751 BAAQMD 2-1-123.3.6
230 Tank 752 BAAQMD 2-1-123.3.6
231 Tank 753 BAAQMD 2-1-123.3.4
236 Tank 770 BAAQMD 2-1-123.3.4
237 Tank 771 BAAQMD 2-1-123.3.4
240 Tank 774 BAAQMD 2-1-123.3.4
241 Tank 775 BAAQMD 2-1-123.3.4
253 Tank 833 BAAQMD 2-1-123.3.1
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Table Il D — Sources Exempt from Permit Requirements

S# Description Basis for Exemption

260 Tank 1009 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
262 Tank 1011 BAAQMD 2-1-123.3.3

263 Tank 1012 BAAQMD 2-1-123.3.3

266 Tank 1345 BAAQMD 2-1-123.3.4

267 Tank 1346 BAAQMD 2-1-123.3.4

286 Tank F3 BAAQMD 2-1-123.3.3

287 Tank F10 BAAQMD 2-1-123.3.4

293 Tank F805 BAAQMD 2-1-123.3.3

427 Marine Loading Berth B2 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
428 Marine Loading Berth B3 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
429 Marine Loading Berth B4 BAAQMD 2-1-123.3.2, BAAQMD 2-1-123.3.3
452 U230 Cooling Tower BAAQMD 2-1-128.4

456 U110 Cooling Tower BAAQMD 2-1-128.4

457 U228 Cooling Tower BAAQMD 2-1-128.4

458 U200 Cooling Tower BAAQMD 2-1-128.4

500 ULSD 220/250 Cooling Tower BAAQMD 2-1-128.4

Tank | Stripped Water Tank BAAQMD 2-1-123.2

235

Tank | Stripped Water Tank BAAQMD 2-1-123.2

236
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GENERALLY APPLICABLE REQUIREMENTS

The permit holder shall comply with all applicable requirements, including those specified in
the BAAQMD and SIP Rules and Regulations and other federal requirements cited below.
These requirements apply in a general manner to the facility and/or to sources exempt from
the requirement to obtain a District Permit to Operate. The District has determined that these
requirements will not be violated under normal, routine operations, and that no additional
periodic monitoring or reporting to demonstrate compliance is warranted. In cases where a
requirement, in addition to being generally applicable, is also specifically applicable to one or
more sources, the requirement and the source are also included in Section IV, Source-
Specific Applicable Requirements, of this permit. This section also contains provisions that
may apply to temporary sources.

The dates in parentheses in the Title column identify the versions of the regulations being
cited and are, as applicable:

1. BAAQMD regulation(s): The date(s) of adoption or most recent amendment of the
regulation by the District Board of Directors

2. Any federal requirement, including a version of a District regulation that has been
approved into the SIP: The most recent date of EPA approval of any portion of the rule,
encompassing all actions on the rule through that date

The full language of SIP requirements is on EPA Region 9’s website. The address is:
http://yosemite.epa.gov/r9/r9sips.nsf/Agency?ReadForm&count=500&state=California&cat=
Bay+Area+Air+Quality+Management+District-Agency-Wide+Provisions.

NOTE:

There are differences between the current BAAQMD rules and the versions of the rules in the
SIP. All sources must comply with both versions of the rule until US EPA has reviewed and
approved the District’s revision of the regulation.

Table 111
Generally Applicable Requirements

Federally
Applicable Regulation Title or Enforceable
Requirement Description of Requirement (Y/N)
BAAQMD Regulation 1 General Provisions and Definitions (7/09/08) N
SIP Regulation 1 General Provisions and Definitions (6/28/99) Y -note 1
BAAQMD Regulation 2, Rule 1 General Requirements (11/19/08) N
BAAQMD 2-1-429 Federal Emissions Statement (12/21/04) N
SIP Regulation 2, Rule 1 General Requirements (1/26/99) Y —note 1
SIP Regulation 2-1-429 Federal Emissions Statement (4/3/95) Y
BAAQMD Regulation 2, Rule 2 New Source Review (6/15/05) N
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Table 111
Generally Applicable Requirements
Federally
Applicable Regulation Title or Enforceable
Requirement Description of Requirement (Y/N)
SIP Regulation 2, Rule 2 New Source Review (1/26/99) Y - note 1
BAAQMD Regulation 2, Rule 4 Emissions Banking (12/21/04) N
SIP Regulation 2, Rule 4 Emissions Banking (1/26/99) Y - note 1
BAAQMD Regulation 2, Rule 6 Major Facility Review (4/16/03) N
SIP Regulation 2, Rule 6 Major Facility Review (6/23/95) Y - note 1
BAAQMD Regulation 2, Rule 9 IERCs (6/15/05) N
BAAQMD Regulation 3 Fees (12/3/08) N
SIP Regulation 3 Fees (5/3/84) Y -note 1
BAAQMD Regulation 4 Air Pollution Episode Plan (3/20/91) N
SIP Regulation 4 Air Pollution Episode Plan (8/06/90) Y - note 1
BAAQMD Regulation 5 Open Burning (7/09/08) N
SIP Regulation 5 Open Burning (9/4/98) Y - note 1
BAAQMD Regulation 6, Rule 1 Particulate Matter, General Requirements (12/05/07) N
SIP Regulation 6 Particulate Matter and Visible Emissions (9/04/98) Y
BAAQMD Regulation 7 Odorous Substances (3/17/82) N
BAAQMD Regulation 8, Rule 1 Organic Compounds - General Provisions (6/15/94) Y
BAAQMD Regulation 8, Rule 2 Organic Compounds — Miscellaneous Operations Y
(7/20/05)
BAAQMD Regulation 8, Rule 3 Organic Compounds - Architectural Coatings (11/21/01) Y
BAAQMD Regulation 8, Rule 4 Organic compounds - General Solvent and Surface
Coating Operations (10/16/02)
BAAQMD Regulation 8, Rule 10 Organic Compounds — Pressure Vessel Depressurization Y —note 2
(1/21/04)
SIP Regulation 8, Rule 10 Organic Compounds — Pressure Vessel Depressurization Y
(10/3/84)
BAAQMD Regulation 8, Rule 40 Organic Compounds — Aeration of Contaminated Soil Y
and Removal of Underground Storage Tanks (6/15/05)
BAAQMD Regulation 8, Rule 47 Organic Compounds - Air Stripping and Soil Vapor Y
Extraction Operations (6/15/05)
BAAQMD Regulation 8, Rule 49 Organic Compounds - Aerosol Paint Products (12/20/95) N
SIP Regulation 8, Rule 49 Organic Compounds - Aerosol Paint Products (3/22/95) Y —note 1
BAAQMD Regulation 8, Rule 51 Organic Compounds - Adhesive and Sealant Products N
(7/17/02)
SIP Regulation 8, Rule 51 Organic Compounds - Adhesive and Sealant Products Y - note 1
(2/26/02)
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Table 111
Generally Applicable Requirements
Federally
Applicable Regulation Title or Enforceable
Requirement Description of Requirement (Y/N)
BAAQMD Regulation 9, Rule 1 Inorganic Gaseous Pollutants - Sulfur Dioxide (3/15/95) N
SIP Regulation 9, Rule 1 Inorganic Gaseous Pollutants - Sulfur Dioxide (6/8/99) Y
BAAQMD Regulation 11, Rule 2 Hazardous Pollutants - Asbestos Demolition, Renovation Y
and Manufacturing (10/7/98)
BAAQMD Regulation 11, Rule 10 | Hazardous Pollutants — Hexavalent Chromium Emissions Y
from Cooling Towers (11/15/89)
BAAQMD Regulation 12, Rule 4 Miscellaneous Standards of Performance - Sandblasting N
(7/11/90)
SIP Regulation 12, Rule 4 Miscellaneous Standards of Performance - Sandblasting Y -note 1
(9/2/81)
Notification Requirement — Notification Requirement — Process Unit Startup and N
Process Unit Startup and Shutdown | Shutdown (Permit Section V1, Condition 20989, part B)
California Health and Safety Code | Portable Equipment N
Section 41750 et seq.
California Health and Safety Code | Air Toxics “Hot Spots” Information and Assessment Act N
Section 44300 et seq. of 1987
40 CFR Part 61, Subpart M National Emission Standards for Hazardous Air Y
Pollutants — National Emission Standard for Asbestos
(7/20/04)
EPA Regulation 40 CFR 82 Protection of Stratospheric Ozone (12/28/07) Y
Subpart F, 40 CFR 82.156 Leak Repair Y
Subpart F, 40 CFR 82.161 Certification of Technicians Y
Subpart F, 40 CFR 82.166 Records of Refrigerant Y
Subpart H, 40 CFR 82.270(b) Prohibitions, Halon Y

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.

2 Generally, non-SIP regulations are not federally enforceable. However, sections 8-10-501 and 8-10-502 are required to
assure compliance with federally-enforceable provisions of SIP Regulation 8, Rule 10, and therefore are federally-
enforceable.
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IV. SOURCE-SPECIFIC APPLICABLE REQUIREMENTS

The permit holder shall comply with all applicable requirements, including those specified in
the BAAQMD and SIP Rules and Regulations and other federal requirements cited below.
The requirements cited in the following tables apply in a specific manner to the indicated
source(s).

The dates in parentheses in the Title column identify the versions of the regulations being
cited and are, as applicable:

1. BAAQMD regulation(s): The date(s) of adoption or most recent amendment of the
regulation by the District Board of Directors

2. Any federal requirement, including a version of a District regulation that has been
approved into the SIP: The most recent date of EPA approval of any portion of the rule,
encompassing all actions on the rule through that date

The full text of each permit condition cited is included in Section VI, Permit Conditions, of
this permit. The full language of SIP requirements is on EPA Region 9’s website. The
address is:
http://yosemite.epa.qov/r9/r9sips.nsf/Agency?ReadForm&count=500&state=California&cat=
Bay+Area+Air+Quality+Management+District-Agency-Wide+Provisions. All other text
may be found in the regulations themselves.

Table IV — All Sources
Facility-Specific Generally Applicable Requirements

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-301 Public Nuisance Prohibition N
1-510 Area Monitoring Y
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-530 Area Monitoring Downtime Y
1-540 Area Monitoring Date Examination Y
1-542 Area Concentration Excesses Y
1-543 Record Maintenance for Two Years Y
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
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IV. Source Specific Applicable Requirements

Table IV — All Sources

Facility-Specific Generally Applicable Requirements

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
1-544 Monthly Summary Y
BAAQMD General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-429 Federal Emissions Statement (12/21/04) N
SIP General Requirements (1/26/91)
Regulation 2,
Rule 1
2-1-429 Federal Emissions Statement Y
BAAQMD Particulate Matter —General Requirements(12/05/07))
Regulation 6,
Rule 1
6-1-301 Ringelmann No. 1 Limitation N
6-1-305 Visible Particles N
6-1-310 Particle Weight Limitation N
6-1-310.3 Heat transfer operations N
6-1-311 Process Weight Rate Limits Y
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/04/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310 Particle Weight Limitation Y
6-310.3 Heat transfer operations Y
6-311 General Operations Y
6-401 Appearance of Emissions Y
BAAQMD Organic Compounds, Miscellaneous Operations (7/20/05)
Regulation 8,
Rule 2
8-2-301 Miscellaneous Operations: emissions shall not exceed 15 Ib/day Y

and 300 ppm total carbon on a dry basis
BAAQMD General Solvent and Surface Coating Operations (10/16/02)
Regulation 8,
Rule 4
8-4-302 Solvent and Surface Coating Operations N
8-4-312 Solvent Evaporative Loss Minimization N
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IV. Source Specific Applicable Requirements

Table IV — All Sources
Facility-Specific Generally Applicable Requirements

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
8-4-501 Recordkeeping Requirements Y
SIP General Solvent and Surface Coating Operations (12/23/97)
Regulation 8,
Rule 4
8-4-302 Solvent and Surface Coating Operations Y-note 1
BAAQMD Storage of Organic Liquids (10/18/06)
Regulation 8,
Rule 5
8-5-117 Limited Exemption, Low Vapor Pressure N
8-5-118 Limited Exemption, Gas Tight Requirement for approved emission N
control system in 8-5-306.2 does not apply if facility is subject to
BAAQMD 8-18
8-5-119 Limited Exemption, Repair Period for Enhanced Monitoring N
Program
8-5-328 Tank Degassing Requirements N
8-5-328.1 Tank Degassing Requirements; Tanks > 75 cubic meters; Use 90% N
abatement device
8-5-331 Tank cleaning requirements; 90% Abatement efficiency if N
abatement device used
8-5-331.1 Tank cleaning requirements; Cleaning materials properties N
8-5-331.2 Tank cleaning requirements; Steam cleaning prohibition N
8-5-331.3 Tank cleaning requirements; Steam cleaning exceptions N
8-5-332 Sludge Handling Requirements (applies to sludge removed from N
any tank that was subject to BAAQMD 8-5 at any time since it was
last put in service)
8-5-332.1 Sludge Handling Requirements; sludge container no leaks N
8-5-332.2 Sludge Handling Requirements; sludge container gap requirements N
8-5-404 Inspection, Abatement Efficiency Determination and Source Test N
Reports
8-5-411 Enhanced Monitoring Program (Optional) N
8-5-411.1 Enhanced Monitoring Program (Optional); Notify BAAQMD of N
tanks selected for enhanced monitoring program
8-5-411.2 Enhanced Monitoring Program (Optional); Criteria for operating N
enhanced monitoring program
8-5-501 Records N
8-5-501.3 Records; Retention N
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IV. Source Specific Applicable Requirements

Table IV — All Sources

Facility-Specific Generally Applicable Requirements

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
8-5-501.4 Records; New PV setpoints N
8-5-502 Source test requirements and exemption for sources vented fuel gas N
8-5-502.2 Source test requirements; Tank degassing and cleaning abatement N
devices
8-5-602 Analysis of Samples, True Vapor Pressure Y
8-5-603 Determination of Abatement Efficiency N
8-5-604 Determination of Applicability Based on True Vapor Pressure Y
8-5-606 Analysis of samples, Tank Cleaning Agents N
8-5-606.1 Analysis of samples, Tank Cleaning Agents; Initial Boiling Point N
8-5-606.2 Analysis of samples, Tank Cleaning Agents; True VVapor Pressure N
8-5-606.3 Analysis of samples, Tank Cleaning Agents; VOC N
SIP Storage of Organic Liquids (6/5/03)
Regulation 8,
Rule 5
8-5-117 Exemption, Low Vapor Pressure Y
8-5-118 Limited Exemption, Gas Tight Requirement for approved emission Y
control system in 8-5-306.2 does not apply if facility is subject to
BAAQMD 8-18
8-5-328 Tank Degassing Requirements Y
8-5-328.1.2 Tank Degassing Requirements; Tanks > 75 cubic meters; Y
Concentration of <10,000 ppm as methane after degassing
8-5-404 Certification Y
8-5-502 Tank Degassing Annual Source Test Requirements Y
8-5-603 Determination of Emissions Y
8-5-603.2 Source test for tank degassing equipment Y
BAAQMD Emulsified and Liquid Asphalts (6/01/94)
Regulation 8,
Rule 15
8-15-305 Prohibition of Manufacturer and Sale Y
8-15-501 Manufacturing Records Y
BAAQMD Aeration of Contaminated Soil and Removal of Underground
Regulation 8, | Storage Tanks (6/15/05)
Rule 40
8-40-116 Exemption, Small Volume Y
8-40-205 Contaminated Soil Y

41 Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

Table IV — All Sources

Facility-Specific Generally Applicable Requirements

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
8-40-306 Contaminated Soil — Excavation and Removal Y
8-40-601 Contaminated Soil Sampling Y
8-40-604 Measurement of Organic Concentration Y
BAAQMD Inorganic Gaseous Pollutants — Sulfur Dioxide (3/15/95)
Regulation 9,
Rule 1
9-1-110 Conditional Exemption, Area Monitoring Y
9-1-110.1 comply with monitoring, records and reporting requirements of Y
1-510, 1-530, 1-540, 1-542, 1-543, 1-544
9-1-110.2 comply with 9-1-301 ground level SO2 concentration limits Y
9-1-301 Limitations on Ground level Concentrations Y
9-1-313 Sulfur Removal Operations at Petroleum Refineries (processing Y
more than 20,000 bbl/day of crude oil)
9-1-313.2 Install a sulfur recovery plant N
9-1-501 Area Monitoring Requirements (Regulations 1-510, 1-530, 1-540, Y
1-542, 1-543, 1-544)
9-1-502 Emission Monitoring Requirements (Regulations 1-520, 1-522) Y
9-1-604 Ground Level Monitoring Y
SIP Inorganic Gaseous Pollutants — Sulfur Dioxide (6/8/99)
Regulation 9, [ [only provisions which are different than current BAAQMD
Rule 1 regulation are listed]
9-1-313.2 Operation of a sulfur removal and recovery system that removes Y
and recovers: 95% of H2S from refinery fuel gas, 95% of H2S and
ammonia from process water streams
BAAQMD Inorganic Gaseous Pollutants - Hydrogen Sulfide (10/6/99)
Regulation 9,
Rule 2
9-2-301 Limitations on Ground Level Concentrations N
9-2-501 Area Monitoring Requirements (Regulations 1-510, 1-530, 1-540, N
1-542, 1-543, 1-544)
9-2-601 Ground Level Monitoring N
BAAQMD Asbestos Demolition, Renovation and Manufacturing (10/07/98)
Regulation 11,
Rule 2
11-2-301 Prohibited Operations N
11-2-302 Visible Emissions N
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IV. Source Specific Applicable Requirements

Table IV — All Sources

Facility-Specific Generally Applicable Requirements

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
11-2-303 Demolition, Renovation, and Removal N
11-2-304 Waste Disposal N
11-2-305 Waste Disposal Sites N
11-2-501 Temperature Records N
11-2-502 Waste Shipment Records N
11-2-503 Active Waste Disposal Site Records N
11-2-504 Conversion Operations N
CA Code of Mandatory Greenhouse Gas Emissions Reporting
Regulations,
Title 17,
Subchapter
10, Article 2
§ 95101(b)(2) | Applicability N
Subarticle 1 General Requirements for the Mandatory Reporting of

Greenhouse Gas Emissions
§ 95102 Definitions N
§ 95103(a) General Greenhouse Gas Reporting Requirements N
§ 95103(a)(1) [ Report Content N
§ 95103(a)(2) | Stationary Sources N
8 95103(b) Reporting Schedule — Existing Facilities N
§ 95103(c) Verification — Existing Facilities N
§ 95104 Greenhouse Gas Emissions Data Report N
§ 95104(a) Emissions Data Report N
8 95104(b) Maintaining the GHG Inventory Program N
§ 95104(c) Data Completeness N
§ 95104(d) Revisions N
§ 95105 Document Retention and Record Keeping Requirements N
§ 95106 Confidentiality N
§ 95107 Enforcement N
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IV. Source Specific Applicable Requirements

Table IV — All Sources

Facility-Specific Generally Applicable Requirements

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
§ 95108 Severability N
§ 95113 Data Requirements and Calculation Methods for Petroleum N

Refineries
§ 95113(a) Greenhouse Gas Emissions Data Report N
§ 95113(b) Calculation of Process Emissions N
§ 95113(c) Calculation of Fugitive Emissions N
§ 95113(d) Calculation of Emissions from Flares and other Control Devices N
§ 95114 Data Requirements and Calculation Methods for Hydrogen Plants N
§ 95114(a) Greenhouse Gas Emissions Data Report N
§ 95114(b) Calculation of CO2 Stationary Combustion and Process Emissions N
Subarticle 3 Calculation Methods Applicable To Multiple Types of Facilities
§ 95125 Additional Calculation Methods N
Subarticle 4 Requirements for Verification of Greenhouse Gas Emissions

Data Reports and Requirements Applicable to Emissions Data

Verifiers
§ 95130 Requirements for Verification of Emissions Data Reports N
40 CFR 60, New Source Performance Standards — General Provisions
Subpart A (12/23/71)
60.1 Applicability Y
60.2 Definitions Y
60.3 Units and abbreviations Y
60.4 Address Y
60.5 Determination of construction or modification Y
60.6 Review of plans Y
60.7 Notification and record keeping Y
60.8 Performance tests Y
60.9 Availability of information Y
60.10 State authority Y
60.11 Compliance with standards and maintenance requirements Y
60.12 Circumvention Y
60.13 Monitoring requirements Y
60.14 Modifications Y
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IV. Source Specific Applicable Requirements
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Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
60.15 Reconstruction Y
60.16 Priority list Y
60.17 Incorporation by reference Y
60.19 General notification and reporting requirements Y
40 CFR 61, National Emission Standards for Hazardous Air Pollutants -
Subpart A General Provisions (5/16/07)
61.1 List of pollutants and applicability Y
61.2 Definitions Y
61.3 Units and abbreviations Y
61.4 Address Y
61.5 Prohibited activities Y
61.6 Determination of construction or modification Y
61.7 Application for approval of construction or modification Y
61.8 Approval of construction or modification Y
61.9 Notification of startup Y
61.10 Source reporting and waiver request Y
61.11 Waiver of compliance Y
61.12 Compliance with standards and maintenance requirements Y
61.13 Emission tests and waiver of emission tests Y
61.14 Monitoring requirements Y
61.15 Modifications Y
61.16 Availability of information Y
61.17 State Authority Y
61.18 Incorporations by reference Y
61.19 Circumvention Y
40 CFR 61, National Emission Standard for Benzene Waste Operations
Subpart FF; | (12/4/03);
BAAQMD BAAQMD National Emission Standard for Benzene Emissions
Regulation 11, | from Benzene Transfer Operations and Benzene Waste
Rule 12 Operations (7/18/90)
61.340(a) Applicability Y
61.340(b) Applicability: hazardous waste Y
61.340(c) Applicability: Exempt Waste Y
61.340(d) Exemption for gaseous streams routed to fuel gas systems Y
61.341 Definitions Y
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Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
61.342 Standards: General Y
61.342 Standards: General Y
61.342(b) Standards: General; Facilities with TAB > 10 Mg/yr
61.342(e) Y
Standards: General; Alternative to 61.342(c) and 61.342(d)
Y
61.342(e)(1) Standards: General; Treat waste with a flow-weighted annual
average water content of less than 10% per 61.342(c)(1)
Y
61.342(e)(2) Standards: General; Treatment of waste with a flow-weighted
annual average water content of 10% or more by volume.
Y
61.342(e)(2)(i) Standards: General; 61.342(e)(2) Waste shall not contain more
than 6.0 Mg/yr benzene.
Y
61.342(e)(2)(ii Standards: General; Determine 61.342(e)(2) benzene quantity
) per 61.355(K)
61.342(g) Compliance determined by review of records, test results, and Y
inspections
40 CFR 61.345, 61.346 and 61.347 are applicable only to
equipment whose benzene quantity for 61.342(e)(2) is calculated
per 61.355(k)(2) as controlled.
61.345 Standards: Containers Y
61.346 Standards: Individual drain systems Y
61.347 Standards: Oil-water separators Y
61.355 Test methods, procedures and compliance provisions Y
61.355(a) Determination of total annual benzene quantity from facility waste Y
61.355(b) Determination at point of waste generation Y
61.355(c) Determination of flow-weighted annual average benzene Y
concentration
61.355(h) Leak inspection procedures Y
61.355(i) Control device performance test procedures Y
61.355(K) Determination of benzene quantity (6 BQ) Y
61.356 Recordkeeping requirements Y
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61.356(a) recordkeeping and retention requirements Y
61.356(b) waste stream records Y
61.356(d) Recordkeeping Requirements: Control equipment engineering Y
design
61.356(f) Recordkeeping Requirements: Closed vent system and control Y
device per 61.349--retain for life of device
61.356(q) Recordkeeping Requirements: Visual inspection per 61.343 Y
through 61.347
61.356(h) Recordkeeping Requirements: No detectable emissions tests per Y
61.343 through 61.347, and 61.349
61.356(j) Recordkeeping Requirements: Control device operation Y
61.356(b)(1) Records for uncontrolled streams Y
61.356(b)(5) Records for turnaround waste Y
61.357 Reporting requirements Y
61.357(a) Reports after startup Y
61.357(c) reporting requirements for facilities with less than 10 Mg/yr total Y
benzene in waste
BAAQMD Incorporates by reference 40 CFR 61, Subpart FF Y
Regulation 11,
Rule 12
40 CFR 63, National Emission Standards for Hazardous Air Pollutants for Y
Subpart A Source Categories (1/18/08)
63.1 Applicability Y
63.2 Definitions Y
63.3 Units and abbreviations Y
63.4 Prohibited activities Y
63.5 Construction and reconstruction Y
63.5(d) Application for approval of construction or reconstruction Y
63.5(d)(1) General Application Requirements Y
63.5(d)(2) Application for approval of construction Y
63.5(d)(3) Application for approval of reconstruction Y
63.5(d)(4) Additional information Y
63.6 Compliance with standards and maintenance Y
63.7 Performance testing requirements Y
63.8 Monitoring requirements Y
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63.9 Notification requirements Y
63.10 Recordkeeping and reporting requirements Y
63.12 State authority and delegation Y
63.13 Addresses of State air pollution control agencies and EPA Regional Y
Offices
63.14 Incorporation by references Y
63.15 Availability of Information & Confidentiality Y
40 CFR 63, National Emission Standards for Hazardous Air Pollutants for
Subpart B Source Categories: Requirements for Control Technology
Determinations for Major Sources in Accordance with Clean
Air Act Sections, Section 112(g) and 112(j); Final Rule (5/30/03)
63.52 Approved process for new and existing affected sources. Y
63.52(a) Sources subject to section 112(j) as of the section 112(j) deadline Y
63.52(a)(1) Submit an application for Title V' permit revision Y
63.52(e) Permit application review Y
63.52(h) Enhanced monitoring Y
63.52(h)(i) MACT emission limitations Y
63.52(h)(i)(1) | Compliance with all requirements applicable to affected sources, Y
including compliance date for affected sources
63.53 Application content for case-by-case MACT determination Y
63.53(a) Part 1 MACT application Y
63.53(b) Part 2 MACT application Y
40 CFR 63, National Emissions Standards for Hazardous Air Pollutants
Subpart CC from Petroleum Refineries (6/23/00)
63.640(a) applies to petroleum refining process units and to related emission Y
points
63.640(c)(3) wastewater streams and treatment operations associated with Y
petroleum refining process units meeting the criteria of section
63.640(a)
63.640(d)(1) Exclusion for stormwater from segregated stormwater sewers Y
63.640(d)(5) Exclusion for emission points routed to a fuel gas system Y
63.640(f) Applicability and Designation of Affected Sources Y
63.640(g) Applicability and Designation of Affected Sources-Exempt Y
processes
63.640(h) Applicability and Designation of Affected Sources-Compliance Y
dates
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Applicable Regulation Title or Enforceable Effective
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63.640(i) Applicability and Designation of Affected Sources-New petroleum Y
refining processes

63.640(j) Applicability and Designation of Affected Sources-Changes to Y
existing petroleum units

63.640(k) Applicability and Designation of Affected Sources-Changes to Y
existing petroleum units

63.640(1) Applicability and Designation of Affected Sources-Additional Y
requirements for new or changed sources

63.640(1)(3) owner/operator of a petroleum refining wastewater stream shall Y
comply with the recordkeeping and reporting requirements
including the reports of (1)(3)(i) through (I)(3)(vii) of this section

63.640(p) Overlap of Subpart CC with other regulations for equipment leaks Y

63.642 General Standards

63.642(a) apply for a Part 70 or Part 71 operating permit Y

63.642(c) Table 6 of this subpart specifies the Subpart A provisions that Y
apply.

63.642(d) initial performance tests and compliance determinations shall be Y
required only as specified in this subpart

63.642(e) keep copies of all applicable reports and records for at least 5 years, Y
except as otherwise specified in this subpart.

63.642(f) all reports required by this subpart shall be sent to the Y
Administrator

63.642(g) existing source owners/operators shall control emissions of organic Y
HAPs to the level represented by the equation in this paragraph

63.642(h) new source owner/operators shall control emissions of organic Y
HAPs to the level represented by the equation in paragraph (g) of
this section.

63.642(i) existing source owners/operators shall demonstrate compliance Y
with (g) by following procedures in (k) for all emission points, or
by following emission averaging compliance approach in (1) for
specified emission points and the procedures in (k) for all other
emission points within the source.

63.642(j) new source owner/operators shall demonstrate compliance with (h) Y
by following procedures in (k). they may not use emission
averaging compliance approach
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Applicable Regulation Title or Enforceable Effective
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63.642(k) existing source owners/operators may comply, and new sources Y

owners/operators shall comply with the wastewater provisions in

63.647 and comply with 63.655 and is exempt from (g)
63.642(1) emission averaging compliance approach Y
63.642(m) States may restrict existing source owners/operators to only use the Y

method in (k) to comply without allowance to use the emission

averaging compliance approach
63.647 Wastewater provisions Y
63.647(a) Owners/operators of Group 1 wastewater streams shall comply with Y

sections 61.340 to 61.355 of 40 CFR Part 61, Subpart FF for each
stream that meets the definition of 63.641.

63.647(c) Owners/operators required under Subpart FF of 40 CFR Part 61 to Y
perform periodic measurement of benzene concentration in

wastewater, or to monitor process or control device operating
parameters shall operate consistently with the permitted
concentration or operating parameter values.

63.648 Equipment Leak Standards Y
63.648(a) Existing source owners/operators subject to this subpart shall Y
comply with the provisions of 40 CFR Part 60 Subpart VV and
paragraph (b) of this section except as provided in paragraphs
(@)(1), (a)(2), and (c) through (i) of this section. New source
owners/operators shall comply with Subpart H of this part except as

provided in paragraphs (c) through (i) of this section.
63.648(b) Monitoring data generated before 8/18/95 to qualify for less Y
frequent monitoring of valves and pumps as provided in 40 CFR

Part 60 Subpart VVV or Subpart H of this part and paragraph (c) of
this section is governed by paragraphs (b)(1) and (b)(2) of this
section.

63.648(c) In lieu of complying with the existing source provisions of Y
paragraph (a) an owner/operator may elect to comply with certain
requirements of Subpart H of this part except as provided in
paragraphs (c)(1) through (c)(10) and (e) through (i) of this section.
63.648(d) Upon startup of new sources, the owner/operator shall comply with Y
section 63.163(a)(1)(ii) of Subpart H of this part for light liquid
pumps and 63.168(a)(1)(ii) of Subpart H for gas/vapor and light

liquid valves.
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63.648(e) For reciprocating pumps in heavy liquid service and agitator in Y

heavy liquid service and agitators in heavy liquid service,
owners/operators are not required to comply with the requirements
in section 63.169 of Subpart H of this part.

63.648(f) Reciprocating pumps in light liquid service are exempt from Y
section 63.163 and 60.482 if recasting the distance piece or
reciprocating pump replacement is required.

63.648(h) Owner/operators of sources subject to this subpart must maintain Y
all records for a minimum of 5 years.
63.655 Reporting and recordkeeping requirements Y
63.655(a) Owner/operators subject to the wastewater provisions of 63.647 Y
shall comply with the recordkeeping and reporting requirements in
61.356 and 61.357 of 40 CFR 61, Subpart FF, unless they comply
with those specified in paragraph (0)(2)(ii) of 63.640.
Recordkeeping and reporting for wastewater streams included in
emission averages are specified in 63.653 and in paragraphs (f)(5)
and (g)(8) of this section.
63.655(d) Owner/operators subject to the equipment leaks standards in Y
63.648 shall comply with the recordkeeping and reporting
provisions of paragraphs (d)(1) through (d)(6) of this section.
40 CFR Part | Mandatory Greenhouse Gas Reporting Y
98
Subpart A General Provisions Y
Subpart C General Stationary Fuel Combustion Sources Y
Subpart Y Petroleum Refineries Y
Subpart MM Suppliers of Petroleum Products Y
BAAQMD The owner/operator shall notify the District in writing by fax or N

Condition email no less than three calendar days in advance of any scheduled
20989, Part B | startup or shutdown of any process unit and as soon as feasible for
any unscheduled startup or shutdown of a process unit, but no later
than 48 hours after the unscheduled startup/shutdown. [Basis:
Regulation 2-1-403]

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Applicable Regulation Title or Enforceable Effective
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BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations Y!
BAAQMD Particulate Matter, General Requirements(12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
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9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
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F, (if used to demonstrate compliance with continuous emission
limits), of Part 60

60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8

60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y

60.13(e) Continuous monitoring system minimum frequency of operation Y

60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices

60.13(f) Continuous monitoring system installation location requirement Y

NSPS Standards of Performance for Petroleum Refineries (9/21/06)

40 CFR 60,

Subpart J

60.100 Applicability Y

60.104 Standards for Sulfur Oxides: Compliance Schedule Y

60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions

60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y

Specification 7
BAAQMD
Condition
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1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.2 Annual fuel firing limit at S2, S3, S4, S5, S7 [Basis: Cumulative Y
Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOXx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
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certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N
Table IV-A.2
Source-specific Applicable Requirements
S3—UNIT 230, B-201 HEATER
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
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Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
6-401 Appearance of Emissions Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-110.5 Exemptions: Fired on non-gaseous fuel when natural gas is N

unavailable for use
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
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Source-specific Applicable Requirements
S3 - UNIT 230, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.7(e) Reduction of frequency of summary reports Y

60.7(f) Records Y

60.7(g) Alternative Notification Y

60.7(h) Specific Provisions Y

60.8 Performance Tests Y

60.11 Compliance with Standards and Maintenance Requirements Y

60.11(a) Compliance determined by performance tests Y

60.11(d) Control devices operated using good air pollution control practice Y

60.13 Monitoring requirements Y

60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission
limits), of Part 60

60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8

60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
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Source-specific Applicable Requirements

S3—UNIT 230, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

NSPS Appendix A to Part 60 — Test Methods Y

40 CFR 60,

Appendix A

NSPS Performance Specifications

40 CFR 60

Appendix B

Performance H2S continuous emission monitoring systems Y

Specification 7

BAAQMD

Condition

1694

Part A.1a Heat ratings, firing limits [Basis: Regulation 2-1-234.3] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.2b Visible emission monitoring for liquid-fired sources during tube Y
cleaning [Basis: Regulation 2-6-409.2]

Part A.2c Visible emissions monitoring for liquid-fired sources [Basis: Y
Regulation 2-6-409.2]

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

Part F.2 Annual fuel firing limit at S2, S3, S4, S5, S7 [Basis: Cumulative Y
Increase]

Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y

Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
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IV. Source Specific Applicable Requirements
Table IV-A.2

Source-specific Applicable Requirements
S3 - UNIT 230, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y

10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y

[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV-A3
Source-specific Applicable Requirements
S4 - UNIT 231, B-101 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
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IV. Source Specific Applicable Requirements

Table IV-A3
Source-specific Applicable Requirements

S4 —UNIT 231, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
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IV. Source Specific Applicable Requirements
Table IV-A.3

Source-specific Applicable Requirements
S4 —UNIT 231, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
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IV. Source Specific Applicable Requirements
Table IV-A.3

Source-specific Applicable Requirements
S4 —UNIT 231, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.2 Annual fuel firing limit at S2, S3, S4, S5, S7 [Basis: Cumulative Y
Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
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IV. Source Specific Applicable Requirements
Table IV-A.3

Source-specific Applicable Requirements
S4 —UNIT 231, B-101 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOXx Box" deviation reporting requirement [Basis: Regulation 9- Y

10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y

[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV-A4
Source-specific Applicable Requirements
S5-UNIT 231, B-102 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
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Table IV-A4
Source-specific Applicable Requirements

S5—-UNIT 231, B-102 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
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Table IV-A4
Source-specific Applicable Requirements

S5—-UNIT 231, B-102 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-602 Determination of CO and Stack Gas 02 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y

non-opacity-measuring devices

60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
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IV. Source Specific Applicable Requirements
Table IV-A.4

Source-specific Applicable Requirements
S5-UNIT 231, B-102 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.2 Annual fuel firing limit at S2, S3, S4, S5, S7 [Basis: Cumulative Y
Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
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Table IV-A.4

Source-specific Applicable Requirements
S5-UNIT 231, B-102 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOXx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N
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Table IV-AS5
Source-specific Applicable Requirements

S7-UNIT 231, B-103 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
6-401 Appearance of Emissions Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-110.5 Exemptions: Fired on non-gaseous fuel when natural gas is N

unavailable for use
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
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Table IV-A5

Source-specific Applicable Requirements
S7—-UNIT 231, B-103 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
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Table IV-A5

Source-specific Applicable Requirements
S7—-UNIT 231, B-103 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date

F, (if used to demonstrate compliance with continuous emission
limits), of Part 60

60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8

60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y

60.13(e) Continuous monitoring system minimum frequency of operation Y

60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices

60.13(f) Continuous monitoring system installation location requirement Y

NSPS Standards of Performance for Petroleum Refineries (9/21/06)

40 CFR 60,

Subpart J

60.100 Applicability Y

60.104 Standards for Sulfur Oxides: Compliance Schedule Y

60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions

60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y

Specification 7
BAAQMD
Condition
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Table IV-AS5
Source-specific Applicable Requirements

S7—-UNIT 231, B-103 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

1694

Part A.la Heat ratings, firing limits [Basis: Regulation 2-1-234.3] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.2b Visible emission monitoring for liquid-fired sources during tube Y
cleaning [Basis: Regulation 2-6-409.2]

Part A.2c Visible emissions monitoring for liquid-fired sources [Basis: Y
Regulation 2-6-409.2]

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

Part F.2 Annual fuel firing limit at S2, S3, S4, S5, S7 [Basis: Cumulative Y
Increase]

Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y

Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y

Part 6a Allowed "NOXx Box" deviations [Basis: Regulation 9-10-502] Y

Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]

Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]

Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y

Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y

Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]

Part 12 Quarterly report showing amount of IERC’s used during previous N
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Table IV-A5

Source-specific Applicable Requirements
S7—-UNIT 231, B-103 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV-A7
Source-specific Applicable Requirements
S9 — UNIT 240, B-2 BOILER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/19/06)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
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Table IV-A.7
Source-specific Applicable Requirements

S9 — UNIT 240, B-2 BOILER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
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Table IV-A7

Source-specific Applicable Requirements
S9 — UNIT 240, B-2 BOILER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.7(e) Reduction of frequency of summary reports Y

60.7(f) Records Y

60.7(g) Alternative Notification Y

60.7(h) Specific Provisions Y

60.8 Performance Tests Y

60.11 Compliance with Standards and Maintenance Requirements Y

60.11(a) Compliance determined by performance tests Y

60.11(d) Control devices operated using good air pollution control practice Y

60.13 Monitoring requirements Y

60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission
limits), of Part 60

60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8

60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
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Table IV-A.7
Source-specific Applicable Requirements

S9 — UNIT 240, B-2 BOILER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

NSPS Appendix A to Part 60 — Test Methods Y

40 CFR 60,

Appendix A

NSPS Performance Specifications

40 CFR 60

Appendix B

Performance H2S continuous emission monitoring systems Y

Specification 7

BAAQMD

Condition

1694

Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

Part F.1 Annual fuel firing limit at S9, S10, S11, S12, S13, S14 [Basis: Y
Cumulative Increase]

Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y

Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y

Part 6a Allowed "NOXx Box" deviations [Basis: Regulation 9-10-502] Y

Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]

Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
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Table IV-A.7
Source-specific Applicable Requirements

S9 — UNIT 240, B-2 BOILER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date

[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV-AS8
Source-specific Applicable Requirements
S10 - UNIT 240, B-101 HEATER
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/9/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y
District

1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
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Table IV-AS8
Source-specific Applicable Requirements

S10—-UNIT 240, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-304 Tube Cleaning N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-304 Tube Cleaning Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2 or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
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Table IV-AS8
Source-specific Applicable Requirements

S10—-UNIT 240, B-101 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOXx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y

non-opacity-measuring devices

60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
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Table IV-A.8

Source-specific Applicable Requirements
S10—-UNIT 240, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.1 Annual fuel firing limit at S9, S10, S11, S12, S13, S14 [Basis: Y
Cumulative Increase]
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Table IV-A.8

Source-specific Applicable Requirements
S10—-UNIT 240, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
Part F.4a NOXx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the
source must comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s
revision of the regulation.
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Table IV-A9
Source-specific Applicable Requirements

S11-UNIT 240, B-201 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants — Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/Mmbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
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Table IV-A9
Source-specific Applicable Requirements

S11—-UNIT 240, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOXx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants — Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.70© Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
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Table IV-A.9

Source-specific Applicable Requirements
S11-UNIT 240, B-201 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
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Table IV-A.9

Source-specific Applicable Requirements
S11-UNIT 240, B-201 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.1 Annual fuel firing limit at S9, S10, S11, S12, S13, S14 [Basis: Y
Cumulative Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N
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Table IV -A.10
Source-specific Applicable Requirements

S12 —UNIT 240, B-202 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
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Table IV -A.10
Source-specific Applicable Requirements

S12 —UNIT 240, B-202 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOXx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
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Source-specific Applicable Requirements
S12 — UNIT 240, B-202 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
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Source-specific Applicable Requirements
S12 — UNIT 240, B-202 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.1 Annual fuel firing limit at S9, S10, S11, S12, S13, S14 [Basis: Y
Cumulative Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

89 Renewal Date: September 1, 2011



Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

Table IV-A.11
Source-specific Applicable Requirements

S13 - UNIT 240, B-301 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 Emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-304 Tube Cleaning N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-304 Tube Cleaning Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
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Table IV-A.11
Source-specific Applicable Requirements

S13 - UNIT 240, B-301 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2 or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
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Table IV - A.11

Source-specific Applicable Requirements
S13 - UNIT 240, B-301 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
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Table IV - A.11

Source-specific Applicable Requirements
S13 - UNIT 240, B-301 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.1 Annual fuel firing limit at S9, S10, S11, S12, S13, S14 [Basis: Y
Cumulative Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
Part F.4b NOXx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

93 Renewal Date: September 1, 2011



Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

Table IV-A.11
Source-specific Applicable Requirements
S13 - UNIT 240, B-301 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1 This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the
source must comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s
revision of the regulation.

Table IV -A.12
Source-specific Applicable Requirements
S14 —UNIT 240, B-401 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y —note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
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Table IV -A.12

Source-specific Applicable Requirements

S14 —UNIT 240, B-401 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
6-1-301 Ringelmann #1 Limitation N
6-1-304 Tube Cleaning N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-304 Tube Cleaning Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants — Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/Mmbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2 or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants — Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
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Table IV - A.12

Source-specific Applicable Requirements
S14 —UNIT 240, B-401 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
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Source-specific Applicable Requirements
S14 —UNIT 240, B-401 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.1 Annual fuel firing limit at S9, S10, S11, S12, S13, S14 [Basis: Y
Cumulative Increase]
Part F.3 Monthly fuel firing records [Basis: Cumulative Increase] Y
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
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Table IV-A.12
Source-specific Applicable Requirements

S14 —UNIT 240, B-401 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1 This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the
source must comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s
revision of the regulation.

Table IV - A.13

Source-specific Applicable Requirements

S15—-UNIT 244, B-501 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
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Table IV -A.13
Source-specific Applicable Requirements

S15—-UNIT 244, B-501 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 Emission limit exceedance reporting requirements Y —note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
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Table IV -A.13
Source-specific Applicable Requirements

S15—-UNIT 244, B-501 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas 02 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutan-s - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOXx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
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Table IV -A.13

Source-specific Applicable Requirements
S15-UNIT 244, B-501 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
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Table IV -A.13

Source-specific Applicable Requirements
S15-UNIT 244, B-501 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.4c NOx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD Throughput limits for S15, S16, S17, S18 and S19 [Basis: 2-1- Y
Condition 234.3]
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Table IV-A.14
Source-specific Applicable Requirements

S16 — UNIT 244, B-502 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
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Table IV-A.14
Source-specific Applicable Requirements

S16 — UNIT 244, B-502 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
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Table IV-A.14
Source-specific Applicable Requirements

S16 — UNIT 244, B-502 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
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Table IV - A.14

Source-specific Applicable Requirements
S16 — UNIT 244, B-502 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.4c NOXx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD Throughput limits for S15, S16, S17, S18 and S19 [Basis: 2-1- Y
Condition 234.3]
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
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Table IV-A.14
Source-specific Applicable Requirements

S16 — UNIT 244, B-502 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the

regulation.
Table IV -A.15
Source-specific Applicable Requirements
S17 —UNIT 244, B-503 HEATER
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y
District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
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Source-specific Applicable Requirements
S17 —UNIT 244, B-503 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
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Table IV - A.15

Source-specific Applicable Requirements
S17 —UNIT 244, B-503 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
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Source-specific Applicable Requirements
S17 —UNIT 244, B-503 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.4c NOXx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD Throughput limits for S15, S16, S17, S18 and S19 [Basis: 2-1- Y
Condition 234.3]
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
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Table IV - A.15

Source-specific Applicable Requirements

S17 —UNIT 244, B-503 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the

regulation.
Table IV - A.16
Source-specific Applicable Requirements
S18 — UNIT 244, B-504 HEATER
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
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Table IV - A.16
Source-specific Applicable Requirements

S18 — UNIT 244, B-504 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
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Table IV - A.16
Source-specific Applicable Requirements

S18 — UNIT 244, B-504 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-602 Determination of CO and Stack Gas 02 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
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Source-specific Applicable Requirements
S18 — UNIT 244, B-504 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
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Source-specific Applicable Requirements
S18 — UNIT 244, B-504 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
409.2]
Part F.4c NOXx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD Throughput limits for S15, S16, S17, S18 and S19 [Basis: 2-1- Y
Condition 234.3]
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Table IV -A.17
Source-specific Applicable Requirements

S19 —UNIT 244, B-505 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N

116 Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

Table IV -A.17
Source-specific Applicable Requirements

S19 —UNIT 244, B-505 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
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Table IV - A.17

Source-specific Applicable Requirements
S19 - UNIT 244, B-505 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
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Table IV - A.17

Source-specific Applicable Requirements
S19 - UNIT 244, B-505 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part F.4c NOXx limit 0.015 Ib/MMBtu [Basis: Consent Decree Case No. H-05- Y
0258]
BAAQMD Throughput limits for S15, S16, S17, S18 and S19 [Basis: 2-1- Y
Condition 234.3]
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
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Table IV -A.17
Source-specific Applicable Requirements
S19 - UNIT 244, B-505 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the

regulation.
Table IV -A.18
Source-specific Applicable Requirements
S20 — UNIT 244, B-506 HEATER
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
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Table IV -A.18
Source-specific Applicable Requirements

S20 — UNIT 244, B-506 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
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Table IV -A.18

Source-specific Applicable Requirements
S20 — UNIT 244, B-506 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.7(f) Records Y

60.7(g) Alternative Notification Y

60.7(h) Specific Provisions Y

60.8 Performance Tests Y

60.11 Compliance with Standards and Maintenance Requirements Y

60.11(a) Compliance determined by performance tests Y

60.11(d) Control devices operated using good air pollution control practice Y

60.13 Monitoring requirements Y

60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8

60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
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Table IV -A.18
Source-specific Applicable Requirements

S20 — UNIT 244, B-506 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

40 CFR 60,

Appendix A

NSPS Performance Specifications

40 CFR 60

Appendix B

Performance H2S continuous emission monitoring systems Y

Specification 7

BAAQMD

Condition

1694

Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

BAAQMD Throughput limits for S20 [Basis: 2-1-234.3] Y

Condition

20989, Part A

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y

Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y

Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y

Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]

Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]
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Table IV -A.18
Source-specific Applicable Requirements
S20 — UNIT 244, B-506 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV-A.19
Source-specific Applicable Requirements
S21 —UNIT 244, B-507 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
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Table IV -A.19
Source-specific Applicable Requirements

S21 —UNIT 244, B-507 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-111 Limited Exemption: Small Units: Between 1 and 10 MMbtu/hr and Y
capable of firing fuel other than natural gas or LPG
9-10-217 Definition: Small Unit: Between 1 and 10 MMbtu/hr and capable of Y
firing fuel other than natural gas or LPG
9-10-306 Small Unit Requirements Y
9-10-306.2 Small Unit Requirements: Tune-up at least every 12 months, or Y
within two weeks of start-up if not operated in the last 12 months
9-10-504 Recordkeeping Y
9-10-504.2 Records Y
9-10-505 Reporting Y
9-10-605 Tune-up Procedures Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
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Table IV-A.19

Source-specific Applicable Requirements
S21 - UNIT 244, B-507 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.la Heat ratings, firing limits [Basis: Regulation 2-1-234.3] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
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Table IV -A.19
Source-specific Applicable Requirements
S21 - UNIT 244, B-507 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
BAAQMD Throughput limits for S21 [Basis: 2-1-234.3] Y
Condition
20989, Part A
Table IV -A.20
Source-specific Applicable Requirements
S22 — UNIT 248, B-606 HEATER
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
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Table IV -A.20
Source-specific Applicable Requirements

S22 —UNIT 248, B-606 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas 02 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
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Source-specific Applicable Requirements
S22 — UNIT 248, B-606 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.7(g) Alternative Notification Y

60.7(h) Specific Provisions Y

60.8 Performance Tests Y

60.11 Compliance with Standards and Maintenance Requirements Y

60.11(a) Compliance determined by performance tests Y

60.11(d) Control devices operated using good air pollution control practice Y

60.13 Monitoring requirements Y

60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission
limits), of Part 60

60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8

60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
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Table IV -A.20
Source-specific Applicable Requirements

S22 —UNIT 248, B-606 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

Appendix A

NSPS Performance Specifications

40 CFR 60

Appendix B

Performance H2S continuous emission monitoring systems Y

Specification 7

BAAQMD

Condition

1694

Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

BAAQMD Throughput limits for S22 [Basis: 2-1-234.3] Y

Condition

20989, Part A

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y

Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y

Part 6a Allowed "NOXx Box" deviations [Basis: Regulation 9-10-502] Y

Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]

Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]

Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
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Table IV -A.20
Source-specific Applicable Requirements
S22 — UNIT 248, B-606 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV-A.21
Source-specific Applicable Requirements
S29 — UNIT 200, B-5 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter; General Requirements (12/05/07)
Regulation 6,
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Table IV-A.21
Source-specific Applicable Requirements

S29 —UNIT 200, B-5 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, General Provisions (1/18/08)
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Table IV - A.21

Source-specific Applicable Requirements
S29 - UNIT 200, B-5 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
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Table IV-A21

Source-specific Applicable Requirements

S29 —UNIT 200, B-5 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
BAAQMD Throughput limits for S29 [Basis: 2-1-234.3] Y
Condition
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
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Table IV-A.21
Source-specific Applicable Requirements
S29 - UNIT 200, B-5 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y

10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y

[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV - A.22
Source-specific Applicable Requirements
S30—UNIT 200, B-101 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
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Table IV - A.22
Source-specific Applicable Requirements

S30 - UNIT 200, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter; General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas 02 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
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Table IV - A.22

Source-specific Applicable Requirements
S30 - UNIT 200, B-101 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOXx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(g) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y

non-opacity-measuring devices

60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
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Table IV - A.22

Source-specific Applicable Requirements
S30 - UNIT 200, B-101 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(i)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
BAAQMD Throughput limits for S30 [Basis: 2-1-234.3] Y
Condition
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
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Table IV - A.22

Source-specific Applicable Requirements
S30 - UNIT 200, B-101 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOXx Box" deviation reporting requirement [Basis: Regulation 9- Y

10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y

[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV - A.23
Source-specific Applicable Requirements
S31 - UNIT 200, B-501 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
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Table IV -A.23
Source-specific Applicable Requirements

S31 - UNIT 200, B-501 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter; General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, [ Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
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Table IV -A.23
Source-specific Applicable Requirements

S31 - UNIT 200, B-501 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas 02 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOXx Y
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.7(b) Records Y
60.7(c) Notification and recordkeeping for continuous monitoring Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of summary reports Y
60.7(f) Records Y
60.7(9) Alternative Notification Y
60.7(h) Specific Provisions Y
60.8 Performance Tests Y
60.11 Compliance with Standards and Maintenance Requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y

F, (if used to demonstrate compliance with continuous emission

limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y

performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y

non-opacity-measuring devices

60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
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Table IV - A.23

Source-specific Applicable Requirements
S31-UNIT 200, B-501 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
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Table IV - A.23

Source-specific Applicable Requirements
S31-UNIT 200, B-501 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Throughput limits for S31 [Basis: 2-1-234.3] Y
Condition
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N
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IV. Source Specific Applicable Requirements

Table IV -A.24
Source-specific Applicable Requirements

S36 —UNIT 200, B-102 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions requiring measurement of emissions N
2-1-501 Monitors shall comply with Volume V of the Manual of Procedures Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99)
Rule 1
2-1-403 Permit conditions requiring measurement of emissions Y —note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
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Table IV - A.24

Source-specific Applicable Requirements
S36 — UNIT 200, B-102 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.13 Monitoring Requirements Y
60.13(i) Approval of Alternative Monitoring Y
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
BAAQMD
Condition
1694
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5¢c Records of SO2 emissions [Basis: Regulation 2, Rule 1; SO2 Y
Bubble; Regulation 2-6-409.2]
BAAQMD
Condition
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Source-specific Applicable Requirements
S36 — UNIT 200, B-102 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

21097

Part 1 Fuel restrictions [Basis: BACT, Cumulative Increase] Y

Part 2 Heat ratings, annual firing limits [Basis: Cumulative Increase] Y

Part 3a Abatement requirement [Basis: BACT, Cumulative Increase] Y

Part 3b Emission rate limits [Basis: BACT, Cumulative Increase] Y

Part 3c Ammonia limit [Basis: Toxic Management] N

Part 4 Continuous fuel monitor requirement [Basis: Cumulative Increase] Y

Part 5a NOx, 02 CEM requirement [Basis: BACT, Cumulative Increase] Y

Part 5b Annual CO source test requirement [Basis: BACT, Cumulative Y
Increase]

Part 6 Fuel gas TRS concentration limit [Basis: BACT, Cumulative Y
Increase, SO2 bubble]

Part 7a TRS testing requirement [Basis: BACT, Cumulative Increase, SO2 Y
Bubble]

Part 7b TRS records requirement [Basis: BACT, Cumulative Increase, SO2 Y
Bubble]

Part 7c Alternative monitoring for compliance with 40 CFR 60.104(a)(1) Y
H2S limit

Part 10 Recordkeeping [2-6-503] Y

BAAQMD

Condition

21099

Part 1 Light hydrocarbon control valve requirements [Basis: BACT] Y

Part 2 Light hydrocarbon flange/connector requirements [Basis: BACT] Y

Part 3 Centrifugal compressor requirements [Basis: BACT] Y

Part 4 Light hydrocarbon centrifugal pump requirements [Basis: BACT] Y

Part 5 Monitoring and repair program requirement [Basis: BACT] Y

Part 6 ULSD project component count report requirement [Basis: BACT, Y
Cumulative Increase, Toxic Management Policy]

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Table IV - A.25
Source-specific Applicable Requirements

S43 —UNIT 200, B-202 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions requiring measurement of emissions N
2-1-501 Monitors shall comply with Volume V of the Manual of Procedures Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99)
Rule 1
2-1-403 Permit conditions requiring measurement of emissions Y —note 1
BAAQMD Particulate Matter; General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-304 Tube Cleaning N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
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Source-specific Applicable Requirements
S43 - UNIT 200, B-202 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-304 Tube Cleaning Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
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Table IV -A.25

Source-specific Applicable Requirements
S43 - UNIT 200, B-202 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y

combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(i)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
40 CFR 60, Performance Specifications
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y

409.2]

Part D.1 S43 abatement requirement [Basis: BACT, Cumulative Increase] Y
Part D.2 S43, S44 NOx emission limits [Basis: BACT, Cumulative Increase] Y
Part D.3 S43, S44 CO emission limits [Basis: BACT, Cumulative Increase] Y
Part D.4 S43, S44 NOx, 02 CEM requirement [Basis: BACT, Cumulative Y
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Source-specific Applicable Requirements
S43 - UNIT 200, B-202 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Increase]
BAAQMD Throughput limits for source S43 [Basis: 2-1-234.3] Y
Condition
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N
quarter, IERC’s used during current ACP period, projection of
IERC’s required and certification that the facility possesses IERC’s
equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N
certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Table IV - A.26
Source-specific Applicable Requirements

S44 —UNIT 200, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions requiring measurement of emissions N
2-1-501 Monitors shall comply with Volume V of the Manual of Procedures Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99)
Rule 1
2-1-403 Permit conditions requiring measurement of emissions Y —note 1
BAAQMD Particulate Matter; General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
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Source-specific Applicable Requirements
S44 —UNIT 200, B-201 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)

152 Renewal Date: September 1, 2011



Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements
Table IV - A.26

Source-specific Applicable Requirements
S44 —UNIT 200, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y

combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(i)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
40 CFR 60, Performance Specifications
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y

409.2]
Part D.2 S43, S44 NOx emission limits [Basis: BACT, Cumulative Increase] Y
Part D.3 S43, S44 CO emission limits [Basis: BACT, Cumulative Increase] Y
Part D.4 S43, S44 NOx, 02 CEM requirement [Basis: BACT, Cumulative Y
Increase]

BAAQMD Throughput limits for source S44 [Basis: 2-1-234.3] Y
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Source-specific Applicable Requirements
S44 —UNIT 200, B-201 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Condition
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y

Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Source-specific Applicable Requirements
S50, S51, S52 — TURBINE STARTUP ENGINES

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-303.1 Ringelmann #2 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-303.1 Ringelmann No. 2 Limitation Y
6-305 Visible Particles Y
6-310 Particulate Weight Limitation Y
6-401 Appearance of Emissions Y
BAAQMD Inorganic Gaseous Pollutants, Sulfur Dioxide Emissions
Regulation 9, | Limitations (3/15/95)
Rule 1
9-1-304 Fuel Burning (Liquid and Solid fuels) Y
BAAQMD Nitrogen Oxides And Carbon Monoxide From Stationary Internal
Regulation 9, [ Combustion Engines (7/25/07)
Rule 8
9-8-111.1 Limit Exemptions for Low Usage: Until 1/1/12 Engines rated at or N
below 1000 brake horsepower which operate less than 200 hours in
any 12-consecutive month period are only subject to 9-8-502.1 and
9-8-530.
9-8-111.3 Limit Exemptions for Low Usage: Effective 1/1/12, engines which N 1/1/2012
operate less than 100 hours in any 12-consecutive month period are
only subject to 9-8-502.1 and 9-8-530.
9-8-502 Recordkeeping N
9-8-502.1 Hours of Operation N
9-8-530 Emergency Standby and Low Usage Engines, Monitoring and N
Recordkeeping
CCR, Title 17, | ATCM for Stationary Compression Ignition Engines
Section 93115
93115.3 Exemptions N
93115.3(j) Exemption for Low-Use Prime Engines Outside of School Boundaries N
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Table IV — A.27

Source-specific Applicable Requirements
S50, S51, S52 — TURBINE STARTUP ENGINES

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
931155 Fuel Requirements N
93115.5(a) Fuel Requirements for new or in-use stationary CI engines N
93115.10 Recordkeeping, Reporting, & Monitoring Requirements N
93115.10(f) Reporting for Exempted Agricultural Emergency, Prime, and N

Nonagricultural Emergency Engines
93115.15 Severability N
BAAQMD
Condition
19488
Part 1 60 hr/yr combined total operating limit for S50, S51 and S52 [Basis: N

”Stationary Diesel Engine ATCM” 93115.3(j)]
Part 3 Operating hour records [Basis: “Stationary Diesel Engine ATCM” N

93115.10(f) ]
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Table IV -A.28
Source-specific Applicable Requirements
S53, S54, S55, S56, S57, S58, S59 — EMERGENCY DIESEL ENGINES

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Particulate Matter; General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-303.1 Ringelmann #2 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-303.1 Ringelmann No. 2 Limitation Y
6-305 Visible Particles Y
6-310 Particulate Weight Limitation Y
6-401 Appearance of Emissions Y
BAAQMD Inorganic Gaseous Pollutants, Sulfur Dioxide Emissions
Regulation 9, | Limitations (3/15/95)
Rule 1
9-1-304 Fuel Burning (Liquid and Solid fuels) Y
BAAQMD Nitrogen Oxides And Carbon Monoxide From Stationary Internal
Regulation 9, [ Combustion Engines (7/25/07)
Rule 8
9-8-110.5 Exemptions: Emergency Standby Engines N
9-8-330 Emergency Standby Engines, Hours of Operation N
9-8-330.1 Emergency Standby Engines, Emergency Operation N
9-8-330.2 Emergency Standby Engines, Reliability-Related Activities <100 N
hours/yr until 1/1/12
9-8-330.3 Emergency Standby Engines, Reliability-Related Activities <50 N 1/1/2012
hours/yr effective 1/1/12
9-8-502.1 Monthly records of usage N
9-8-530 Emergency standby engines, monitoring and recordkeeping N
CCR, Title 17, | ATCM for Stationary Compression Ignition Engines
Section 93115 | (S53 — Emergency Electricity Generator)
931155 Fuel Requirements N
93115.6 ATCM for Stationary Cl Engines — Emergency Standby Diesel- N
Fueled CI Engine (>50 bhp) Operating Requirements and Emission
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Table IV -A.28

Source-specific Applicable Requirements
S53, S54, S55, S56, S57, S58, S59 — EMERGENCY DIESEL ENGINES

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Standards
93115.6(b) In-Use Emergency Standby Diesel-Fueled CI Engine (> 50 bhp) N
Operating Requirements and Emission Standards
93115.6(b)(3) | Emission and operation standards N
93115.6(b)(3) | Diesel PM Standard and Hours of Operation Limitations N
(A)
93115.6(b)(3) | General Requirements N
(A1)
93115.6(b)(3) | 20 hours/yr for maintenance & testing N
(AD)(@)
93115.10(e)(1) | Monitoring Equipment N
93115.10(g) Reporting Requirements for Emergency Standby Engines N
93115.15 Severability N
CCR, Title 17, | ATCM for Stationary Compression Ignition Engines
Section 93115 | (S54, S55, S56, S57, S58, S59 — Firewater Pump Engines)
93115.3 Exemptions N
95113.3(n) Exemption for In-Use Emergency Fire Pump Assemblies N
931155 Fuel Requirements N
93115.10(g) Reporting Requirements for Emergency Standby Engines N
93115.15 Severability N
BAAQMD
Condition
19488
Part 3 20 hr/yr operating limit (non-emergency) for S53 [Basis: ”Stationary N
Diesel Engine ATCM” 93115.6(b)(3)(A)(1)(a)]
Part 5 Monitoring for S53 [Basis: ”Stationary Diesel Engine ATCM” N
93115.10(e)(1)]
Part 6 Operating hour records for S53[Basis: ”Stationary Diesel Engine N
ATCM” 93115.10(g)]
Part 7 50 hr/yr operating limit per engine for S54, S55, S56, S57, S58 and N
S59, Firewater pump engines [Basis: ”Stationary Diesel Engine
ATCM” 93115.3(n)
Part 8 Operating hour records for S54, S55, S56, S57, S58 and S59, N
Firewater pump engines [Basis: ”Stationary Diesel Engine ATCM”
93115.10(g)
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IV. Source Specific Applicable Requirements

Table IV - A.29
Source-specific Applicable Requirements

S336 — UNIT 231, B-104 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)]
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, [ Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
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IV. Source Specific Applicable Requirements

Table IV - A.29
Source-specific Applicable Requirements

S336 — UNIT 231, B-104 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOXx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y

combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
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IV. Source Specific Applicable Requirements
Table IV -A.29

Source-specific Applicable Requirements
S336 — UNIT 231, B-104 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

Performance H2S continuous emission monitoring systems Y

Specification 7

BAAQMD

Condition

1694

Part A.1a Heat ratings, firing limits [Basis: Regulation 2-1-234.3] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

BAAQMD Throughput limits for source S336 [Basis: 2-1-234.3] Y

Condition

20989, Part A

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y

Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y

Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y

Part 6b "NOXx Box" deviation reporting requirement [Basis: Regulation 9- Y
10-502]

Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y
[Basis: Regulation 9-10-502]

Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y

Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y

Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]

Part 12 Quarterly report showing amount of IERC’s used during previous N
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Table IV -A.29

Source-specific Applicable Requirements
S336 — UNIT 231, B-104 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV - A.30
Source-specific Applicable Requirements
S337 —UNIT 231, B-105 HEATER
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)]
Regulation 1
1-521 Monitoring May Be Required Y
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations &
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
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IV. Source Specific Applicable Requirements

Table IV -A.30
Source-specific Applicable Requirements

S337 —UNIT 231, B-105 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
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Table IV -A.30

Source-specific Applicable Requirements
S337 —UNIT 231, B-105 HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.la Heat ratings, firing limits [Basis: Regulation 2-1-234.3] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
BAAQMD Throughput limits for source S337 [Basis: 2-1-234.3] Y
Condition
20989, Part A
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]
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Table IV -A.30

Source-specific Applicable Requirements
S337 —UNIT 231, B-105 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 3 "NOx Box" requirement for sources without NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 4 "NOx Box" development procedure [Basis: Regulation 9-10-502] Y
Part 5 "NOx Box" parameters [Basis: Regulation 9-10-502] Y
Part 6a Allowed "NOx Box" deviations [Basis: Regulation 9-10-502] Y
Part 6b "NOXx Box" deviation reporting requirement [Basis: Regulation 9- Y

10-502]
Part 7 NOx, CO, 02 source test requirement for sources without NOx CEMs Y

[Basis: Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

Table IV -A.31
Source-specific Applicable Requirements
S351 - UNIT 267, B-601/602 HEATERS
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
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IV. Source Specific Applicable Requirements

Table IV -A.31
Source-specific Applicable Requirements

S351 — UNIT 267, B-601/602 HEATERS

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions requiring measurement of emissions N
2-1-501 Monitors shall comply with Volume V of the Manual of Procedures Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99)
Rule 1
2-1-403 Permit conditions requiring measurement of emissions Y —note 1
BAAQMD Particulate Matter, General Rquirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
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IV. Source Specific Applicable Requirements

Table IV -A.31
Source-specific Applicable Requirements

S351 — UNIT 267, B-601/602 HEATERS

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...0ut-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and O2, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
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IV. Source Specific Applicable Requirements

Table IV -A.31
Source-specific Applicable Requirements

S351 — UNIT 267, B-601/602 HEATERS

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y

combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3)(ii) | Excess H2S emission definitions for 60.7(c) Y
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
40 CFR 60, Performance Specifications
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y

409.2]
Part B.1 S351 abatement requirement [Basis: BACT, Cumulative Increase] Y
Part B.2 S351 NOx emission limit [Basis: BACT, Cumulative Increase] Y
Part B.3 S351 NOx, O2 CEM requirement [Basis: BACT, Cumulative Y
Increase]

BAAQMD Throughput limits for source S351 [Basis: 2-1-234.3] Y
Condition
20989, Part A
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IV. Source Specific Applicable Requirements
Table IV-A.31

Source-specific Applicable Requirements
S351 - UNIT 267, B-601/602 HEATERS

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y

Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Table IV - A.32
Source-specific Applicable Requirements

S371 - UNIT 228, B-520 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
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IV. Source Specific Applicable Requirements

Table IV - A.32
Source-specific Applicable Requirements

S371 - UNIT 228, B-520 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOXx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
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IV. Source Specific Applicable Requirements
Table IV -A.32

Source-specific Applicable Requirements
S371 —UNIT 228, B-520 FURNACE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(i)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
40 CFR 60, Performance Specifications
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y
Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y
Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y
Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y
Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y
Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]
Part C.1 S371, S372 abatement requirement [Basis: BACT, Cumulative Y
Increase]
Part C.2 S371, S372 NOx emission limits [Basis: BACT, Cumulative Y
Increase]
Part C.3 S371, S372 CO emission limits [Basis: BACT, Cumulative Increase] Y
BAAQMD Throughput limits for source S371 [Basis: 2-1-234.3] Y
Condition
20989, Part A
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Table IV - A.32
Source-specific Applicable Requirements
S371 —UNIT 228, B-520 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Condition
21235
Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y

Regulation 9-10-301, 9-10-305]
Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y
Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y

Regulation 9-10-502]
Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y
Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y
Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N

Regulation 2-9-303, 9-10-301]
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.

Table IV -A.33
Source-specific Applicable Requirements
S372 —UNIT 228, B-521 FURNACE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-521 Monitoring May Be Required Y
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Table IV -A.33
Source-specific Applicable Requirements

S372 —UNIT 228, B-521 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, [ Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-301 Emission Limit for Facility, NOx: 0.033 Ib NOx/MMbtu N
9-10-301.1 ...Start-up/Shutdown Contribution N
9-10-301.2 ...Out-of-Service Units Contribution N
9-10-301.3 ...Test-firing on Non-gaseous fuel Contribution N
9-10-303 Federal Facility-wide NOx emission rate limit Y
9-10-305 CO emission limit N
9-10-502 Monitoring Y
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Table IV -A.33
Source-specific Applicable Requirements
S372 — UNIT 228, B-521 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-10-502.1 CEMS for NOx, CO, and 02, or equivalent monitoring Y
9-10-502.2 Fuel flowmeters Y
9-10-504 Recordkeeping N
9-10-504.1 Records N
9-10-505 Reporting N
9-10-601 Determination of NOx N
9-10-602 Determination of CO and Stack Gas O2 N
9-10-603 Compliance Determination Y
SIP Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (4/2/08)
9-10-504 Recordkeeping Y
9-10-504.1 Records Y
9-10-505 Reporting Y
9-10-601 Determination of NOx Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y

combustion (in lieu of separate combustion device exhaust SO2

monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
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Table IV -A.33

Source-specific Applicable Requirements
S372 — UNIT 228, B-521 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

Appendix A

40 CFR 60, Performance Specifications

Appendix B

Performance H2S continuous emission monitoring systems Y

Specification 7

BAAQMD

Condition

1694

Part A.1b Heat ratings, firing limits [Basis: Regulation 2-1-301] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

Part C.1 S371, S372 abatement requirement [Basis: BACT, Cumulative Y
Increase]

Part C.2 S371, S372 NOx emission limits [Basis: BACT, Cumulative Y
Increase]

Part C.3 S371, S372 CO emission limits [Basis: BACT, Cumulative Increase] Y

BAAQMD Throughput limits for source S372 [Basis: 2-1-234.3] Y

Condition

20989, Part A

BAAQMD

Condition

21235

Part 1 Sources subject to Regulation 9-10-301 and 9-10-305 [Basis: Y
Regulation 9-10-301, 9-10-305]

Part 2 02 CEM requirement [Basis: Regulation 9-10-502] Y

Part 8 CO source test requirement for sources with NOx CEMs [Basis: Y
Regulation 9-10-502]

Part 9 CO, 02 CEM requirement [Basis: Regulation 9-10-502, 1-522] Y

Part 10 Recordkeeping requirement [Basis: Regulation 9-10-504] Y

Part 11 Compliance demonstration with Alternative Compliance Plan [Basis: N
Regulation 2-9-303, 9-10-301]
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Table IV -A.33
Source-specific Applicable Requirements

S372 —UNIT 228, B-521 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 12 Quarterly report showing amount of IERC’s used during previous N

quarter, IERC’s used during current ACP period, projection of

IERC’s required and certification that the facility possesses IERC’s

equal to the amount projected [Basis: Regulation 2-9-502.3]
Part 13 Annual reconciliation report and surrendering of banking N

certificate(s) [Basis: Regulation 2-9-502.4]
Part 14 ACP renewal request [Basis: Regulation 2-9-502.2] N
Part 15 Recordkeeping requirement [Basis: Regulation 2-9-502.2] N

This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the

regulation.
Table IV -A.34
Source-specific Applicable Requirements
S438 — UNIT 110, H-1 FURNACE
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y
District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
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Table IV -A.34
Source-specific Applicable Requirements

S438 —UNIT 110, H-1 FURNACE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-304 Tube Cleaning N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-304 Tube Cleaning Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, Standards of Performance for Petroleum Refineries ( 6/24/08)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(a)(4) Exemption from SO2 or H2S monitoring for fuel inherently low in Y
(iv) sulfur content (UK Sweet gas and PSA off gas)
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
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Table IV-A.34

Source-specific Applicable Requirements
S438 — UNIT 110, H-1 FURNACE

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (YIN) Date

60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y

60.107(e) Recordkeeping — Maintain records of 60.105(a)(4)(iv) exemption Y
chosen.

40 CFR 60, New Source performance Standards - General Provisions

Subpart A (03/16/1994)

60.13 Monitoring Requirements Y

40 CFR 60, Appendix A to Part 60 — Test Methods Y

Appendix A

BAAQMD

Condition

1694

Part A.1c Heat ratings, firing limits [Basis: Regulation 2-1-234.3] Y

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.3a TRS testing requirement [Basis: SO2 Bubble] Y

Part A.3b TRS reporting requirements [Basis: SO2 Bubble] Y

Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5 Records [Basis: Regulation 2, Rule 1; SO2 Bubble; Regulation 2-6- Y
409.2]

Part E.1 S438 abatement requirement [Basis: BACT, Cumulative Increase] Y

Part E.2 S438 annual firing limit [Basis: Cumulative Increase] Y

Part E.3 S438 PSA offgas fuel TRS limit [Basis: BACT, Cumulative Y
Increase]

Part E.4 S438 NOx, CO and POC emission limits [Basis: BACT, Cumulative Y
Increase]

Part E.5 S438 fuel gas TRS limit [Basis: BACT, Cumulative Increase] Y

Part E.6 S438 Records [Basis: Cumulative Increase] Y

Part E.7 S438 modification startup source test requirement [Basis: BACT, Y
Cumulative Increase]

Part E.8 S438 modification startup source test requirement [Basis: BACT, Y
Cumulative Increase]

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the
regulation.
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Table IV -A.35
Source-specific Applicable Requirements

S461 — UNIT 250, B-701 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions requiring measurement of emissions N
2-1-501 Monitors shall comply with Volume V of the Manual of Procedures Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99)
Rule 1
2-1-403 Permit conditions requiring measurement of emissions Y —note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
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Table IV -A.35

Source-specific Applicable Requirements
S461 — UNIT 250, B-701 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60, General Provisions (1/18/08)
Subpart A
60.13 Monitoring Requirements
60.13(i) Approval of Alternative Monitoring
40 CFR 60, Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y

except for gas burned as a result of process upset or gas burned at

flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
40 CFR 60, Appendix A to Part 60 — Test Methods Y
Appendix A
NSPS Performance Specifications
40 CFR 60
Appendix B
Performance H2S continuous emission monitoring systems Y
Specification 7
BAAQMD
Condition
1694
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Source-specific Applicable Requirements
S461 — UNIT 250, B-701 HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date

Part A.2a Fuel restrictions [Basis: Regulation 2, Rule 1] Y

Part A.4 SO2 emission limit [Basis: SO2 Bubble] Y

Part A.5¢ Records of SO2 emissions [Basis: Regulation 2, Rule 1; SO2 Y
Bubble; Regulation 2-6-409.2]

BAAQMD

Condition

21096

Part 1 Fuel restrictions [Basis: BACT, Cumulative Increase] Y

Part 2 Heat ratings, annual firing limits [Basis: Cumulative Increase] Y

Part 3a Abatement requirement [Basis: BACT, Cumulative Increase] Y

Part 3b Emission rate limits [Basis: BACT, Cumulative Increase] Y

Part 3c Ammonia limit [Basis: Toxic Management] N

Part 4 Continuous fuel monitor requirement [Basis: Cumulative Increase] Y

Part 5a NOx, 02 CEM requirement [Basis: BACT, Cumulative Increase] Y

Part 5b Annual CO source test requirement [Basis: BACT, Cumulative Y
Increase]

Part 6 Fuel gas TRS concentration limit [Basis: BACT, Cumulative Y
Increase, SO2 bubble]

Part 7a TRS testing requirement [Basis: BACT, Cumulative Increase, SO2 Y
Bubble]

Part 7b TRS records requirement [Basis: BACT, Cumulative Increase, SO2 Y
Bubble]

Part 10 Recordkeeping [Basis: 2-6-503] Y

BAAQMD

Condition

21099

Part 1 Light hydrocarbon control valve requirements [Basis: BACT] Y

Part 2 Light hydrocarbon flange/connector requirements [Basis: BACT] Y

Part 3 Centrifugal compressor requirements [Basis: BACT] Y

Part 4 Light hydrocarbon centrifugal pump requirements [Basis: BACT] Y

Part 5 Monitoring and repair program requirement [Basis: BACT] Y

Part 6 ULSD project component count report requirement [Basis: BACT, Y
Cumulative Increase, Toxic Management Policy]

1  This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the regulation.
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Table IV - A.36
Source-specific Applicable Requirements

S45 — UNIT 246 B-801A/B, HEATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD General Provisions and Definitions (7/9/08)
Regulation 1
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.1 approval of plans and specifications Y
1-522.2 scheduling requirements Y
1-522.3 CEM performance testing Y
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements (11/19/08;
Regulation 2, | SIP approved 1/26/99 {adopted 11/01/89})
Rule 1
2-1-403 Permit conditions requiring measurement of emissions N
2-1-501 Monitors shall comply with Volume V of the Manual of Procedures Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99 {adopted 11/01/89})
Rule 1
2-1-403 Permit conditions requiring measurement of emissions Y —note 1
BAAQMD Particulate Matter, General Requirements (12/5/07)
Regulation 6,
Rule 1
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Table IV - A.36

Source-specific Applicable Requirements
S45 — UNIT 246 B-801A/B, HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
6-1-310.3 Particulate Weight Limitation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann #1 Limitation Y
6-305 Visible Particles v
6-310 Particulate Weight Limitation Y
6-310.3 Particulate Weight Limitation Y
BAAQMD Continuous Emission Monitoring Policy and Procedures (1/20/82) Y
Manual of
Procedures,
Volume V
40 CFR 60 General Provisions (2/12/98)
Subpart A
60.7 Notification and record keeping Y
60.7(a) Various notifications Y
60.7(a)(1) Notification of date of construction Y
60.7(a)(3) Notification of startup date Y
60.7(a)(4) Notification of any physical or operational change to an existing Y
facility
60.7(a)(5) Notification of date of beginning of CEM performance demonstration Y
60.7(b) Records of any startup, shutdown, or malfunction, malfunction of Y
control equipment; or periods when a CEM is inoperative
60.7(c) Excess emissions and monitoring systems performance reports Y
60.7(d) Summary reports Y
60.7(e) Reduction of frequency of reports Y
60.7(f) Records of monitoring Y
60.7(g) Notification substantially similar to 40 CFR 60.7 Y
60.13 Monitoring requirements Y
60.13(a) Continuous monitoring systems subject to Appendix B, and Appendix Y
F, (if used to demonstrate compliance with continuous emission
limits), of Part 60
60.13(b) Continuous monitoring systems and devices operational prior to Y
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Table IV - A.36
Source-specific Applicable Requirements
S45 — UNIT 246 B-801A/B, HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
performance tests required by 60.8
60.13(d)(1) Continuous monitoring system zero and span calibration requirements Y
60.13(e) Continuous monitoring system minimum frequency of operation Y
60.13(e)(2) Continuous monitoring system minimum frequency of operation for Y
non-opacity-measuring devices
60.13(f) Continuous monitoring system installation location requirement Y
NSPS Standards of Performance for Petroleum Refineries (7/1/00)
40 CFR 60,
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (in lieu of separate combustion device exhaust SO2
monitors as required by 60.105(a)(3))
60.105(e)(3) Excess H2S emission definitions for 60.7(c) Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
NSPS Appendix A to Part 60 — Test Methods Y
40 CFR 60,
Appendix A
40 CFR 60 Performance Specifications
Appendix B
Performance Specifications and Test Procedures for SO2 and NOx Continuous Y
Specification 2 | Emission Monitoring Systems in Stationary Sources
Performance H2S continuous emission monitoring systems Y
Specification 7
40 CFR 60 Quality Assurance Procedures
Appendix F
Procedure 1 QA requirements for gas continuous emission monitoring systems Y
40 CFR 63, Requirements for Control Technology Determinations for Major Y
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Table IV - A.36

Source-specific Applicable Requirements
S45 — UNIT 246 B-801A/B, HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Subpart B Sources in Accordance With Clean Air Act Sections, Sections
112(g) and 112(j)
63.50 Applicability Y
63.51 Definitions Y
63.52 Approval process for new and existing affected sources Y
63.53 Application content for case-by-case MACT determinations Y
63.54 Preconstruction review procedures for new affected sources Y
63.55 Maximum achievable control technology (MACT) determinations for Y
affected sources subject to case-by-case determination of equivalent
emission limitations
63.56 Requirements for case-by-case determination of equivalent emission Y
limitations after promulgation of subsequent MACT standard
BAAQMD
Condition
22962
Part 1 Usage of refinery fuel gas or natural gas [BACT, Cumulative Y
Increase]
Part 2 Throughput Limits [Cumulative Increase] Y
Part 3 Abatement with SCR [BACT, Cumulative Increase] Y
Part 4a NOx concentration limit [BACT, Cumulative Increase] Y
Part 4b CO concentration limit when operating under 30 MMbtu/hr [BACT, Y
Cumulative Increase, 40 CFR 63.52(a)]
Part 4c POC mass emission limit [Cumulative Increase] Y
Part 4d PM10 mass emission limit [BACT, Cumulative Increase] Y
Part 4e CO concentration limit when operating above 30 MMbtu/hr [BACT, Y
Cumulative Increase, 40 CFR 63.52(a)]
Part 5 Ammonia concentration limit [BAAQMD Regulation 2, Rule 5] N
Part 6a Annual emission limit for NOX [BACT, Cumulative Increase] Y
Part 6b Annual emission limit for CO [BACT, Cumulative Increase] Y
Part 6¢ Annual emission limit for POC [BACT, Cumulative Increase] Y
Part 6d Annual emission limit for PM10 [BACT, Cumulative Increase] Y
Part 6e Annual emission limit for SO2 [BACT, Cumulative Increase] Y
Part 7 Fuel flow monitors and recorders [Cumulative Increase] Y
Part 8 NOx and O2 monitors [BACT, Cumulative Increase] Y
Part 9 CO source tests [BACT, Cumulative Increase] Y
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Table IV - A.36
Source-specific Applicable Requirements
S45 — UNIT 246 B-801A/B, HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part 10 Sulfur content in fuel [BACT, Cumulative Increase] Y
Part 11 Monitoring for sulfur content in fuel [BACT, Cumulative Increase] Y
Part 12 Records of sulfur content [BACT, Cumulative Increase] Y
Part 14 Records of startups, shutdowns, and heater dryout/warmup periods Y
[2-6-503]
Part 15 Approval of the design and location of the source test ports [1-501] Y
Part 16 Source tests for NOx, CO, POC, PM10, ammonia, and sulfuric acid Y
mist [BACT, Cumulative Increase, Regulation 2, Rule 5]
Part 17 Source test and continuous emission monitoring requirements Y
[BACT, Cumulative Increase]
BAAQMD
Condition
22970
Part A.1 Applicability of Condition 22970 [Cumulative increase, PSD] Y
Part A.2a Annual NOXx limit for S45, Heater, S434, U246 High Pressure Y
Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative
increase]
Part A.2b Annual SO2 limit for S45, Heater, S434, U246 High Pressure Reactor Y
Train; and S1010, Sulfur Recovery Unit [Cumulative increase]
Part A.2c Annual PM10 limit for S45, Heater, S434, U246 High Pressure Y
Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative
increase, PSD]
Part A.2d Annual POC limit for S45, Heater, S434, U246 High Pressure Y
Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative
increase]
Part A.2e Annual CO limit for S45, Heater, S434, U246 High Pressure Reactor Y
Train; and S1010, Sulfur Recovery Unit [Cumulative increase]
Part A.2f Annual sulfuric acid mist limit for S45, Heater, S434, U246 High Y
Pressure Reactor Train; and S1010, Sulfur Recovery Unit [PSD]
Part A.2g Annual ammonia limit for S45, Heater, S434, U246 High Pressure N
Reactor Train; and S1010, Sulfur Recovery Unit [BAAQMD
Regulation 2, Rule 5]
Part A.3 Daily sulfuric acid mist limit for S45, Heater, S434, U246 High Y
Pressure Reactor Train; and S1010, Sulfur Recovery Unit at Facility
A0016 and S2 at B7419. [PSD]
Part Ad.a Determination of compliance with Part A.2 [Cumulative increase,
PSD, BAAQMD Regulation 2, Rule 5]
Part A.d.a.i NOXx data from NOx CEM Y
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Table IV - A.36
Source-specific Applicable Requirements
S45 — UNIT 246 B-801A/B, HEATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Part A.4.a.ii CO data from annual source tests Y
Part A.4.a.iii POC, PM10, and sulfuric acid mist rates from initial source tests Y
Part A.4.a.iv Ammonia rate from initial source test N
Part A.4.v Calculation of SO2 from fuel sulfur analysis Y
Part A.5 Additional offsets and PSD analysis, if necessary [Offsets, PSD] Y
Part A.6 Annual PM10 limit for S45, S434, and S1010 at Facility A0016, and Y
S2 and S3 at Facility B7419 [1-104, 2-2-304]
Part B Offset Report [2-1-403, 2-2-410] Y
Table IV-B
Source-specific Applicable Requirements
S400 WET WEATHER WASTEWATER SUMP
S401 DRY WEATHER WASTEWATER SUMP
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Wastewater Collection and Separation Systems (9/15/04)
Regulation 8
Rule 8
8-8-112 Exemption, Wastewater Critical Organic Compound Concentration N
or Temperature
8-8-116 Limited Exemption, Oil-water Separation Trenches N
8-8-308 Junction Box: Equipped with either a solid, gasketed, fixed cover Y
totally enclosing the junction box or a solid manhole cover. May
include openings in covers/vent pipes if total open area does not
exceed 12.6 square inches and vent pipes are 3 ft long.
8-8-312 Controlled Wastewater Collection System Components at Petroleum N
Refineries
8-8-402 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries
8-8-402.4 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries ; semi-annual inspections of controlled equipment
8-8-402.5 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries ; keep records per 8-8-505
8-8-505 Records for Wastewater Collection System Components at N
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Table IV-B
Source-specific Applicable Requirements
S400 WET WEATHER WASTEWATER SUMP
S401 DRY WEATHER WASTEWATER SUMP

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date
Petroleum Refineries

8-8-603 Inspection Procedures N

SIP Organic Compounds, Wastewater (Oil-Water) Separators

Regulation 8, | (8/29/94)

Rule 8

8-8-603 Inspection Procedures Y

40 CFR 60, [ Standards of Performance for VOC Emissions from Petroleum

Subpart Refinery Wastewater Systems (10/17/00)

QQQ

60.690(a)(1) | Applicability: Subpart QQQ applies to affected facilities Y
constructed, modified, or reconstructed after May 4, 1987

60.690(a)(2) | Wastewater sumps are considered part of an individual drain system Y
which is a separate affected facility

60.692-1(a) | The provisions of Subpart QQQ apply except during periods of Y
startup, shutdown, or malfunction

60.692-1(b) | Determine compliance through review of records and reports, Y
performance test results, and inspections

60.692-2 Wastewater sumps in the wastewater process sewer line shall not be Y

©Q) open to the atmosphere and shall be covered or enclosed in a manner
with no visible gaps or cracks in joints, seals.

60.692-2 The portion of each unburied wastewater sump in the wastewater Y

(©)(2) process sewer line shall be visually inspected semiannually for
indication of cracks, gaps, or other problems that could result in
VOC emissions

60.692-2 Whenever cracks, gaps, or other problems are detected, repairs shall Y

(©)(3) be made as soon as practicable, but not later than 15 calendar days
after identification, except as provided in 60.692-6.

60.692-6(a) Delays of repairs are allowed if the repair is technically impossible Y
without a complete or partial refinery or process unit shutdown.

60.692-6(b) | Delayed repairs shall be completed before the end of the next Y
refinery or process unit shutdown.

60.697(a) Each owner or operator shall comply with the recordkeeping Y
provisions of Subpart QQQ.

60.697(b)(3) | Record the location, date, and corrective action for inspections Y
required by 60.692-2(c) when a problem is identified that could
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Table IV-B
Source-specific Applicable Requirements
S400 WET WEATHER WASTEWATER SUMP
S401 DRY WEATHER WASTEWATER SUMP

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
result in VOC emissions.
60.697(e)(1) | If an emission point cannot be repaired or corrected without a Y
process unit shutdown, record the expected date of a successful
repair.
60.697(e)(2) | The reason for the delay as specified in 60.692-6 shall be recorded if Y
an emission point or equipment problem is not repaired or corrected
in the specified amount of time.
60.697(e)(3) | The signature of the owner or operator whose decision it was that Y
repair could not be effected without refinery or process shutdown
shall be recorded.
60.697(e)(4) | The date of successful repair or corrective action shall be recorded. Y
60.697(f)(1) | A copy of the design specifications for all equipment used to comply Y
with the provisions of this subpart shall be kept for the life of the
source in a readily accessible location.
60.697(f)(2) | Detailed information pertaining to the design specifications shall be Y
kept.
60.698(b)(1) | Submit semiannually to the Administrator a certification that all of Y
the required inspections have been carried out in accordance with
Subpart QQQ standards.
60.698(c) Submit semiannually to the Administrator a report that summarizes Y
all inspections when cracks, gaps, or other problems that could result
in VOC emissions are identified, including information about the
repairs or corrective actions taken
BAAQMD
Condition
1440
Part 4b Monthly leak inspections in accordance with Reg. 8-8-603. After Y
three consecutive monthly inspections with no leaks detected,
conduct quarterly inspections for the equipment. [Basis:
Cumulative Increase]
Part 5 VOC monitoring records [Basis: Cumulative Increase] Y
BAAQMD Throughput limits for sources S400, S401 [Basis: 2-1-234.3] Y
Condition
20989, Part
A
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TablelV-C
Source-specific Applicable Requirements
S324 APl OIL/WASTEWATER SEPARATOR

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD Wastewater (Oil-Water) Separator (9/15/04) N
Regulation 8,
Rule 8
8-8-113 Exemption, secondary wastewater treatment processes and storm Y
water sewer systems
8-8-114 Exemption, bypassed oil-water separator or air flotation influent Y
8-8-302 Wastewater separators rated capacity larger than or equal to 18.9 N
liters per seconds (300 gal/min), must be equipped with one of the
following:
8-8-302.1 a solid, vapor-tight, full contact fixed cover which totally encloses Y
the separator tank, chamber, or basin liquid contents, with all cover
openings closed and sealed, except when the opening is being used
for inspection, maintenance, or wastewater sampling.
8-8-306 Wastewater separator effluent channels rated capacity larger than or Y
equal to 25.2 liters per second (400 gal/min) must be equipped with
one of the following:
8-8-306.1 a solid, gasketed, fixed cover total enclosing the oil-water separator Y
effluent channel liquid contents, with all cover openings closed,
except when being used for inspection, maintenance, or wastewater
sampling.
8-8-501 Maintain records when wastewater bypasses the AP| Separator or N
the Air Floatation Unit
8-8-503 Maintain records for semiannual gap inspections, closure Y
requirements, and repairs for oil-water separator effluent channel
fixed roof seals, access doors, and other openings.
SIP Wastewater (Oil-Water) Separator (8/29/94) Y
Regulation 8,
Rule 8
8-8-302 Wastewater separators rated capacity larger than or equal to 18.9 Y
liters per seconds (300 gal/min), must be equipped with one of the
following:
8-8-501 Maintain records when wastewater bypasses the AP| Separator or Y
the Air Floatation Unit
40 CFR 60, Standards of Performance for VOC Emissions from Petroleum N
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TablelV-C

Source-specific Applicable Requirements
S324 APl OIL/WASTEWATER SEPARATOR

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (YIN) Date

Subpart QQQ | Refinery Wastewater Systems (10/17/00)
(S324 Oil/Water Separator only)

60.690(a)(1) Applicability: Subpart QQQ applies to affected facilities Y
constructed, modified, or reconstructed after May 4, 1987

60.690(a)(3) An oil-water separator is a separate affected facility Y

60.692-1(a) The provisions of Subpart QQQ apply except during periods of Y
startup, shutdown, or malfunction

60.692-1(b) Determine compliance through review of records and reports, Y
performance test results, and inspections

60.692-3 (a) Each oil-water separator tank, slop oil tank, storage vessel, or other Y
auxiliary equipment shall be equipped and operated with a fixed roof
which meets the following specifications:

60.692-3 (a)(1) | The fixed roof shall completely cover the separator tank, slop oil Y
tank, storage vessel or other auxiliary equipment.

60.692-3 (a)(2) | The vapor space under a fixed roof shall not be purged unless the Y
vapor is directed to a control device.

60.692-3 (a)(3) | Roof access doors or openings shall be gasketed, latched, and kept Y
closed during operation, except during inspection and maintenance.

60.692-3 (a)(4) | Roof seals, access doors, and other openings shall be checked by Y
visual inspection initially and semiannually thereafter.

60.692-3 (a)(5) | When a broken seal or gasket or other problem is identified repairs Y
shall be attempted as soon as practicable, but no later than 15 days
later.

60.692-3 (e) Slop oil from an oil-water separator and oily wastewater from slop Y
oil handling equipment shall be collected, stored, transported,
recycled, reused, or disposed of in an enclosed system.

60.692-6(a) Delays of repairs are allowed if the repair is technically impossible Y
without a complete or partial refinery or process unit shutdown.

60.692-6(b) Delayed repairs shall be completed before the end of the next Y
refinery or process unit shutdown.

60.697(a) Each owner or operator shall comply with the recordkeeping Y
provisions of Subpart QQQ.

60.697(c) Record the location, date, and corrective action for inspections Y
required by 60.692-3(a) when a problem is identified that could
result in VOC emissions.
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TablelV-C
Source-specific Applicable Requirements
S324 APl OIL/WASTEWATER SEPARATOR

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
60.697(e)(1) If an emission point cannot be repaired or corrected without a Y
process unit shutdown, record the expected date of a successful
repair.
60.697(e)(2) The reason for the delay as specified in 60.692-6 shall be recorded if Y
an emission point or equipment problem is not repaired or corrected
in the specified amount of time.
60.697(e)(3) The signature of the owner or operator whose decision it was that Y
repair could not be effected without refinery or process shutdown
shall be recorded.
60.697(e)(4) The date of successful repair or corrective action shall be recorded. Y
60.697(f)(1) A copy of the design specifications for all equipment used to comply Y
with the provisions of this subpart shall be kept for the life of the
source in a readily accessible location.
60.697(f)(2) Detailed information pertaining to the design specifications shall be Y
kept.
60.698(b)(1) Submit semiannually to the Administrator a certification that all of Y
the required inspection have been carried out in accordance with
Subpart QQQ standards.
60.698(c) Submit semiannually to the Administrator a report that summarizes Y
all inspections when cracks, gaps, or other problems that could result
in VOC emissions are identified, including information about the
repairs or corrective actions taken
40 CFR 61 National Emission Standards for Benzene Waste Operations
Subpart FF (12/04/2003)
40 CFR 61.347 | Standards: Oil-water separators Y
40 CFR Standards: Oil-water separators Y
61.347(a)
40 CFR Fixed-roof: no detectable emissions Y
61.347(a)(1)
OIGY)
40 CFR Fixed-roof: Openings Y
61.347(a)(1)
(HB)
40 CFR Closed vent systems comply with 61.349 Y
61.347(a)(1)
(ii)
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TablelV-C

Source-specific Applicable Requirements
S324 APl OIL/WASTEWATER SEPARATOR

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
40 CFR Quarterly visual inspection Y
61.347(b)
40 CFR First efforts at repair Y
61.347(c)
BAAQMD
Condition
1440
Part 1 No vapor space in separator [Basis: Cumulative Increase] Y
Part 4a Monthly leak inspections in accordance with Reg. 8-8-603. After Y

three consecutive monthly inspections with no leaks detected,

conduct quarterly inspections for doors, hatches, covers or other

openings [Basis: Cumulative Increase]
Part 5 VOC monitoring records [Basis: Cumulative Increase] Y
Part 6 Maximum wastewater throughput [Basis: Cumulative Increase] Y
BAAQMD Throughput limit for source S324 [Basis: 2-1-234.3] Y
Condition
20989, Part A

Table IV-D
Source-specific Applicable Requirements
S1007 Di1ssoLVED AIR FLOTATION UNIT
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD General Provisions and Definitions (7/9/08)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
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Table IV-D

Source-specific Applicable Requirements
S1007 DissoLVED AIR FLOTATION UNIT

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter and Visible Emissions (12/5/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation N
6-1-311 General Operations N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann #1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation Y
6-311 General Operations Y
6-401 Appearance of Emissions Y
BAAQMD Wastewater Collection and Separation Systems (9/15/04)
Regulation 8,
Rule 8
8-8-307 Air Flotation Unit: any air flotation unit and/or pre-air flotation Y

unit flocculation sump, basin, chamber or tank with a maximum

allowable capacity greater than 400 gals/min unless is equipped

with one of the following:
8-8-307.1 A solid, gasketed, fixed cover totally enclosing the air flotation and Y

pre-air-flotation-unit flocculation tank, chamber, or basin

(compartment) liquid contents, with all cover openings closed,

except when the opening is being used for inspection, maintenance,

or wastewater sampling. The cover may include an atmospheric

vent or pressure/vacuum valve. Roof seals, access doors, and other

openings shall be checked by visual inspection initially and

semiannually thereafter to ensure that no cracks or gaps greater

than 0.32 cm (0.125 inch) occur in the roof or between the roof and

wall; and that the access doors and other openings are closed and

gasketed properly; (Standard applies when unit not controlled by

organic compound vapor recovery system)
8-8-307.2 Organic compound vapor recovery system with a combined N

collection and control efficiency of at least 70 percent by weight

(Standard applies when unit controlled by organic compound vapor
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Table IV-D

Source-specific Applicable Requirements
S1007 DissoLVED AIR FLOTATION UNIT

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

recovery system)
SIP Wastewater (Oil-Water) Separators (8/2/94) Y
Regulation 8,
Rule 8
8-8-307 Air Flotation Unit: any air flotation unit and/or pre-air flotation Y

unit flocculation sump, basin, chamber or tank with a maximum

allowable capacity greater than 400 gals/min unless is equipped

with one of the following:
8-8-307.2 Organic compound vapor recovery system with a combined Y

collection and control efficiency of at least 70 percent by weight

(Standard applies when unit controlled by organic compound vapor

recovery system)
40 CFR 61, General Provisions (11/7/85)
Subpart A
61.5 Prohibited Activities Y
61.10 Source reporting and waiver request Y
61.10(c) Changes in information provided Y
61.10(d) Format for reporting Y
61.10(e) Calendar days Y
61.10(f) Requirement for postmarks Y
61.10(g) Alternate deadlines pursuant to agreement with Administrator Y
61.10(h) Coordination of federal reports with state reports Y
61.10(i) Common schedules Y
61.10(j) Procedure for adjusting deadlines Y
61.12 Compliance with standards and maintenance requirements Y
61.13 Emission tests and waiver of emission tests Y
61.14 Monitoring requirements Y
61.15 Modification Y
61.16 Availability of information Y
61.17 State authority Y
61.19 Circumvention Y
40 CFR 61 National Emission Standards for Benzene Waste Operations
Subpart FF (12/04/2003) (Applies to DAF and Thermal Oxidizer (A49) or

Carbon Adsorption (A51) when A49 and/or A51 are in

operation)
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Source-specific Applicable Requirements
S1007 DissoLVED AIR FLOTATION UNIT

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
61.340(a) Applicability: Chemical Manufacturing, coke by-product recovery, Y
petroleum refineries
61.343 Standard: Tanks Y
61.343(a) Control of tanks Y
61.343(a)(1) Fixed-roof and closed-vent system that routes all organic vapors to Y
a control device
61.343(a)(1) No detectable emissions over 500 ppmv Y
HA)
61.343(a)(1) Closed and sealed openings Y
H(B)
61.343(a)(1) Operation below atmospheric pressure Y
®H(©)
61.343(a)(1) Standards: Tanks; Closed-vent systems are subject to 61.349 Y
(ii)
61.343(c) Quarterly inspections Y
61.343(d) Repair as soon as practicable but no later than 45 days after Y
identification
61.355 Test methods, procedures and compliance provisions Y
61.355(h) Leak inspection procedures Y
61.355(Kk) Determination of benzene quantity Y
61.355(k)(2) Determination of benzene quantity from controlled sources Y
61.355(k)(5) Procedure for calculation of benzene quantity Y
61.356 Recordkeeping requirements Y
61.356(a) Recordkeeping and retention requirements Y
61.356(b) Identification of waste streams Y
61.356(b)(4) Measurements, calculations, and documentation used to determine Y
that total benzene quantity is less than 6.0 Mg/yr
61.356(d) Engineering design documentation for all control equipment Y
61.356(q) Recordkeeping Requirements: Visual inspection per 61.343 Y
through 61.347
61.356(h) Recordkeeping Requirements: Leak Monitoring Y
61.356(m) Monitoring of pressure in head space Y
61.357 Reporting requirements Y
61.357(d)(7) Quarterly reports Y
61.357(d)(7) Periods of operation equal to or greater than atmospheric pressure Y
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Table IV-D
Source-specific Applicable Requirements

S1007 Di1ssOLVED AIR FLOTATION UNIT

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
V)
BAAQMD
Condition
1440
Part 4b Monthly leak inspections in accordance with Reg. 8-8-603. After Y
three consecutive monthly inspections with no leaks detected,
conduct quarterly inspections for the equipment. [Basis:
Cumulative Increase]
Part 5 VOC monitoring records [Basis: Cumulative Increase] Y
Part 6 Maximum wastewater throughput [Basis: Cumulative Increase] Y
Part 7 Control of DAF to provide POC offsets [Offsets, CEQA] Y
Part 7a Source test requirement; contingency if 44 tons of POC reduction Y
not achieved [Offsets, CEQA]
Part 7b.i Source test of A49, DAF Thermal oxidizer [Offsets, CEQA] Y
Part 7b.ii Temperature excursions [Offsets, CEQA] Y
Part 7b.iii Temperature measuring device [Offsets, CEQA] Y
Part 7b.v Source tests for SO2 [Offsets, CEQA] Y
Part 7b.vi Contingency if SO2 emissions are greater than 1.2 tons per year Y
[Offsets, CEQA]
Part 7c Requirements for A51, DAF Carbon Bed [Offsets] Y
Part 9 Requirement to seal DAF outlet channel and downstream sumps. Y
Any vents on the channel shall be abated. [Offsets, CEQA]
Part 10 Requirement for use of thermal oxidizer at least 90%. [CEQA] N
Part 11 Alternate operating scenario: contingency for non-operation of Y
control devices; must record beginning and end in
contemporaneous log
BAAQMD
Condition
22970
Part B Offset Report [2-1-403, 2-2-410] Y
BAAQMD Throughput limit for S1007 [Basis: 2-1-234.3] Y
Condition
20989, Part A
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Table IV - Da
Source-specific Applicable Requirements
A49 DAF THERMAL OXIDIZER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD General Provisions and Definitions (7/9/08)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of Inoperation Y
1-523.2 Limits on periods of Inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/5/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation N
6-1-311 General Operations N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann #1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation Y
6-311 General Operations Y
6-401 Appearance of Emissions Y
BAAQMD Wastewater Collection and Separation Systems (9/15/04)
Regulation 8,
Rule 8
8-8-307 Air Flotation Unit: any air flotation unit and/or pre-air flotation unit Y

flocculation sump, basin, chamber or tank with a maximum

allowable capacity greater than 400 gals/min unless is equipped with

one of the following:
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Table IV - Da
Source-specific Applicable Requirements

A49 DAF THERMAL OXIDIZER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

Organic compound vapor recovery system with a combined N
8-8-307.2 collection and control efficiency of at least 70 percent by weight

(Standard applies when unit controlled by organic compound vapor

recovery system)
SIP Wastewater (Oil-Water) Separators (8/2/94) Y
Regulation 8,
Rule 8
8-8-307 Air Flotation Unit: Y
8-8-307.2 Organic compound vapor recovery system with a combined Y

collection and control efficiency of at least 70 percent by weight

(Standard applies when unit controlled by organic compound vapor

recovery system)
40 CFR 61, | General Provisions (11/7/85)
Subpart A
61.5 Prohibited Activities Y
61.10 Source reporting and waiver request Y
61.10(c) Changes in information provided Y
61.10(d) Format for reporting Y
61.10(e) Calendar days Y
61.10(f) Requirement for postmarks Y
61.10(g) Alternate deadlines pursuant to agreement with Administrator Y
61.10(h) Coordination of federal reports with state reports Y
61.10(i) Common schedules Y
61.10(j) Procedure for adjusting deadlines Y
61.12 Compliance with standards and maintenance requirements Y
61.13 Emission tests and waiver of emission tests Y
61.14 Monitoring requirements Y
61.15 Modification Y
61.16 Auvailability of informations Y
61.17 State authority Y
61.19 Circumvention Y
40 CFR 61 National Emission Standards for Benzene Waste Operations
Subpart FF | (12/04/2003) (Applies to closed vent system and control devices

from DAF to Thermal Oxidizer (A49) or Carbon Adsorption

(A51) when A49 and/or A51 are in operation )
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IV. Source Specific Applicable Requirements
Table IV - Da

Source-specific Applicable Requirements
A49 DAF THERMAL OXIDIZER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
61.340(a) Applicability: Chemical Manufacturing, coke by-product recovery, Y
petroleum refineries
61.349 Standards: Closed-Vent Systems and Control Devices Y
61.349(a) Standards: Closed-Vent Systems and Control Devices; Y
Applicability
61.349(a)(1) | Standards: Closed-Vent Systems and Control Devices; Closed vent Y
system requirements
61.349(a)(1) | Standards: Closed-Vent System design and requirements: no Y
0] detectable emissions above 500 ppm
61.349(a)(1) | Standards: Closed-Vent Systems and Control Devices; Closed vent Y
(ii)(B) system requirements; no requirement for flow indicator for car-
sealed valves on bypass lines in closed-vent systems
61.349(a)(1) | Standards: Closed-vent Systems and Control Devices; Closed vent Y
(iii) system requirements; Gauging/sampling devices are gas-tight
61.349(a)(1) | Standards: Closed-Vent Systems and Control Devices; Closed vent Y
(iv) system requirements; Safety valve provisions
61.349(a)(2) | Standards: Closed-Vent Systems and Control Devices; Control Y
device requirements
61.349(a)(2) | Standards: Closed-Vent Systems and Control Devices; Enclosed Y
() combustion device requirements
61.349(a)(2) | Controlled by enclosed combustion device with 95% or greater Y
H(A) control efficiency
61.349(b) Operation of control device at all times Y
61.349(c) Standards: Closed-Vent Systems and Control Devices; Control Y
Device Performance Demonstration
61.349(c)(2) | Performance tests Y
61.349(e) Administrator may request performance tests Y
61.349(f) Visually inspect for leaks quarterly Y
61.349(qg) Repair leaks; 5 days for first attempt; 15 days for complete repair Y
61.349(h) Monitor per 61.354(c) Y
61.354 Monitoring of Operations
61.354(c) Monitoring of Operations; Closed-vent systems and control devices Y
— Continuously monitor control device operation
61.354(c)(1) | Monitor thermal vapor incinerator temperature (for A49) Y
61.354(d) Monitor on a daily basis or at intervals no greater than 20% of the Y
design carbon replacement interval, whichever is greater. Replace
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Table IV - Da

Source-specific Applicable Requirements
A49 DAF THERMAL OXIDIZER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
carbon immediately when carbon breakthrough is indicated (for
A51)
61.354(f) Monitoring of Operations; Closed vent system with bypass line Y
61.354(f)(1) | Monitoring of Operations; Closed vent system with bypass line; Y
Visually inspect carseal/valve positions monthly
61.354(g) Monitoring of Operations; Pressure Monitor Y
61.355 Test methods, procedures and compliance provisions Y
61.355(h) Leak inspection procedures Y
61.355(i) Performance test procedures Y
61.356 Recordkeeping requirements Y
61.356(a) Recordkeeping and retention requirements Y
61.356(d) Engineering design documentation for all control equipment Y
61.356(f) Recordkeeping Requirements: Closed vent system and control Y
device per 61.349 — retain for life of device
61.356(f)(1) | Recordkeeping Requirements; certification of performance level Y
61.356(f)(3) | Requirements for performance tests Y
61.356(q) Recordkeeping Requirements: Visual inspection per 61.343 through Y
61.347
61.356(h) Recordkeeping Requirements: Leak Monitoring
61.356(j) Recordkeeping Requirements: Control device operation Y
61.356(j)(1) | Recordkeeping Requirements: dates of startup and shutdown Y
61.356(j)(2) | Recordkeeping Requirements: description of parameters Y
61.356(j)(3) | Recorrdkeeping Requirements: periods when closed vent system and Y
control device are not operating
61.356(j)(3) | Recordkeeping Requirements: Bypass Line Controls Y
0)
61.356(j)(4) | Recordkeeping Requirements: Thermal vapor incinerator records of Y
temperature (for DAF TO, A49)
61.356(m) Monitoring of pressure in head space Y
61.357 Reporting requirements Y
61.357(d)(7) | Quarterly reports
61.357(d)(7) | Reports of periods of operation below design combustion zone Y
(iv)(A) temperature
61.357(d)(7) | Periods of operation equal to or greater than atmospheric pressure Y
v)
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Table IV - Da

Source-specific Applicable Requirements
A49 DAF THERMAL OXIDIZER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Condition
1440
Part 7 Control of DAF to provide POC offsets [Offsets, CEQA] Y
Part 7a Source test requirement; contingency if 44 tons of POC reduction Y

not achieved [Offsets, CEQA]
Part 7b.vi Contingency if SO2 emissions are greater than 1.2 tons per year Y

[Offsets, CEQA]
Part 9 Requirement to seal DAF outlet channel and downstream sumps. Y

Any vents on the channel shall be abated. [Offsets, CEQA]
Part 10 Alternate operating scenario: contingency for non-operation of Y

control devices; must record beginning and end in contemporaneous

log
Part 11 Requirement for use of thermal oxidizer at least 90%. [CEQA] N
BAAQMD
Condition
22970
Part B Offset Report [2-1-403, 2-2-410] Y

Table IV - Db
Source-specific Applicable Requirements
A51 DAF CARBON BED
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD General Provisions and Definitions (7/9/08)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
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IV. Source Specific Applicable Requirements
Table IV-Db

Source-specific Applicable Requirements
A51 DAF CARBON BED

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
SIP General Provisions and Definitions (6/28/99)
Regulation 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y-note 1
1-523.3 Reports of Violations \&
BAAQMD Particulate Matter, General Requirements (12/5/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310.3 Particulate Weight Limitation N
6-1-311 General Operations N
6-1-401 Appearance of Emissions N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann #1 Limitation Y
6-305 Visible Particles Y
6-310.3 Particulate Weight Limitation Y
6-311 General Operations Y
6-401 Appearance of Emissions Y
BAAQMD Wastewater Collection and Separation Systems (9/15/04)
Regulation 8,
Rule 8
8-8-307 Air Flotation Unit: any air flotation unit and/or pre-air flotation unit Y

flocculation sump, basin, chamber or tank with a maximum

allowable capacity greater than 400 gals/min unless is equipped with

one of the following:

Organic compound vapor recovery system with a combined N
8-8-307.2 collection and control efficiency of at least 70 percent by weight

(Standard applies when unit controlled by organic compound vapor

recovery system)
SIP Wastewater (Oil-Water) Separators (8/2/94) Y
Regulation 8,
Rule 8
8-8-307 Air Flotation Unit: Y
8-8-307.2 Organic compound vapor recovery system with a combined Y

collection and control efficiency of at least 70 percent by weight

(Standard applies when unit controlled by organic compound vapor
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Table IV -Db
Source-specific Applicable Requirements

A51 DAF CARBON BED

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
recovery system)
40 CFR 61, | General Provisions (11/7/85)
Subpart A
61.5 Prohibited Activities Y
61.10 Source reporting and waiver request Y
61.10(c) Changes in information provided Y
61.10(d) Format for reporting Y
61.10(e) Calendar days Y
61.10(f) Requirement for postmarks Y
61.10(g) Alternate deadlines pursuant to agreement with Administrator Y
61.10(h) Coordination of federal reports with state reports Y
61.10(i) Common schedules Y
61.10(j) Procedure for adjusting deadlines Y
61.12 Compliance with standards and maintenance requirements Y
61.13 Emission tests and waiver of emission tests Y
61.14 Monitoring requirements Y
61.15 Modification Y
61.16 Availability of informations Y
61.17 State authority Y
61.19 Circumvention Y
40 CFR 61 National Emission Standards for Benzene Waste Operations
Subpart FF | (12/04/2003) (Applies to closed vent system and control devices
from DAF to Thermal Oxidizer (A49) or Carbon Adsorption
(A51) when A49 and/or A51 are in operation )
61.340(a) Applicability: Chemical Manufacturing, coke by-product recovery, Y
petroleum refineries
61.349 Standards: Closed-Vent Systems and Control Devices Y
61.349(a) Standards: Closed-Vent Systems and Control Devices; Y
Applicability
61.349(a)(1) Standards: Closed-Vent Systems and Control Devices; Closed vent Y
system requirements
61.349(a)(1) | Standards: Closed-Vent System design and requirements: no Y
0} detectable emissions above 500 ppm
61.349(a)(1) | Standards: Closed-Vent Systems and Control Devices; Closed vent Y
(ii)(B) system requirements; no requirement for flow indicator for car-
sealed valves on bypass lines in closed-vent systems
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IV. Source Specific Applicable Requirements

Table IV -Db
Source-specific Applicable Requirements

A51 DAF CARBON BED

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
61.349(a)(1) | Standards: Closed-vent Systems and Control Devices; Closed vent Y
(iii) system requirements; Gauging/sampling devices are gas-tight
61.349(a)(1) | Standards: Closed-Vent Systems and Control Devices; Closed vent Y
(iv) system requirements; Safety valve provisions
61.349(a)(2) | Standards: Closed-Vent Systems and Control Devices; Control Y
device requirements
61.349(a)(2) | Vapor recovery system (e.g.carbon adsorption system) recovers or Y
(i) controls organic emissions with an efficiency of 95% or greater by
weight VOC or 98% or greater for Benzene (applies only to A51,
DAF Carbon Adsorption)
61.349(b) Operation of control device at all times Y
61.349(c) Standards: Closed-Vent Systems and Control Devices; Control Y
Device Performance Demonstration
61.349(c)(2) | Performance tests Y
61.349(e) Administrator may request performance tests Y
61.349(f) Visually inspect for leaks quarterly Y
61.349(g) Repair leaks; 5 days for first attempt; 15 days for complete repair Y
61.349(h) Monitor per 61.354(c) Y
61.354 Monitoring of Operations
61.354(c) Monitoring of Operations; Closed-vent systems and control devices Y
— Continuously monitor control device operation
61.354(d) Monitor on a daily basis or at intervals no greater than 20% of the Y
design carbon replacement interval, whichever is greater. Replace
carbon immediately when carbon breakthrough is indicated (for
A51)
61.354(f) Monitoring of Operations; Closed vent system with bypass line Y
61.354(f)(1) | Monitoring of Operations; Closed vent system with bypass line; Y
Visually inspect carseal/valve positions monthly
61.354(qg) Monitoring of Operations; Pressure Monitor Y
61.355 Test methods, procedures and compliance provisions Y
61.355(h) Leak inspection procedures Y
61.355(i) Performance test procedures Y
61.356 Recordkeeping requirements Y
61.356(a) Recordkeeping and retention requirements Y
61.356(d) Engineering design documentation for all control equipment Y
61.356(f) Recordkeeping Requirements: Closed vent system and control Y
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IV. Source Specific Applicable Requirements

Table IV -Db
Source-specific Applicable Requirements

A51 DAF CARBON BED

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
device per 61.349 — retain for life of device
61.356(f)(1) | Recordkeeping Requirements; certification of performance level Y
61.356(f)(3) | Requirements for performance tests Y
61.356(g) Recordkeeping Requirements: Visual inspection per 61.343 through Y
61.347
61.356(h) Recordkeeping Requirements: Leak Monitoring
61.356(j) Recordkeeping Requirements: Control device operation Y
61.356(j)(1) | Recordkeeping Requirements: dates of startup and shutdown Y
61.356(j)(2) | Recordkeeping Requirements: description of parameters Y
61.356(j)(3) | Recorrdkeeping Requirements: periods when closed vent system and Y
control device are not operating
61.356(j)(3) | Recordkeeping Requirements: Bypass Line Controls Y
0)
61.356(j)(10) | Recordkeeping Requirements: Carbon Adsorption records of Y
monitoring, breakthrough, and carbon replacement (for DAF
Carbon Adsorption, A51)
61.356(m) Monitoring of pressure in head space Y
61.357 Reporting requirements Y
61.357(d)(7) | Quarterly reports
61.357(d)(7) | Reports of periods of operation at concentrations 20% higher than Y
(iv)(D) design
61.357(d)(7) | Reports of instances where carbon is not replaced at pre-determined Y
@iv)(1) intervals
61.357(d)(7) | Periods of operation equal to or greater than atmospheric pressure Y
V)
BAAQMD
Condition
1440
Part 7 Control of DAF to provide POC offsets [Offsets, CEQA] Y
Part 7a Source test requirement; contingency if 44 tons of POC reduction Y
not achieved [Offsets, CEQA]
Part 7c Requirements for A51, DAF Carbon Bed [Offsets] Y
Part 9 Requirement to seal DAF outlet channel and downstream sumps. Y
Any vents on the channel shall be abated. [Offsets, CEQA]
Part 10 Alternate operating scenario: contingency for non-operation of Y
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IV. Source Specific Applicable Requirements

Table IV -Db
Source-specific Applicable Requirements

A51 DAF CARBON BED

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

control devices; must record beginning and end in contemporaneous

log
BAAQMD
Condition
22970
Part B Offset Report [2-1-403, 2-2-410] Y

Table IV -E
Source-specific Applicable Requirements — Wastewater
PONDS/BIOTREATERS/SURFACE IMPOUNDMENTS
S381 AERATION TANK F-201; S382 AERATION TANK F-202;
S383 CLARIFIER F-203; S384 CLARIFIER F-204
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Condition
1440
Part 4c Monthly leak inspections in accordance with Reg. 8-8-603. After Y

three consecutive monthly inspections with no leaks detected,

conduct quarterly inspections for the equipment. [Basis:

Cumulative Increase]
Part 5 VOC monitoring records [Basis: Cumulative Increase] Y
BAAQMD Throughput limits for sources S381, S382, S383, S384 [Basis: 2-1- Y
Condition 234.3]
20989, Part
A
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Table IV - F
Source-specific Applicable Requirements — Wastewater
PONDS/BIOTREATERS/SURFACE IMPOUNDMENTS
S1008 PRIMARY STORMWATER BASIN

S1009 MAIN STORMWATER BASIN

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Wastewater Collection and Separation Systems (9/15/04) N
Regulation 8,
Rule 8
8-8-114 Exemption, bypassed oil-water separator or air flotation influent Y
8-8-501 API Separator or Air Flotation Bypassed Wastewater Records: N

record requirements for water which bypasses normal treatment and

is diverted to S1008, S1009
SIP Wastewater (Oil-Water) Separators (8/29/94) Y
Regulation 8,
Rule 8
8-8-501 API Separator or Air Flotation Bypassed Wastewater Records: Y

record requirements for water which bypasses normal treatment and

is diverted to S1008, S1009
BAAQMD
Condition
1440
Part 2 Minimize diversion of wastewater to S1008, S1009 [Basis: Y

Cumulative Increase]
Part 3 Records of wastewater diversions to S1008, S1009 [Basis: Y

Cumulative Increase]
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Table IV -G
Source-specific Applicable Requirements — Miscellaneous Wastewater Sources
Subject to Condition 1440
S385 - WASTEWATER EFFLUENT MEDIA FILTER F271-F278
5386 — PAC REGENERATION SLUDGE THICKENER F-211
S387 — WET AIR REGENERATION SYSTEM P-202
S390 — THICKENED SLUDGE STORAGE F-106
5392 — REGENERATED PAC SLURRY STORAGE F-266

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Condition
1440
Part 4c Monthly leak inspections in accordance with Reg. 8-8-603. After Y

three consecutive monthly inspections with no leaks detected,

conduct quarterly inspections for the equipment. [Basis:

Cumulative Increase]
Part 5 I VOC monitoring records [Basis: Cumulative Increase] Y
BAAQMD Throughput limits for sources S385, S386, S387, S390, S392 Y
Condition [Basis: 2-1-234.3]
20989, Part
A

Table IV -H
Source-specific Applicable Requirements
WASTEWATER JUNCTION BOXES
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Wastewater Collection and Separation Systems (9/15/04) N
Regulation 8,
Rule 8
8-8-308 Junction Box: equipped with either a solid, gasketed, fixed cover Y

totally enclosing the junction box or a solid manhole cover. May

include openings in the covers and vent pipes if the total open area

of the junction box does not exceed 12.6 square inches and all vent

pipes are at least 3 feet in length.
40 CFR 60, [ Standards of Performance for VOC Emissions from Petroleum N
Subpart Refinery Wastewater Systems (10/17/00)
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Table IV -H
Source-specific Applicable Requirements

WASTEWATER JUNCTION BOXES

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
QQQ [APPLIES ONLY TO J-BOXES DOWNSTREAM OF 5400,
S401 SUMPS]
60.690(a)(1) | Applicability: Subpart QQQ applies to affected facilities Y
constructed, modified, or reconstructed after May 4, 1987
60.690(a)(2) | Wastewater junction boxes are considered part of an individual drain Y
system which is a separate affected facility
60.692-1(a) | The provisions of Subpart QQQ apply except during periods of Y
startup, shutdown, or malfunction
60.692-1(b) | Determine compliance through review of records and reports, Y
performance test results, and inspections
60.692-2 Junction boxes shall be equipped with a cover and may have an open Y
(b)(2) vent pipe which is at least 3 feet in length and does not exceed 4
inches in diameter.
60.692-2 Junction box covers shall have a tight seal around the edge and shall Y
(b)(2) be kept in place at all times, except during inspection and
maintenance.
60.692-2 Junction box shall be visually inspected semiannually to ensure that Y
(b)(3) the cover is in place and to ensure that the cover has a tight seal
around the edge.
60.692-2 If a broken seal or gap is identified, first effort at repair shall be Y
(b)(4) made as soon as practicable, but not later than 15 calendar days after
the broken seal or gap is identified, except as provided in 60.692-6.
60.692-2 () | Refinery wastewater routed through new process drains and a new Y
first common downstream junction box, shall not be routed through
a downstream catch basin.
60.692-6(a) Delays of repairs are allowed if the repair is technically impossible Y
without a complete or partial refinery or process unit shutdown.
60.692-6(b) | Delayed repairs shall be completed before the end of the next Y
refinery or process unit shutdown.
60.697(a) Each owner or operator shall comply with the recordkeeping Y
provisions of Subpart QQQ.
60.697(b)(2) | Record the location, date, and corrective action for inspections Y
required by 60.692-2(b) when a broken seal, gap or other problem is
identified that could result in VOC emissions.
60.697(e)(1) | If an emission point cannot be repaired or corrected without a Y
process unit shutdown, record the expected date of a successful
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Table IV -H
Source-specific Applicable Requirements

WASTEWATER JUNCTION BOXES

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

repair.
60.697(e)(2) | The reason for the delay as specified in 60.692-6 shall be recorded if Y

an emission point or equipment problem is not repaired or corrected

in the specified amount of time.
60.697(e)(3) | The signature of the owner or operator whose decision it was that Y

repair could not be effected without refinery or process shutdown

shall be recorded.
60.697(e)(4) | The date of successful repair or corrective action shall be recorded. Y
60.697(f)(1) | A copy of the design specifications for all equipment used to comply Y

with the provisions of this subpart shall be kept for the life of the

source in a readily accessible location.
60.697(f)(2) | Detailed information pertaining to the design specifications shall be Y

kept.
60.698(b)(1) | Submit semiannually to the Administrator a certification that all of Y

the required inspections have been carried out in accordance with

Subpart QQQ standards.
60.698(c) Submit semiannually to the Administrator a report that summarizes Y

all inspections when cracks, gaps, or other problems that could result

in VOC emissions are identified, including information about the

repairs or corrective actions taken

Table IV -1
Source-specific Applicable Requirements
WASTEWATER PROCESS SEWERS/SEWER LINES
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Wastewater Collection and Separation Systems (9/15/04)
Regulation 8
Rule 8
8-8-112 Exemption, Wastewater Critical Organic Compound Concentration N

or Temperature
8-8-116 Limited Exemption, Oil-water Separation Trenches N
8-8-308 Junction Box: Equipped with either a solid, gasketed, fixed cover Y

totally enclosing the junction box or a solid manhole cover. May
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Table IV -1

Source-specific Applicable Requirements
WASTEWATER PROCESS SEWERS/SEWER LINES

Federally Future

Applicable Regulation Title or Enforceable Effective

Requirement | Description of Requirement (Y/N) Date
include openings in covers/vent pipes if total open area does not
exceed 12.6 square inches and vent pipes are 3 ft long.

8-8-312 Controlled Wastewater Collection System Components at Petroleum N
Refineries

8-8-313 Uncontrolled Wastewater Collection System Components at N
Petroleum Refineries; comply with 8-8-313.1 or 8-8-313.2 for
uncontrolled sources

8-8-313.2 Uncontrolled Wastewater Collection System Components at N
Petroleum Refineries; Inspection and Maintenance Plan Option

8-8-314 New Wastewater Collection System Components at Petroleum N
Refineries; equip new components with water seal or equivalent
control

8-8-402 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries

8-8-402.1 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries : ID all components and submit to BAAQMD

8-8-402.2 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries ; complete initial inspection of components

8-8-402.3 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries ; implement 8-8-313.2 Inspection and Maintenance Plan

8-8-402.4 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries ; semi-annual inspections of controlled equipment

8-8-402.5 Wastewater Inspection and Maintenance Plans at Petroleum N
Refineries ; keep records per 8-8-505

8-8-502 Wastewater Critical Organic Compound Concentration or N
Temperature Records

8-8-504 Portable Hydrocarbon Detector Y

8-8-505 Records for Wastewater Collection System Components at N
Petroleum Refineries

8-8-505.1 Records for Wastewater Collection System Components at N
Petroleum Refineries

8-8-505.2 Records for Wastewater Collection System Components at N
Petroleum Refineries

8-8-505.3 Records for Wastewater Collection System Components at N
Petroleum Refineries

8-8-505.4 Records for Wastewater Collection System Components at N
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IV. Source Specific Applicable Requirements
Table IV -1

Source-specific Applicable Requirements
WASTEWATER PROCESS SEWERS/SEWER LINES

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Petroleum Refineries
8-8-601 Wastewater Analysis for Critical Organic Compounds Y
8-8-603 Inspection Procedures N
SIP Organic Compounds, Wastewater (Oil-Water) Separators
Regulation 8, | (8/29/1994)
Rule 8
8-8-112 Exemption, Wastewater Critical OC Concentration or Temperature Y
8-8-502 Wastewater Critical OC Concentration and/or Temperature Records Y
8-8-603 Inspection Procedures Y
40 CFR 60, | Applies to S324 only:
Subpart Standards of Performance for VOC Emissions from Petroleum
QQQ Refinery Wastewater Systems (10/17/00)
60.690(a)(1) | Applicability: Subpart QQQ applies to affected facilities Y
constructed, modified, or reconstructed after May 4, 1987
60.690(a)(2) | Wastewater process sewer lines are considered part of an individual Y
drain system which is a separate affected facility
60.692-1(a) | The provisions of Subpart QQQ apply except during periods of Y
startup, shutdown, or malfunction
60.692-1(b) | Determine compliance through review of records and reports, Y
performance test results, and inspections
60.692-2 Sewer lines shall not be open to the atmosphere and shall be covered Y
(o) or enclosed in a manner with no visible gaps or cracks in joints,
seals.
60.692-2 The portion of each unburied sewer line shall be visually inspected Y
©)(2) semiannually for indication of cracks, gaps, or other problems that
could result in VOC emissions
60.692-2 Whenever cracks, gaps, or other problems are detected, repairs shall Y
©)(3) be made as soon as practicable, but not later than 15 calendar days
after identification, except as provided in 60.692-6.
60.692-6(a) Delay of repairs are allowed if the repair is technically impossible Y
without a complete or partial refinery or process unit shutdown.
60.692-6(b) | Delayed repairs shall be completed before the end of the next Y
refinery or process unit shutdown.
60.697(a) Each owner or operator shall comply with the recordkeeping Y
provisions of Subpart QQQ.
60.697(b)(3) | Record the location, date, and corrective action for inspections Y
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IV. Source Specific Applicable Requirements

Table IV -1
Source-specific Applicable Requirements
WASTEWATER PROCESS SEWERS/SEWER LINES
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date

required by 60.692-2(c) when a problem is identified that could
result in VOC emissions.

60.697(e)(1) | If an emission point cannot be repaired or corrected without a Y
process unit shutdown, record the expected date of a successful
repair.

60.697(e)(2) | The reason for the delay as specified in 60.692-6 shall be recorded if Y
an emission point or equipment problem is not repaired or corrected

in the specified amount of time.

60.697(e)(3) | The signature of the owner or operator whose decision it was that Y
repair could not be effected without refinery or process shutdown
shall be recorded.

<

60.697(e)(4) | The date of successful repair or corrective action shall be recorded.

60.697(f)(1) | A copy of the design specifications for all equipment used to comply Y
with the provisions of this subpart shall be kept for the life of the
source in a readily accessible location.

60.697(f)(2) | Detailed information pertaining to the design specifications shall be Y
kept.
60.698(b)(1) | Submit semiannually to the Administrator a certification that all of Y
the required inspections have been carried out in accordance with
Subpart QQQ standards.

60.698(c) Submit semiannually to the Administrator a report that summarizes Y
all inspections when cracks, gaps, or other problems that could result

in VOC emissions are identified, including information about the
repairs or corrective actions taken
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IV. Source Specific Applicable Requirements

APPLIES TO S434, CRACKING AND S1010, SULFUR RECOVERY UNIT

Table IV -1.1

Source-specific Applicable Requirements — Process Vessels
WASTEWATER-INDIVIDUAL DRAIN SYSTEMS

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirements (Y/IN) Date
For additional requirements for S434, see Table IV-Na.
For additional requirements for S1010, see Table IV-Ub.
40 CFR 60 Standards of Performance for VOC Emissions from Petroleum
Subpart QQQ | Refinery Wastewater Systems (8/18/95) APPLIES TO S434
ONLY
60.690(a)(1) Applicability: Subpart QQQ applies to affected facilities Y
constructed, modified, or reconstructed after May 4, 1987
60.690(a)(2) An individual drain system is a separate affected facility Y
60.692-1(a) The provisions of Subpart QQQ apply except during periods of Y
startup, shutdown, or malfunction
60.692-1(b) Determine compliance through review of records and reports, Y
performance test results, and inspections
60.692-2(a)(1) | Drain water seal control. Y
60.692-2(a)(2) | Monthly inspections. Drains in active service. Y
60.692-2(a)(3) | Weekly inspection. Drains out of active service. Y
60.692-2(a)(4) | Alternative compliance to (a)(3), drains out of active service. Y
Semiannual inspection of caps or plugs.
60.692-2(a)(5) | Low water level and/or missing plug or cap repair requirements. Y
60.692-2(b)(1) | Junction box cover requirement. Y
60.692-2(b)(2) | Junction box cover tight seal requirement. Y
60.692-2(b)(3) | Junction box semiannual visual inspections. Y
60.692-2(b)(4) | Broken seal or gap repair requirements. Y
60.692-2(c)(1) | Sewer lines covered and not open to atmosphere. Y
60.692-2(c)(2) | Semiannual visual inspection. Unburied sewer lines. Y
60.692-2(c)(3) | Sewer line repair requirements. Y
60.692-2(e) Wastewater routed through new process drains can not be routed Y
through a downstream catch basin.
60.692-6(a) Delays of repairs are allowed if the repair is technically impossible Y
without a complete or partial refinery or process unit shutdown.
60.692-6(b) Delayed repairs shall be completed before the end of the next Y
refinery or process unit shutdown.
60.696(a) Initial equipment inspection. Y
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IV. Source Specific Applicable Requirements

Table IV-1.1
Source-specific Applicable Requirements — Process Vessels
WASTEWATER-INDIVIDUAL DRAIN SYSTEMS
APPLIES TO S434, CRACKING AND S1010, SULFUR RECOVERY UNIT

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirements (Y/IN) Date
60.697(a) Each owner or operator shall comply with the recordkeeping Y
provisions of Subpart QQQ.
60.697(b)(1) Corrective action recordkeeping: Individual drain systems. Y
60.697(b)(2) Corrective action recordkeeping: Junction boxes. Y
60.697(b)(3) Corrective action recordkeeping: Sewer lines. Y
60.697(e)(1) If an emission point cannot be repaired or corrected without a Y
process unit shutdown, record the expected date of a successful
repair.
60.697(e)(2) The reason for the delay as specified in 60.692-6 shall be recorded Y
if an emission point or equipment problem is not repaired or
corrected in the specified amount of time.
60.697(e)(3) The signature of the owner or operator whose decision it was that Y
repair could not be effected without refinery or process shutdown
shall be recorded.
60.697(e)(4) The date of successful repair or corrective action shall be recorded. Y
60.697(f)(1) A copy of the design specifications for all equipment used to Y
comply with the provisions of this subpart shall be kept for the life
of the source in a readily accessible location.
60.697(f)(2) Detailed information pertaining to the design specifications shall be Y
kept.
60.697(g) Location of capped or plugged drains that are out of active service. Y
60.698(b)(1) Submit semiannually to the Administrator a certification that all of Y
the required inspection have been carried out in accordance with
Subpart QQQ standards.
60.698(c) Submit semiannually to the Administrator a report that summarizes Y
all inspections when cracks, gaps, or other problems that could
result in VOC emissions are identified, including information about
the repairs or corrective actions taken
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Table IV -J
Source-specific Applicable Requirements
WASTEWATER GAUGING AND SAMPLING DEVICES

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Wastewater (Oil-Water) Separator (9/15/04)
Regulation 8,
Rule 8
8-8-303 Gauging and Sampling Devices: Any compartment or access hatch Y

shall have a vapor tight cover, seal, or lid that is closed, except for

inspection, maintenance, or wastewater sampling.
8-8-603 Vapor tight inspections shall be conducted using a portable gas N

detector as prescribed in EPA Reference Method 21 (40 CFR 60,

Appendix A).
SIP Wastewater (Oil-Water) Separator (8/29/94) Y
Regulation 8,
Rule 8
8-8-603 Vapor tight inspections shall be conducted using a portable gas Y

detector as prescribed in EPA Reference Method 21 (40 CFR 60,

Appendix A).

Table IV - K
Source-specific Applicable Requirements
S294 — NON-RETAIL GASOLINE DISPENSING FACILITY
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD
Regulation 8, | Organic Compounds - Gasoline Dispensing Facilities (11/6/02)
Rule 7
8-7-113 Tank Gauging and Inspection Exemption Y
8-7-301 Phase | Requirements Y
8-7-301.1 Requirement for CARB Phase | System Y
8-7-301.2 Installation of Phase | Equipment per CARB Requirements Y
8-7-301.3 Submerged Fill Pipes Y
8-7-301.5 Maintenance of Phase | Equipment per Manufacturers Y
Guidelines or CARB Executive Order

8-7-301.6 Leak-Free, Vapor-Tight Y
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IV. Source Specific Applicable Requirements
Table IV - K

Source-specific Applicable Requirements
S294 — NON-RETAIL GASOLINE DISPENSING FACILITY

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
8-7-301.7 Poppetted Drybreaks Y
8-7-301.8 No Coaxial Phase 1 Systems on New and Modified Tanks Y
8-7-301.9 CARB-Certified Anti-Rotational Coupler or Swivel Adapter Y
8-7-301.10 System Vapor Recovery Rate Y
8-7-301.11 CARB-Certified Spill Box Y
8-7-301.12 Drain Valve Permanently Plugged Y
8-7-301.13 Annual Phase | testing Y
8-7-302 Phase Il Requirements Y
8-7-302.1 Requirement for CARB Certified Phase Il System Y
8-7-302.2 Maintenance of Phase Il System per CARB Requirements Y
8-7-302.3 Maintenance of All Equipment as Specified by Manufacturer Y
8-7-302.4 Repair of Defective Parts Within 7 Days Y
8-7-302.5 Leak-Free, Vapor-Tight Y
8-7-302.6 Insertion Interlocks Y
8-7-302.7 Built-In Vapor Check Valve Y
8-7-302.8 Minimum Liquid Removal Rate Y
8-7-302.9 Coaxial Hose Y
8-7-302.10 Galvanized Piping or Flexible Tubing Y
8-7-302.12 Liquid Retain Limit Y
8-7-302.13 Spitting Limit Y
8-7-302.14 Annual balance Phase 11 backpressure test Y
8-7-302.15 Annual vacuum assist Phase |1 test N
8-7-303 Topping Off Y
8-7-304 Certification Requirements Y
8-7-306 Prohibition of Use Y
8-7-307 Posting of Operating Instructions Y
8-7-308 Operating Practices Y
8-7-309 Contingent Vapor Recovery Requirements Y
8-7-313 Requirements for New or Modified Phase Il Installations Y
8-7-315 Pressure Vacuum Valve Requirement, Underground Storage Tank Y
8-7-401 Permit Requirements, New and Modified Installations Y
8-7-406 Testing Requirements, New and Modified Installations Y
8-7-407 Periodic Testing Y
8-7-408 Periodic Testing Notification Y
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Table IV - K
Source-specific Applicable Requirements

S294 — NON-RETAIL GASOLINE DISPENSING FACILITY

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
8-7-501 Burden of Proof Y
8-7-502 Right of Access Y
8-7-503 Record Keeping Requirements Y
8-7-503.1 Gasoline Dispensed Records Y
8-7-503.2 Dispensing Facility Maintenance Records Y
8-7-503.3 Dispensing Records Retention Y
BAAQMD Gasoline throughput shall not exceed 400,000 gallons in any N
Condition consecutive 12-month period. [Basis: Toxic Risk Policy]
7523
BAAQMD
Condition
18680
Part 1 Operation and maintenance standards for vapor recovery system N

(CARB Executive Order VR-101)
Part 2 36-month testing requirement N
BAAQMD Throughput limits for S294 [Basis: 2-1-234.3] Y
Condition
20989, Part
A
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IV. Source Specific Applicable Requirements

Table lV-L.1
Source-specific Applicable Requirements
S296 — C-1 FLARE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
District Particulate Matter, General Requirements ( 12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann Number 1 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310 Particulate Weight Limitation Y
BAAQMD Flare Monitoring at Petroleum Refineries (06/04/03)
Regulation
12, Rule 11
12-11-401 Flare Data Reporting Requirements N
12-11-402 Flow Verification Report N
12-11-501 Vent Gas Flow Monitoring N
12-11-502 Vent Gas Composition Monitoring N
12-11-502.3 | Vent Gas Composition Monitoring N
12-11-503 Pilot Monitoring N
12-11-504 Pilot and Purge Gas Monitoring N
12-11-505 Recordkeeping Requirements N
12-11-506 General Monitoring Requirements N
12-11-506.1 | Periods of Inoperation of Vent Gas Monitoring N
12-11-507 Video Monitoring N
BAAQMD Flares at Petroleum Refineries (04/05/06)
Regulation
12, Rule 12
12-12-301 Flare Minimization N
12-12-401 Flare Minimization Plan Requirements N
12-12-402 Submission of Flare Minimization Plans N
12-12-403 Review and Approval of Flare Minimization Plans N
12-12-404 Update of Flare Minimization Plans N
12-12-405 Notification of Flaring N
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Table IV-L.1

Source-specific Applicable Requirements
S296 — C-1 FLARE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
12-12-406 Determination and Reporting of Cause N
12-12-408 Designation of Confidential Information N
12-12-501 Water Seal Integrity Monitoring N
40 CFR New Source Performance Standards — General Provisions (01/18/08) Y
Part 60
Subpart A
60.1 Applicability Y
60.2 Definitions Y
60.3 Units and abbreviations Y
60.4 Address Y
60.5 Determination of construction or modification Y
60.6 Review of plans Y
60.7 Notification and record keeping Y
60.8 Performance tests Y
60.9 Auvailability of information Y
60.10 State authority Y
60.11 Compliance with standards and maintenance requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.12 Circumstances Y
60.14 Modifications Y
60.15 Reconstruction Y
60.16 Priority list Y
60.17 Incorporation by reference Y
60.19 General notification and reporting requirements Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60
Subpart J
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) | Exempt from fuel gas H2S limit if the flare is used only for startup, Y

shutdown, upset, or emergency malfunction gas
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Table IV-L.1

Source-specific Applicable Requirements
S296 — C-1 FLARE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
40 CFR 60, | Standards of Performance for Equipment Leaks (Fugitive Emission Y
Subpart VVV; | Sources) (8/18/95);
BAAQMD BAAQMD Standards of Performance for New Stationary Sources
Regulation (12/20/95)
10-52 (Standard applies with flares are used as control devices for the purpose

of complying with 40 CFR 60.482-4a(c). The main control device is the

fuel gas system.)
60.482-4 Standards: Pressure Relief Devices in gas/vapor service Y
60.482-4(c) Leakage routed to control device Y
60.482-10 Standards: Closed vent systems and control devices Y
NSPS Part Applies to S307 and S434, Cracking Y
60 Subpart | Standards of Performance for Equipment Leaks of VOC in the
VVa; Synthetic Organic Chemicals Manufacturing Industry for Which
BAAQMD Construction, Reconstruction, or Modification Commenced After
Regulation November 7, 2006 (11/16/07); BAAQMD Standards of Performance
10-52 for New Stationary Sources (12/20/95) (Applies to equipment in

VOC service)

(Standard applies with flares are used as control devices for the purpose

of complying with 40 CFR 60.482-4a(c). The main control device is the

fuel gas system.)
60.482-4a Standards: Pressure Relief Devices in gas/vapor service Y
60.482-4a(c) | Leakage routed to control device Y
60.482.10a Standards: Closed vent systems and control devices Y
BAAQMD
Condition
18255
Part 3 Flaring event definition [Basis: 2-6-409.2] Y
Part 4 Flaring event inspection procedure [Basis: 6-301, 2-1-403] Y
Part 5 Flaring event compliance criteria [Basis: 2-6-403] Y
Part 6 Flaring event records [Basis: 2-6-501, 2-6-409.2] Y
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IV. Source Specific Applicable Requirements
Table IV -L.2

Source-specific Applicable Requirements
S398 — MP-30 FLARE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
District Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann Number 1 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann No. 1 Limitation Y
6-305 Visible Particles Y
6-310 Particulate Weight Limitation Y
BAAQMD Flare Monitoring at Petroleum Refineries (06/04/03)
Regulation
12, -Rule 11
12-11-401 Flare Data Reporting Requirements N
12-11-402 Flow Verification Report N
12-11-501 Vent Gas Flow Monitoring N
12-11-502 Vent Gas Composition Monitoring N
12-11-502.3 | Vent Gas Composition Monitoring N
12-11-503 Pilot Monitoring N
12-11-504 Pilot and Purge Gas Monitoring N
12-11-505 Recordkeeping Requirements N
12-11-506 General Monitoring Requirements N
12-11-506.1 | Periods of Inoperation of Vent Gas Monitoring N
12-11-507 Video Monitoring N
BAAQMD Flares at Petroleum Refineries (04/05/06)
Regulation
12, Rule 12
12-12-301 Flare Minimization N
12-12-401 Flare Minimization Plan Requirements N
12-12-402 Submission of Flare Minimization Plans N
12-12-403 Review and Approval of Flare Minimization Plans N
12-12-404 Update of Flare Minimization Plans N
12-12-405 Notification of Flaring N
12-12-406 Determination and Reporting of Cause N
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Table IV -L.2

Source-specific Applicable Requirements
S398 — MP-30 FLARE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
12-12-408 Designation of Confidential Information N
12-12-501 Water Seal Integrity Monitoring N
40 CFR New Source Performance Standards — General Provisions (01/18/08) Y
Part 60
Subpart A
60.1 Applicability Y
60.2 Definitions Y
60.3 Units and abbreviations Y
60.4 Address Y
60.5 Determination of construction or modification Y
60.6 Review of plans Y
60.7 Notification and record keeping Y
60.8 Performance tests Y
60.9 Awvailability of information Y
60.10 State authority Y
60.11 Compliance with standards and maintenance requirements Y
60.11(a) Compliance determined by performance tests Y
60.11(d) Control devices operated using good air pollution control practice Y
60.12 Circumstances Y
60.14 Modifications Y
60.15 Reconstruction Y
60.16 Priority list Y
60.17 Incorporation by reference Y
60.19 General notification and reporting requirements Y
NSPS Standards of Performance for Petroleum Refineries (9/21/06)
40 CFR 60
Subpart J
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) | Exempt from fuel gas H2S limit if the flare is used only for startup, Y

shutdown, upset, or emergency malfunction gas
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IV. Source Specific Applicable Requirements
Table IV -L.2

Source-specific Applicable Requirements
S398 — MP-30 FLARE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
40 CFR 60, | Standards of Performance for Equipment Leaks (Fugitive Emission Y
Subpart VVV; | Sources) (8/18/95);
BAAQMD BAAQMD Standards of Performance for New Stationary Sources
Regulation (12/20/95)
10-52 (Standard applies with flares are used as control devices for the purpose

of complying with 40 CFR 60.482-4a(c). The main control device is the

fuel gas system.)
60.482-4 Standards: Pressure Relief Devices in gas/vapor service Y
60.482-4(c) Leakage routed to control device Y
60.482-10 Standards: Closed vent systems and control devices Y
NSPS Part Applies to S307 and S434, Cracking Y
60 Subpart | Standards of Performance for Equipment Leaks of VOC in the
VVa; Synthetic Organic Chemicals Manufacturing Industry for Which
BAAQMD Construction, Reconstruction, or Modification Commenced After
Regulation November 7, 2006 (11/16/07); BAAQMD Standards of Performance
10-52 for New Stationary Sources (12/20/95) (Applies to equipment in

VOC service)

(Standard applies with flares are used as control devices for the purpose

of complying with 40 CFR 60.482-4a(c). The main control device is the

fuel gas system.)
60.482-4a Standards: Pressure Relief Devices in gas/vapor service Y
60.482-4a(c) | Leakage routed to control device Y
60.482.10a Standards: Closed vent systems and control devices Y
BAAQMD
Condition
18255
Part 3 Flaring event definition [Basis: 2-6-409.2] Y
Part 4 Flaring event inspection procedure [Basis: 6-301, 2-1-403] Y
Part 5 Flaring event compliance criteria [Basis: 2-6-403] Y
Part 6 Flaring event records [Basis: 2-6-501, 2-6-409.2] Y
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Table IV -M
Source-specific Applicable Requirements

S300 - U-200 DELAYED COKER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Process Vessel Depressurization
Regulation 8, | (1/21/2004)
Rule 10
8-10-301 Depressurization Control Options N
8-10-302 Opening of Process Vessels N
8-10-302.1 organic compounds cannot exceed 10,000 ppm (methane) prior to N
release to atmosphere
8-10-302.2 Organic compound concentration of a refinery process vessel may N
exceed 10,000 ppm prior to release to atmosphere provided total
number of such vessels during 5-year period does not exceed 10%
8-10-401 Turnaround Records. Annual report due February 1 of each year N
with initial report of process vessels due 4/1/2004.
8-10-501 Monitoring prior to and during process vessel opening Y
8-10-502 Concentration measurement using EPA Method 21 Y
8-10-503 Recordkeeping N
8-10-601 Monitoring Procedures N
SIP Organic Compounds — Process Vessel Depressurization
Regulation 8, | (10/03/84)
Rule 10
8-10-301 Process Vessel Depressurizing. POC emissions shall be vented Y
through a knock-out pot and then abated in one of the following
ways, to as low a vessel pressure as possible, but at least until
pressure is reduced to less than 1000 mm Hg (4.6 psig)
8-10-301.1 recovery to the fuel gas system Y
8-10-301.2 combustion at a firebox or incinerator Y
8-10-301.3 combustion at a flare Y
8-10-301.4 containment such that emissions to atmosphere do not occur Y
8-10-401 Turnaround Records. The following records shall be kept for each Y
process unit turnaround, and retained for at least 2 years and made
available to the District on demand during inspections
8-10-401.1 date of depressurization event Y
8-10-401.2 approximate vessel hydrocarbon concentration when emissions to Y
atmosphere begin
8-10-401.3 approximate quantity of POC emissions to atmosphere Y
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IV. Source Specific Applicable Requirements
Table IV - M

Source-specific Applicable Requirements
S300 — U-200 DELAYED COKER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
BAAQMD
Condition
21092
Part 1 Throughput limit [Basis: Cumulative Increase] Y
Part 2 Recordkeeping requirements [Basis: Cumulative Increase] Y
Part 3 Reporting requirement [Basis: Cumulative Increase] Y
BAAQMD
Condition
21099
Part 1 Light hydrocarbon control valve requirements [Basis: BACT] Y
Part 2 Light hydrocarbon flange/connector requirements [Basis: BACT] Y
Part 3 Centrifugal compressor requirements [Basis: BACT] Y
Part 4 Light hydrocarbon centrifugal pump requirements [Basis: BACT] Y
Part 5 Monitoring and repair program requirement [Basis: BACT] Y
Part 6 ULSD project component count report requirement [Basis: BACT, Y
Cumulative Increase, Toxic Management Policy]
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Table IV —Na
Source-specific Applicable Requirements — Process Vessels
S304 -U-229 LIGHT NAPHTHA HYDROTREATER;

S305 — U-230 PREFRACTIONATOR / NAPHTHA HYDROTREATER;
S307 — U-240 UNICRACKING UNIT; S309 — U-248 UNISAR UNIT;
S318 — U-76 GASOLINE / MID-BARREL BLENDING UNIT;
S319 — U-215 GASOLINE FRACTIONATING UNIT;

S322 — U-40 RAW MATERIALS RECEIVING; S339-U80 REFINED OIL SHIPPING UNIT;
S434, U246 HIGH PRESSURE REACTOR TRAIN (CRACKING);
S435 — REFORMATE SPLITTER; S436 — DEISOPENTANIZER,;

S460 — U-250 ULSD HYDROTREATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
For additional requirements for S434, see Table IV-I.1
BAAQMD Organic Compounds — Process Vessel Depressurization
Regulation 8, | (1/21/2004)
Rule 10
8-10-301 Depressurization Control Options N
8-10-302 Opening of Process Vessels N
8-10-302.1 organic compounds cannot exceed 10,000 ppm (methane) prior to N
release to atmosphere
8-10-302.2 Organic compound concentration of a refinery process vessel may N
exceed 10,000 ppm prior to release to atmosphere provided total
number of such vessels during 5-year period does not exceed 10%
8-10-401 Turnaround Records. Annual report due February 1 of each year N
with initial report of process vessels due 4/1/2004.
8-10-501 Monitoring prior to and during process vessel opening Y
8-10-502 Concentration measurement using EPA Method 21 Y
8-10-503 Recordkeeping N
8-10-601 Monitoring Procedures N
SIP Organic Compounds — Process Vessel Depressurization
Regulation 8, | (10/03/84)
Rule 10
8-10-301 Process Vessel Depressurizing. POC emissions shall be vented Y
through a knock-out pot and then abated in one of the following
ways, to as low a vessel pressure as possible, but at least until
pressure is reduced to less than 1000 mm Hg (4.6 psig)
8-10-301.1 recovery to the fuel gas system Y
8-10-301.2 combustion at a firebox or incinerator Y
8-10-301.3 combustion at a flare Y
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IV. Source Specific Applicable Requirements

Table IV —Na
Source-specific Applicable Requirements — Process Vessels
S304 -U-229 LIGHT NAPHTHA HYDROTREATER;

S305 — U-230 PREFRACTIONATOR / NAPHTHA HYDROTREATER;
S307 — U-240 UNICRACKING UNIT; S309 — U-248 UNISAR UNIT;
S318 — U-76 GASOLINE / MID-BARREL BLENDING UNIT;
S319 — U-215 GASOLINE FRACTIONATING UNIT;

S322 — U-40 RAW MATERIALS RECEIVING; S339-U80 REFINED OIL SHIPPING UNIT;

S434, U246 HIGH PRESSURE REACTOR TRAIN (CRACKING);
S435 — REFORMATE SPLITTER; S436 — DEISOPENTANIZER,;
S460 — U-250 ULSD HYDROTREATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
8-10-301.4 containment such that emissions to atmosphere do not occur Y
8-10-401 Turnaround Records. The following records shall be kept for each Y

process unit turnaround, and retained for at least 2 years and made

available to the District on demand during inspections:
8-10-401.1 date of depressurization event Y
8-10-401.2 approximate vessel hydrocarbon concentration when emissions to Y

atmosphere begin
8-10-401.3 approximate quantity of POC emissions to atmosphere Y
40 CFR 60 Standards of Performance for VOC Emissions from Petroleum Y
Subpart QQQ | Refinery Wastewater Systems (8/18/95) APPLIES TO S434

ONLY. See Table IV-1.1
BAAQMD Throughput limits for S305, S307, S435, S436, S437 [Basis: Y
Condition 2-1-234.3]
20989, Part A
BAAQMD Throughput limits for S319 [Basis: 2-1-234.3] N
Condition
20989, Part A
BAAQMD APPLIES TO S460 ONLY
Condition
21094
Part 1 Daily throughput limit [Basis: Regulation 2-1-234] Y
Part 2 Throughput records [Basis: Regulation 2-1-234] Y
BAAQMD APPLIES TO S304 ONLY
Condition
21095
Part 1 Daily throughput limit [Basis: 2-1-234] Y
Part 2 Daily throughput records [Basis: 2-1-234] Y
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Table IV —Na
Source-specific Applicable Requirements — Process Vessels
S304 -U-229 LIGHT NAPHTHA HYDROTREATER;

S305 — U-230 PREFRACTIONATOR / NAPHTHA HYDROTREATER;
S307 — U-240 UNICRACKING UNIT; S309 — U-248 UNISAR UNIT;
S318 — U-76 GASOLINE / MID-BARREL BLENDING UNIT;
S319 — U-215 GASOLINE FRACTIONATING UNIT;

S322 — U-40 RAW MATERIALS RECEIVING; S339-U80 REFINED OIL SHIPPING UNIT;
S434, U246 HIGH PRESSURE REACTOR TRAIN (CRACKING);
S435 — REFORMATE SPLITTER; S436 — DEISOPENTANIZER,;
S460 — U-250 ULSD HYDROTREATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD APPLIES TO S304, S460 ONLY
Condition
21099
Part 1 Light hydrocarbon control valve requirements [Basis: BACT] Y
Part 2 Light hydrocarbon flange/connector requirements [Basis: BACT] Y
Part 3 Centrifugal compressor requirements [Basis: BACT] Y
Part 4 Light hydrocarbon centrifugal pump requirements [Basis: BACT] Y
Part 5 Monitoring and repair program requirement [Basis: BACT] Y
Part 6 ULSD project component count report requirement [Basis: Y

BACT, Cumulative Increase, Toxic Management Policy]
BAAQMD [APPLIES TO S318 ONLY]
Condition
22549
Part 1 Daily petroleum liquid throughput limit excluding diesel Y

[Cumulative Increase]
Part 2 Annual throughput limit [Cumulative Increase] Y
Part 3 Daily records of petroleum liquid throughput limit [Cumulative Y

Increase]
Part 4 Pressure relief devices routed to fuel gas system, furnace or flare Y

with 98% recovery efficiency [8-28-302, BACT]
BAAQMD APPLIES TO S307 ONLY
Condition
22965
Part 1 Daily throughput limit [Cumulative Increase] Y
Part 2 Daily throughput records [Cumulative Increase] Y
Part 3 Pressure relief valves vented to fuel gas recovery system, furnace or Y

flare [8-28-302, BACT]
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Table IV —Na
Source-specific Applicable Requirements — Process Vessels
S304 -U-229 LIGHT NAPHTHA HYDROTREATER;

S305 — U-230 PREFRACTIONATOR / NAPHTHA HYDROTREATER;
S307 — U-240 UNICRACKING UNIT; S309 — U-248 UNISAR UNIT;
S318 — U-76 GASOLINE / MID-BARREL BLENDING UNIT;
S319 — U-215 GASOLINE FRACTIONATING UNIT;

S322 — U-40 RAW MATERIALS RECEIVING; S339-U80 REFINED OIL SHIPPING UNIT;
S434, U246 HIGH PRESSURE REACTOR TRAIN (CRACKING);
S435 — REFORMATE SPLITTER; S436 — DEISOPENTANIZER,;
S460 — U-250 ULSD HYDROTREATER

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD APPLIES TO S309 ONLY
Condition
22967
Part 1 Daily throughput limit [Cumulative Increase] Y
Part 2 Daily throughput records [Cumulative Increase] Y
BAAQMD APPLIES TO S339 ONLY
Condition
22968
Part 1 Daily throughput limit [Cumulative Increase] Y
Part 2 Daily throughput records [Cumulative Increase] Y
BAAQMD APPLIES TO S434 ONLY
Condition
22969
Part 1 Daily throughput limit [Cumulative Increase] Y
Part 2 Daily throughput records [Cumulative Increase] Y
Part 3 Pressure relief valves vented to fuel gas recovery system, furnace or Y

flare [8-28-302, BACT]
BAAQMD APPLIES TO S434 ONLY
Condition
22970
Part A.1 Applicability of Condition 22970 [Cumulative increase, PSD] Y
Part A.2a Annual NOx limit for S45, Heater, S434, U246 High Pressure Y

Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative

increase]
Part A.2b Annual SO2 limit for S45, Heater, S434, U246 High Pressure Y

Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative

increase]
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IV. Source Specific Applicable Requirements

Table IV —Na
Source-specific Applicable Requirements — Process Vessels
S304 -U-229 LIGHT NAPHTHA HYDROTREATER;

S305 — U-230 PREFRACTIONATOR / NAPHTHA HYDROTREATER;
S307 — U-240 UNICRACKING UNIT; S309 — U-248 UNISAR UNIT;
S318 — U-76 GASOLINE / MID-BARREL BLENDING UNIT;
S319 — U-215 GASOLINE FRACTIONATING UNIT;

S322 — U-40 RAW MATERIALS RECEIVING; S339-U80 REFINED OIL SHIPPING UNIT;
S434, U246 HIGH PRESSURE REACTOR TRAIN (CRACKING);
S435 — REFORMATE SPLITTER; S436 — DEISOPENTANIZER,;
S460 — U-250 ULSD HYDROTREATER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
Part A.2c Annual PM10 limit for S45, Heater, S434, U246 High Pressure Y

Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative
increase, PSD]

Part A.2d Annual POC limit for S45, Heater, S434, U246 High Pressure Y
Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative

increase]
Part A.2e Annual CO limit for S45, Heater, S434, U246 High Pressure Y
Reactor Train; and S1010, Sulfur Recovery Unit [Cumulative

increase]
Part A.2f Annual sulfuric acid mist limit for S45, Heater, S434, U246 High Y
Pressure Reactor Train; and S1010, Sulfur Recovery Unit [PSD]
Part A.2g Annual ammonia limit for S45, Heater, S434, U246 High Pressure N
Reactor Train; and S1010, Sulfur Recovery Unit [BAAQMD
Regulation 2, Rule 5]

Part A.3 Daily sulfuric acid mist limit for S45, Heater, S434, U246 High Y
Pressure Reactor Train; and S1010, Sulfur Recovery Unit at
Facility A0016 and S2 at B7419. [PSD]

Part A4 Determination of compliance with Part A.2 [Cumulative increase, Y
PSD, BAAQMD Regulation 2, Rule 5]

Part A.5 Additional offsets and PSD analysis, if necessary [Offsets, PSD] Y

Part A.6 Annual PM10 limit for S45, S434, and S1010 at Facility A0016, Y
and S2 and S3 at Facility B7419 [1-104, 2-2-304]

Part B Offset Report [2-1-403, 2-2-410] Y
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Process Vessel Depressurization
Regulation 8, | (1/21/2004)
Rule 10
8-10-301 Depressurization Control Options N
8-10-302 Opening of Process Vessels N
8-10-302.1 organic compounds cannot exceed 10,000 ppm (methane) prior to N
release to atmosphere
8-10-302.2 Organic compound concentration of a refinery process vessel may N
exceed 10,000 ppm prior to release to atmosphere provided total
number of such vessels during 5-year period does not exceed 10%
8-10-401 Turnaround Records. Annual report due February 1 of each year N
with initial report of process vessels due 4/1/2004.
8-10-501 Monitoring prior to and during process vessel opening Y
8-10-502 Concentration measurement using EPA Method 21 Y
8-10-503 Recordkeeping N
8-10-601 Monitoring Procedures N
SIP Organic Compounds — Process Vessel Depressurization
Regulation 8, | (10/03/84)
Rule 10
8-10-301 Process Vessel Depressurizing. POC emissions shall be vented Y
through a knock-out pot and then abated in one of the following
ways, to as low a vessel pressure as possible, but at least until
pressure is reduced to less than 1000 mm Hg (4.6 psig)
8-10-301.1 recovery to the fuel gas system Y
8-10-301.2 combustion at a firebox or incinerator Y
8-10-301.3 combustion at a flare Y
8-10-301.4 containment such that emissions to atmosphere do not occur Y
8-10-401 Turnaround Records. The following records shall be kept for each Y
process unit turnaround, and retained for at least 2 years and made
available to the District on demand during inspections:
8-10-401.1 date of depressurization event Y
8-10-401.2 approximate vessel hydrocarbon concentration when emissions to Y
atmosphere begin
8-10-401.3 approximate quantity of POC emissions to atmosphere Y
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
40 CFR 63, General Provisions (3/16/94)
Subpart A
63.1 Applicability (except that Subpart UUU specifies calendar or Y
operating day)
63.2 Definitions Y
63.3 Units and Abbreviations Y
63.4 Prohibited Activities Y
63.5 Construction and Reconstruction Y
63.5(a) Applicability Y
63.5(b) Requirements for existing, newly constructed, and reconstructed Y
sources (replace reference to Section 63.9 with Sections 63.9(b)(4)
and (5))
63.5(C) [reserved] Y
63.5(d) Application for approval of construction or reconstruction Y
63.5(d)(1) General application requirements Y
63.5(d)(2)(i) Application for approval (except that Subpart UUU specifies the Y
application is submitted as soon as practicable before startup but
not later than 90 days (rather then 60) after the promulgation date
where construction or reconstruction had commenced and initial
startup had not occurred before promulgation.)
63.5(d)(2)(ii) | Separate application for each construction or deconstruction Y
(Except that emission estimates specified in §63.5(d)(1)(ii)(H) are
not required.)
63.5(d)(3) Application for approval of reconstruction (Except that Y
863.5(d)(3)(ii) does not apply.)
63.5(d)(3)(i) A brief description of the affected source, etc. Y
63.5(d)(3)(iii) | An estimate of the fixed capital cost of the replacements and of Y
constructing a comparable entirely new source
63.5(d)(3)(iv) | The estimated life of the affected source after the replacements Y
63.5(d)(3)(v) | Adiscussion of any economic or technical limitations Y
63.5(d)(3)(vi) | Designation of reconstructed source Y
63.5(d)(4) Additional information Y
63.5(€) Approval of construction or reconstruction Y
63.5(f) Approval of construction or reconstruction based on prior State Y
preconstruction review
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
63.5(f)(1) Preconstruction review procedures that a State utilizes for other Y
purposes, etc.
63.5(f)(2) Deadline for request of approval of construction or reconstruction Y
(Except that 60 days is changed to 90 days and cross-reference to
53.9(B)(2) does not apply.)
63.6 Compliance with standards and maintenance requirements Y
63.6(a) Applicability Y
63.6(b) Compliance dates for new and reconstructed sources Y
63.6(b)(1) Compliance at standard's effective date Y
63.6(b)(2) Compliance upon startup Y
63.6(b)(3) Compliance within 3 years of effective date Y
63.6(b)(4) Compliance within 10 years of effective date Y
63.6(b)(5) Notification to administrator of later compliance date (Except that Y
subpart UUU specifies different compliance dates for sources)
63.6(c) Compliance dates for existing sources Y
63.6(c)(1) Compliance with standards by the compliance date established by Y
the Administrator
63.6(c)(2) Compliance with standards by date established by Section 112(f) of Y
the act
63.6(e) Operation and maintenance requirements Y
63.6(e)(1) Operation in a manner consistent with safety and good Y
air pollution control practices
63.6(e)(2) Reserved Y
63.6(¢)(3) Startup, shutdown, and malfunction plan Y
63.6(e)(3)(i) Development and implementation of a written startup, shutdown, Y
and malfunction plan
63.6(e)(3)(ii) | Periods of startup, shutdown, and malfunction Y
63.6(e)(3)(iii) | Operation consistent with procedures Y
63.6(e)(3)(iv) | Operation not consistent with procedures (Except that reports of Y
actions not consistent with plan are not required within 2 and 7
days of action but rather must be included in next periodic report)
63.6(e)(3)(Vv) Maintenance of the plan at the affected source (The owner or Y
operator is only required to keep the latest version of the plan)
63.6(e)(3)(vi) | Alternative plans Y
63.6(e)(3)(vii) | Administrator may require changes to plan Y
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Source-specific Applicable Requirements — Process Vessels
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Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
63.6(e)(3) The owner or operator may periodically revise the startup, Y
(viii) shutdown, and malfunction plan
63.6(f) Compliance with non-opacity emission standards Y
63.6(f)(1) Applicability (standards apply at all times except startup, Y
shutdown, and malfunction)
63.6()(2) Methods for determining compliance Y
63.6(F)(2)(i) Based on performance tests Y
63.6(F)(2)(ii) Evaluation of an owner or operator's conformance with operation Y
and maintenance requirements
63.6(f)(2)(iii) | Conditions under which performance testing for state requirements Y
shows compliance
63.6(f)(2)(iii) | Performance test conducted within a reasonable amount of time Y
(A
63.6(f)(2)(iii) | Performance test conducted under representative operating Y
(B) conditions
63.6(f)(2)(iii) | EPA-approved test methods and procedures Y
(©
63.6(f)(2)(iv) | Determination of compliance Y
63.6(f)(2)(v) Conformance with operation and maintenance requirements Y
63.6()(3) Finding of compliance Y
63.6(9) Use of an alternative non-opacity emission standard Y
63.6(i) Extension of compliance with emission standards (Parts 1-14 and Y
part 16. Part 15 is reserved.
63.7 Performance testing requirements Y
63.7(a) Applicability and performance test dates Y
63.7(a)(1) Performance test requirements Applicability (Except that subpart Y
UUU specifies the applicable test and demonstration procedures.)
63.7(a)(3) The Administrator may require performance tests at any time when Y
action is authorized by section 114 of the Act (Except that subpart
UUU specifies notification at least 30 days prior to the scheduled
test date rather than 60 days.)
63.7(b) Notification of performance test Y
63.7(c) Quality assurance program Y
63.7(d) Performance testing facilities Y
63.7(e) Conduct of performance tests Y
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Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
63.7(f) Use of an alternative test method Y
63.7(9) Data analysis, recordkeeping, and reporting (Except performance Y

test reports must be submitted with notification of compliance

status due 150 days after the compliance date.)
63.7(h) Waiver of performance tests Y
63.8 Monitoring requirements Y
63.8(a) Applicability Y
63.8(a)(1) Applicability Y
63.8(a)(2) Performance Specifications Y
63.8(a)(4) Additional monitoring requirements for control devices Y
63.8(b) Conduct of monitoring Y
63.8(b)(1) Conduct of monitoring Y
63.8(b)(2) Combination of the emissions from two or more affected sources Y

(Subpart UUU specifies the required monitoring locations.)
63.8(b)(3) More than one CMS (Subpart UUU specifies the required Y

monitoring locations.)
63.8(C) Operation and maintenance of continuous monitoring systems Y
63.8(c)(1) Good air pollution control practices Y
63.8(c)(1)(i) Maintenance and operation of each CMS Y
63.8(c)(1)(ii) | Parts for routine repairs readily available (Except that subpart UUU Y

specifies that reports are not required if actions are consistent with

the SSM plan, unless requested by the permitting authority. If

actions are not consistent, actions must be described in next

compliance report.)
63.8(c)(1)(iii) | Compliance with Operation and Maintenance Requirements Y

(Except that subpart UUU specifies that reports are not required if

actions are consistent with the SSM plan, unless requested by the

permitting authority. If actions are not consistent, actions must be

described in next compliance report.)
63.8(¢)(2) Monitoring system installation Y
63.8(c)(3) Monitoring system installation Y
63.8(c)(4)(ii) | One cycle of operation for each 15-minute period ( Y
63.8(c)(6) CMS Requirements Y
63.8(c)(7) Out-of-control CMS Y
63.8(c)(8) Submittal of all information concerning out-of-control periods Y
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Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
63.8(d) Quality Control Program Y
63.8(e) Performance evaluation of continuous monitoring systems ( Y
63.8(f) Use of an alternative monitoring method Y
63.8(Q) Reduction of monitoring data Y
63.8(9)(1) Reduction of monitoring data Y
63.8(9)(2) 1-hour averages Y
63.8(9)(3) Records in reduced or non-reduced form Y
63.8(9)(4) Units of the relevant standard Y
63.9 Notification requirements Y
63.9(a) Applicability and general information Y
63.9(b) Initial notifications (Sections 1, 2, 4, and 5. Section 3 is reserved.) Y

Notification of construction or reconstruction is to be submitted as

soon as practicable before startup.)
63.9(c) Request for extension of compliance Y
63.9(d) Notification that source is subject to special compliance Y

requirements
63.9(e) Notification of performance test (Except that notification is Y

required at least 30 days before test.)
63.9(0) Additional notification requirements for sources with continuous Y

monitoring systems (Applicable since facility has chosen to comply
with NSPS SO2 standard)

63.9(h) Notification of compliance status (Except that subpart UUU Y
specifies the notification is due no later than 150 days after

compliance date.)

63.9(i) Adjustment to time periods or postmark deadlines Y
63.9()) Change in information already provided Y
63.10 Recordkeeping and reporting requirements Y
63.10(a) Applicability and general information Y
63.10(b) General recordkeeping requirements Y
63.10(c) Additional recordkeeping requirements for sources with continuous Y
monitoring systems
63.10(c)(1) All required CMS measurements Y
63.10(c)(2) [reserved] Y
63.10(c)(3) [reserved] Y
63.10(c)(4) [reserved] Y
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
63.10(c)(5) Date and time when CMS was inoperative Y
63.10(c)(6) Date and time when CMS was out-of-control Y
63.10(c)(9) [reserved] Y
63.10(c)(10) The nature and cause of any malfunction Y
63.10(c)(11) Corrective action or preventive measures Y
63.10(c)(12) Nature of repairs or adjustments Y
63.10(c)(13) Process operating time Y
63.10(c)(14) Procedures in quality control program Y
63.10(c)(15) Use of startup, shutdown, and malfunction plan Y
63.10(d) General reporting requirements Y
63.10(d)(2) Reports to the Administrator Y
63.10(d)(4) Progress reports Y
63.10(d)(5)(i) | Periodic startup, shutdown, and malfunction reports Y
63.10(d)(5) Immediate startup, shutdown, and malfunction reports (reports not Y
(i) required if actions consistent with the SSM plan, unless requested

by permitting authority)
63.10(e) Additional reporting requirements for sources with continuous Y

monitoring systems
63.10(e)(1) General (Applicable since facility has chosen to comply with NSPS Y

SO2 standard)
63.10(e)(2) Reporting results of continuous monitoring system performance Y

evaluations (Applicable since facility has chosen to comply with

NSPS SO2 standard)
63.10(f) Waiver of recordkeeping or reporting requirements Y
63.15 Auvailability of information and confidentiality Y
40 CFR 63 National Emission Standards for Hazardous Pollutants for Y
Subpart UUU | Petroleum Refineries: Catalytic Cracking Units, Catalytic

Reforming Units, and Sulfur Recovery Units (4/11/02)
63.1561 Am | subject to this subpart? Y
63.1562(a) New, reconstructed, or existing affected sources Y
63.1562(b)(2) | Catalytic reforming units Y
63.1562(f)(5)
63.1563 When do | have to comply with this subpart? Y
63.1563(b) Deadline for existing sources-4/11/05 Y
63.1563(e) Notification requirements Y
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Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
63.1566 What are my requirements for organic HAP emissions from Y
catalytic reforming units?
63.1566(a) Emission Limitations and Work Practice Standards Y
63.1566(a)(1) | Meet each emission limitation in Table 15 that applies Y
63.1566(a)(1)(i | Vent TOC emissions to flare or comply with 63.1566(a)(1)(ii) Y
)
63.1566(a)(1)(i | TOC or non-methane TOC percent reduction standard or Y
i) concentration limit, whichever is less stringent or comply with
63.1566(a)(1)(i)
63.1566(a)(2) | Comply with option 1 in Table 16: flare pilot light must be on and Y 150 days
flare must be operating at all times that emissions from S306 or after 1%
S308 regeneration vented to flare regeneration
after 4/11/05
63.1566(a)(3) | Applicability of emission limitations-emissions from catalytic Y 150 days
reforming unit process vents associated with initial catalyst after 1%
depressuring and catalyst purging operations that occur prior to the regeneration
coke burn-off cycle. The emission limitations in Tables 15 and 16 after 4/11/05
of this subpart do not apply to the coke burn-off, catalyst
rejuvenation, reduction or activation vents, or to the control
systems used for these vents.
63.1566(a)(4) | Emission limitations do not apply when the vessel is below 5 psig Y 150 days
after 1
regeneration
after 4/11/05
63.1566(a)(5) | Prepare an Operation, Maintenance and Monitoring Plan and Y 150 days
operate in compliance with the plan after 1
regeneration
after 4/11/05
63.1566(b) How do | demonstrate initial compliance with the emission Y
limitations and work practice standard?
63.1566(b)(1) | Install, operate, and maintain a continuous monitoring system(s) Y
63.1566(b) Conduct each performance test required by Table 18: Option 1 or Y 1% Regen
2) Option 2 after
4/11/2005
63.1566(b)(3) | Establish each site-specific operating limit in Table 16 that applies Y 1% Regen
after 4/11/05
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
63.1566(b)(4) | Determine initial compliance with emission limitations Y 1% Regen
after
4/11/2005
63.1566(b)(5) | No requirement to perform TOC performance test if emissions are Y
(i) vented to a flare as provided in Option 1 of Table 15
63.1566(b)(6) | Demonstrate initial compliance with each emission limitation that Y 1% Regen
applies according to Table 19 after 4/11/05
63.1566(b)(7) | Demonstrate Initial Compliance with Work Practice Standard by Y 150 days
submitting Operation, Maintenance, and Monitoring Plan after 1%
Regen after
4/11/05
63.1566(b)(8) Submit the Notification of Compliance Status per §63.1574 Y 150 days
after 1%
Regen after
4/11/05
63.1566(c) How do | demonstrate continuous compliance with the emission Y 150 days
limitations and work practice standards? after 1%
Regen after
4/11/05
63.1566(c) (1) | Demonstrate continuous compliance with emission limitations in Y 150 days
Table 15 and Table 16 after 1%
Regen after
4/11/05
63.1566(c) (2) | Demonstrate continuous compliance with work practice standards Y 150 days
by complying with the procedures in the operation, maintenance, after 1%
and monitoring plan Regen after
4/11/05
63.1567 Requirements for Inorganic HAP Emissions from Catalytic Y
Reforming Units
63.1567(a) Emission Limitations and Work Practice Standards Y
63.1567(a)(1) | Emission Limitations for Hydrogen Chloride (HCI) during coke Y
burn-off and catalyst rejuvenation using internal scrubbing system:
Reduce uncontrolled HCI emissions by 92% or to a concentration
of 30 ppmvd corrected to 3%02 (Table 22, Item 1)
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
63.1567(a)(2) | The HCI concentration in the catalyst regenerator exhaust gas must Y 150 days
not exceed the limit established during the performance test. (Table after 1%
2, Item 1.b) regeneration
after 4/11/05
63.1567(a)(3) | Prepare Operation, Maintenance, and Monitoring Plan and operate Y 150 days
in compliance with the plan after 1%
regeneration
after 4/11/05
63.1567(b) How do | demonstrate initial compliance with the emission Y
limitations and work practice standard?
63.1567(b)(1) | Install, operate, and maintain a continuous monitoring system(s) ¥
according to the requirements in §63.1572 and Table 24 of this
subpart.
63.1567(b)(2) | Performance Test: measure HCI concentration at the outlet (for the Y 1
concentration standard) or at the inlet and outlet (for the percent regeneration
reduction standard) of the scrubber (Table 25, Item 4.ii) after 4/11/05
Conduct each performance test for a catalytic reforming unit
according to the requirements in §63.1571 and the conditions
specified in Table 25 of this subpart.
63.1567(b)(3) | Establish each site-specific operating limit in Table 23 of this Y
subpart that applies to you according to the procedures in Table 25
of this subpart.
63.1567(b)(4) | Demonstrate Initial Compliance with Emission Limitations: reduce Y 1%
HCI concentration by 92% or to 30 ppmv (Table 26, Item 1) regeneration
Use the equations in paragraphs (b)(4)(i) through (iv) of this after 4/11/05
section to determine initial compliance with the emission
limitations.
63.1567(b)(5) | Demonstrate Initial Compliance with Work Practice Standard by Y 150 days
submitting Operation, Maintenance, and Monitoring Plan after 1%
Demonstrate initial compliance with each emission limitation that regeneration
applies to you according to Table 26 of this subpart.
63.1567(b)(6) | Submit Notice of Initial Compliance Status Y 150 days
Demonstrate initial compliance with the work practice standard in after 1%
paragraph (a)(3) of this section by submitting the operation, regeneration
maintenance, and monitoring plan to your permitting authority as
part of your Notification of Compliance Status.
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Applicable
Requirement

Regulation Title or
Description of Requirement

Federally
Enforceable
(Y/N)

Future
Effective
Date

63.1567(b)(7)

Submit the Notification of Compliance Status containing the results
of the initial compliance demonstration according to the
requirements in §63.1574.

63.1567(c)

Continuous Compliance Demonstration
How do | demonstrate continuous compliance with the emission
limitations and work practice standard?

63.1567(c)(1)

Demonstrate Continuous Compliance with Emission Limitation:
maintain 92% control efficiency or 30 ppmv HCI concentration
Table 28, Item 1.c.

1St
regeneration
after 4/11/05

63.1567(c)(2)

Demonstrate Continuous Compliance with Work Practice Standard
through maintaining records to document conformance with the
Operation, Maintenance, and Monitoring Plan

150 days
after 1°
regeneration
after
4/11/2005

63.1570

What are my general requirements for complying with this subpart?

63.1570(a)

Operate in compliance with non-opacity standards at all times
except during periods of startup, shutdown, and malfunction, as
specified in 63.6(f)(1)

63.1570(c)

Operate and maintain source including pollution control and
monitoring equipment in accordance with 63.6(e)(1). Between
4/11/05 and the date continuous monitoring systems are installed
and validated and operating limits have been set, maintain a log
detailing operation and maintenance of process and equipment.

63.1570(d)

Develop and implement startup, shutdown, and malfunction plan
(SSMP) in accordance with 63.6(e)(3)

63.1570(e)

Operate in accordance with SSMP during periods of startup,
shutdown, and malfunction

63.1570()

Report deviations from compliance with this subpart according to
the requirements of 63.1575

63.1570(q)

Deviations that occur during startup, shutdown, or malfunction are
not violations if operating in accordance with SSMP

63.1571

How and when do | conduct a performance test or other initial
compliance demonstration?

63.1571(a)(1)

For emission limitation or work practice standard where
compliance not demonstrated using performance test, opacity
observation, or visible emission observation, conduct initial
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
compliance demonstration within 30 days after compliance date
63.1571(b) Requirements for Performance Tests Y
63.1571(b)(1) | Conduct performance tests in accordance with the requirements of Y
63.7(e)(1)
63.1571(b)(2) | Conduct three separate test runs of at least an hour for each Y
performance test
63.1571(b)(3) | Conduct each performance evaluation in accordance with the Y
requirements of 63.8(e)
63.1571(b)(4) | Performance tests not conducted during periods of startup, Y
shutdown, or malfunction
63.1571(b)(5) | Arithmetic average of emission rates Y
63.1571(c) What procedures must | use for an engineering assessment?
63.1571(d) Can | adjust the process or control device measured values when
establishing an operating limit?
63.1571(d)(4) | Adjust process or control device measured values when Y
establishing operating limit (optional)
63.1571(e) Changes to Operating limits Y
63.1572 What are my monitoring installation, operation, and maintenance Y
requirements?
63.1572(c)(1) | Use a colormetric tube sampling system with a printed numerical Y
scale in ppmv, a standard measurement range of 1 to 10 ppmv (or 1
to 30 ppmv if applicable), and a standard deviation for measured
values of no more than +/- 15 percent. System must include a gas
detection pump and hot air probe if needed for the measurement
range. Table 41, Item 6.
63.1572(c)(2) | one cycle every 15 minutes Y
63.1572(c)3) | valid hourly average data from at least 75% of hours operated Y
63.1572(c)(4) Hourly and daily averages Y
63.1572(c)(5) | Records of results of inspections, calibrations, and validation Y
checks
63.1572(d) Data monitoring and collection requirements Y
63.1572(d)(1) | Conduct monitoring at all times source is operating except for Y
monitoring malfunctions, repairs, and QA/QC activities
63.1572(d)(2) | Not use data recorded during monitoring malfunctions, repairs, and
QA/QC activities
63.1573 What are my monitoring alternatives? Y
63.1573(c) Can | use another type of monitoring system? (Note: another type Y
of monitoring system may not be used without prior approval)
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Table IV — Nb

Source-specific Applicable Requirements — Process Vessels

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
63.1573(d) Can | monitor other process or control device operating Y
parameters? (Note: Facility may not other process or control
device operating parameters without prior approval)
63.1573(e) How do | request to monitor alternative parameters? Y
63.1574 What notifications must | submit and when? Y
63.1574(a) Notifications Required by Subpart A Y
63.1574(a)(2) | Submit notification of intent to conduct performance test 30 days Y
before scheduled (instead of 60 days)
63.1574(a)(3) | Notification of Compliance Status
63.1574(a)(3) | Submit Notification of Compliance Status for initial compliance Y
(i) demonstration that includes a performance test, no later than 150
days after source compliance date
63.1574(d) Information to be Submitted in Notice of Compliance Status (Table Y
42): identification of affected sources and emission points (Item 1);
initial compliance demonstration (Item 2); continuous compliance
(Item 3)
63.1574(f) Requirement to prepare Operation, Maintenance, and Monitoring Y
Plan
63.1574(f)(1) | Submit plan to permitting authority for review and approval along Y
with NOCS. Include duty to prepare and implement plan into Part
70 or 71 permit.
63.1574(f)(2) | Minimum contents of Operation, Maintenance, and Monitoring Y
Plan
63.1575 What reports must | submit and when? Y
63.1575(a) Required reports: Statement that there were no deviations or report Y
including information in 1575(d) or (e) (Table 43, Item 1)
63.1575(b) Specified semiannual report submittal dates Y
63.1575(c) Information required in compliance report Y
63.1575(d) Information required for deviations from emission limitations and Y
work practice standards where CEMS or COMS is not used to
comply with emission limitation or work practice standard
63.1575(f) Additional information for compliance reports Y
63.1575(f)(1) | Requirement to submit performance test reports Y
63.1575(f)(2) | Submittal of requested change in the applicability of an emission Y
standard
63.1575(Q) Submittal of reports required by other regulations in place of or as Y
part of compliance report if they contain the required information
63.1575(h) Reporting requirements for startups, shutdowns, and malfunctions Y
63.1576 What records must | keep, in what form, and for how long? Y
63.1576(a) Required Records — General Y
63.1576(d) Records required by Tables 20, 21, 27, and 28 of Subpart UUU Y
63.1576(e) Maintain copy of Operation, Maintenance, and Monitoring Plan Y
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Source-specific Applicable Requirements — Process Vessels
S306 — U-231 PLATFORMING UNIT; S308 — U-244 REFORMING UNIT

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
63.1576(f) Records of changes that affect emission control system Y

performance
63.1576(Q) Records in a form suitable and readily available for review Y
63.1576(h) Maintain records for 5 years Y
63.1576(i) Records onsite for two years; may be maintained offsite for Y

remaining 3 years
BAAQMD Throughput limit for S306 [Basis: 2-1-234.3] Y
Condition
20989, Part A
BAAQMD APPLIES TO S308 ONLY
Condition
22966
Part 1 Daily throughput limit [Cumulative Increase] Y
Part 2 Daily records of throughput [Cumulative Increase] Y
Part 3 Pressure relief devices routed to fuel gas system, furnace or flare Y

with 98% recovery efficiency [8-28-302, BACT]

Table IV — Nc
Source-specific Applicable Requirements — Process Vessels
S437 — HYDROGEN PLANT; S464, HYDROGEN PLANT
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Miscellaneous Operations (6/15/94)
Regulation 8,
Rule 2
8-2-301 Miscellaneous Operations: emissions shall not exceed 15 Ib/day and Y
300 ppm carbon on a dry basis
BAAQMD Organic Compounds — Vacuum Producing Systems (7/20/83)
Regulation 8,
Rule 9
8-9-301 Vacuum Producing System POC emissions must be controlled by Y
combustion or venting to fuel gas systems

8-9-601 Determination of Emissions Y
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Table IV —Nc

Source-specific Applicable Requirements — Process Vessels
S437 — HYDROGEN PLANT; S464, HYDROGEN PLANT

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Process Vessel Depressurization
Regulation 8, | (1/21/2004)
Rule 10
8-10-301 Depressurization Control Options N
8-10-302 Opening of Process Vessels N
8-10-302.1 organic compounds cannot exceed 10,000 ppm (methane) prior to N
release to atmosphere
8-10-302.2 Organic compound concentration of a refinery process vessel may N
exceed 10,000 ppm prior to release to atmosphere provided total
number of such vessels during 5-year period does not exceed 10%
8-10-401 Turnaround Records. Annual report due February 1 of each year N
with initial report of process vessels due 4/1/2004.
8-10-501 Monitoring prior to and during process vessel opening Y
8-10-502 Concentration measurement using EPA Method 21 Y
8-10-503 Recordkeeping N
8-10-601 Monitoring Procedures N
SIP Organic Compounds — Process Vessel Depressurization (10/3/84)
Regulation 8,
Rule 10
8-10-301 Process Vessel Depressurizing. POC emissions shall be vented Y
through a knock-out pot and then abated in one of the following
ways, to as low a vessel pressure as possible, but at least until
pressure is reduced to less than 1000 mm Hg:
8-10-301.1 recovery to the fuel gas system Y
8-10-301.2 combustion at a firebox or incinerator Y
8-10-301.3 combustion at a flare Y
8-10-301.4 containment such that emissions to atmosphere do not occur Y
8-10-401 Turnaround Records. The following records shall be kept for each Y
process unit turnaround, and retained for at least 2 years and made
available to the District on demand during inspections:
8-10-401.1 date of depressurization event Y
8-10-401.2 approximate vessel hydrocarbon concentration when emissions to Y
atmosphere begin
8-10-401.3 approximate quantity of POC emissions to atmosphere Y
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Table IV = Nc

Source-specific Applicable Requirements — Process Vessels
S437 — HYDROGEN PLANT; S464, HYDROGEN PLANT

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD | APPLIES TO S464 ONLY
Condition
6671
Part 1 Abatement requirement for E-421 condenser vent at A50 scrubber Y

[Basis: Regulation 8-2-301]
Part 2 Efficiency requirement for A50 scrubber raw material throughput Y

[Basis: Regulation 8-2-301]
Part 3 Requirement to treat A50 blowdown at wastewater treatment plant Y

[Basis: Cumulative Increase]
Part 4 Daily A50 monitoring requirement [Basis: Cumulative Increase] Y
Part 5 Monitoring record requirement [Basis: Cumulative Increase] Y
Part 6 Annual source test requirement [Basis: Regulation 2-6-409.2] Y
BAAQMD Throughput limit for S437 [Basis: 2-1-234.3] Y
Condition
20989, Part
A
BAAQMD Throughput limit for S464 [Basis: 2-1-234.3] N
Condition
20989, Part
A

Table IV -0
Source-specific Applicable Requirements
S350 — U-267 CRUDE DISTILLATION UNIT
Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Vacuum Producing Systems (7/20/83)
Regulation 8,
Rule 9
8-9-301 Vacuum Producing System POC emissions must be controlled by Y

combustion or venting to fuel gas systems
8-9-601 Determination of Emissions Y

249

Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements
Table IV -0

Source-specific Applicable Requirements
S350 — U-267 CRUDE DISTILLATION UNIT

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Process Vessel Depressurization
Regulation 8, | (1/21/2004)
Rule 10
8-10-301 Depressurization Control Options N
8-10-302 Opening of Process Vessels N
8-10-302.1 organic compounds cannot exceed 10,000 ppm (methane) prior to N
release to atmosphere
8-10-302.2 Organic compound concentration of a refinery process vessel may N
exceed 10,000 ppm prior to release to atmosphere provided total
number of such vessels during 5-year period does not exceed 10%
8-10-401 Turnaround Records. Annual report due February 1 of each year N
with initial report of process vessels due 4/1/2004.
8-10-501 Monitoring prior to and during process vessel opening Y
8-10-502 Concentration measurement using EPA Method 21 Y
8-10-503 Recordkeeping N
8-10-601 Monitoring Procedures N
SIP Organic Compounds — Process Vessel Depressurization (10/3/84)
Regulation 8,
Rule 10
8-10-301 Process Vessel Depressurizing. POC emissions shall be vented Y
through a knock-out pot and then abated in one of the following
ways, to as low a vessel pressure as possible, but at least until
pressure is reduced to less than 1000 mm Hg (4.6 psig)
8-10-301.1 recovery to the fuel gas system Y
8-10-301.2 combustion at a firebox or incinerator Y
8-10-301.3 combustion at a flare Y
8-10-301.4 containment such that emissions to atmosphere do not occur Y
8-10-401 Turnaround Records. The following records shall be kept for each Y
process unit turnaround, and retained for at least 2 years and made
available to the District on demand during inspections:
8-10-401.1 date of depressurization event Y
8-10-401.2 approximate vessel hydrocarbon concentration when emissions to Y
atmosphere begin
8-10-401.3 approximate quantity of POC emissions to atmosphere Y
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Source-specific Applicable Requirements
S350 — U-267 CRUDE DISTILLATION UNIT

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
BAAQMD
Condition
383
Part 1la Sulfur content limit in crude [Basis: Cumulative Increase] Y
Part 1b Crude analysis requirement [Basis: Cumulative Increase] Y
Part 2 Daily crude feed limits [Basis: Cumulative Increase] Y
Part 3a Daily recordkeeping requirements [Basis: Cumulative Increase] Y
Part 3b Records of sulfur content of crude feed [Basis: Cumulative Y

Increase]
Part 4 Requirement for water seals [Basis: toxics, cumulative increase] Y
BAAQMD
Condition
21099
Part 1 Light hydrocarbon control valve requirements [Basis: BACT] Y
Part 2 Light hydrocarbon flange/connector requirements [Basis: BACT] Y
Part 3 Centrifugal compressor requirements [Basis: BACT] Y
Part 4 Light hydrocarbon centrifugal pump requirements [Basis: BACT] Y
Part 5 Monitoring and repair program requirement [Basis: BACT] Y
Part 6 ULSD project component count report requirement [Basis: BACT, Y

Cumulative Increase, Toxic Management Policy]
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Table IV -P
Source-specific Applicable Requirements

S432 —U-215 DEISOBUTANIZER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD Organic Compounds — Process Vessel Depressurization
Regulation 8, | (1/21/2004)
Rule 10
8-10-301 Depressurization Control Options N
8-10-302 Opening of Process Vessels N
8-10-302.1 organic compounds cannot exceed 10,000 ppm (methane) prior to N
release to atmosphere
8-10-302.2 Organic compound concentration of a refinery process vessel may N
exceed 10,000 ppm prior to release to atmosphere provided total
number of such vessels during 5-year period does not exceed 10%
8-10-401 Turnaround Records. Annual report due February 1 of each year N
with initial report of process vessels due 4/1/2004.
8-10-501 Monitoring prior to and during process vessel opening Y
8-10-502 Concentration measurement using EPA Method 21 Y
8-10-503 Recordkeeping N
8-10-601 Monitoring Procedures N
SIP Organic Compounds — Process Vessel Depressurization
Regulation 8, | (10/03/84)
Rule 10
8-10-301 Process Vessel Depressurizing. POC emissions shall be vented Y
through a knock-out pot and then abated in one of the following
ways, to as low a vessel pressure as possible, but at least until
pressure is reduced to less than 1000 mm Hg (4.6 psig)
8-10-301.1 recovery to the fuel gas system Y
8-10-301.2 combustion at a firebox or incinerator Y
8-10-301.3 combustion at a flare Y
8-10-301.4 containment such that emissions to atmosphere do not occur Y
8-10-401 Turnaround Records. The following records shall be kept for each Y
process unit turnaround, and retained for at least 2 years and made
available to the District on demand during inspections:
8-10-401.1 date of depressurization event Y
8-10-401.2 approximate vessel hydrocarbon concentration when emissions to Y
atmosphere begin
8-10-401.3 approximate quantity of POC emissions to atmosphere Y
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Source-specific Applicable Requirements
S432 — U-215 DEISOBUTANIZER

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
BAAQMD
Condition
6725
Part 1 Flange, valve design requirements [Basis: Cumulative Increase] Y
Part 2 Vent collection requirement for relief valves [Basis: Cumulative Y
Increase]
Part 3 Pump, compressor design requirements [Basis: Cumulative Y
Increase]
Part 4 Daily throughput limit [Cumulative Increase] Y
Part 5 Pressure relief valves vented to fuel gas recovery system, furnace or Y
flare [8-28-302, BACT]
Part 6 Daily records [Cumulative Increase] Y
Table IV-Q.1
Source-specific Applicable Requirements
S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE
Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD General Provisions and Definitions (7/9/08)
Regulation 1
1-107 Combination of Emissions Y
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedances reporting requirements N
1-522.8 monitoring data submittal requirements Y
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Table IV-Q.1
Source-specific Applicable Requirements
S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-523 Parametric Monitoring and Recordkeeping Procedures N
1-523.1 Parametric monitor periods of inoperation Y
1-523.2 Limits on periods of inoperation Y
1-523.3 Reports of Violations N
1-523.4 Records Y
1-523.5 Maintenance and calibration N
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedances reporting requirements Y - note 1
1-523 Parametric Monitoring and Recordkeeping Procedures Y1
1-523.3 Reports of Violations Y1
BAAQMD Regulation 2, Rule 1 — Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions-measurement of emissions N
2-1-501 Monitors Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99 {adopted 11/01/89})
Rule 1
2-1-403 Permit conditions-measurement of emissions Y-note 1
BAAQMD Particulate Matter, General Requirements (12/05/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
6-1-310.3 Particulate Weight Limitation; Heat Transfer Operation N
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Table IV-Q.1

Source-specific Applicable Requirements

S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann #1 Limitation Y
6-305 Visible Particles Y
6-310 Particulate Weight Limitation Y
6-310.3 Particulate Weight Limitation; Heat Transfer Operation Y
BAAQMD Inorganic Gaseous Pollutants — Nitrogen Oxides from Stationary N
Regulation 9, | Gas Turbines (12/6/06)
Rule 9
9-9-113 Exemption — Inspection/Maintenance N
9-9-114 Exemption — Startup/Shutdown N
9-9-115 Limited Exemption, Minor Inspection and Maintenance Work N
9-9-120 Interchangeable Emission Reduction Credits N
9-9-301 Emission Limits — General N
9-9-301.1.3 Emission Limits N
9-9-301.2 Emission limits effective on January 1, 2010 N 1/1/10
9-9-401 Efficiency Certification Y
9-9-501 Continuous Emission Monitoring (CEM) N
9-9-601 Determination of Emissions N
9-9-602 Determination of Stack Gas Oxygen Y
9-9-603 Continuous Emission Monitoring N
9-9-604 Determination of HHV and LHV N
9-9-605 Compliance With Output Based NOx Emissions Standards N 1/1/10
SIP Inorganic Gaseous Pollutants — Nitrogen Oxides from Stationary
Regulation 9, | Gas Turbines (12/15/97)
Rule 9
9-9-113 Exemption — Inspection/Maintenance Y
9-9-114 Exemption — Startup/Shutdown Y
9-9-301 Emission Limits — General Y
9-9-301.3 Emission Limits Y
9-9-401 Efficiency Certification Y
9-9-501 Continuous Emission Monitoring (CEM) Y
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IV. Source Specific Applicable Requirements

Table IV-Q.1
Source-specific Applicable Requirements
S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
9-9-600 Manual of Procedures Y
9-9-601 Determination of Emissions Y
9-9-603 continuous Emission Monitoring Y
9-9-604 Determination of HHV and LHV Y
BAAQMD Continuous Emission Monitoring Policy and Procedures Y
Manual of (1/20/82)
Procedures,
Volume V
40 CFR 60 New Source Performance Standards- General Provisions
Subpart A (03/16/1994)
60.13 Monitoring Requirements Y
40 CFR 60, | Standards of Performance for Petroleum Refineries (1/18/08)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion (except for natural gas)
60.105(a)(4) | Exemption from SO2 or H2S monitoring for fuel inherently low in Y
(iv) sulfur content (UK Sweet gas and natural gas)
60.105(e)(3) | Excess H2S emission definitions for 60.71 Y
(ii)
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
60.107(e) Recordkeeping — Maintain records of 60.105(a)(4)(iv) exemption Y
chosen.
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IV. Source Specific Applicable Requirements

Table IV-Q.1

Source-specific Applicable Requirements

S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
40 CFR 60, | Standards of Performance for Stationary Gas Turbines (2/24/06)
Subpart GG
60.330 Applicability Y
60.332(a)(2) | Alternate Standard, NOx (except when ice fog deemed a traffic Y
hazard per 60.332(f)
60.332(d) Compliance with 60.332(a)(2) required Y
60.332(f) Exemption from 60.332(a)(2) when steam injection would result in Y
ice fog which is deemed a traffic hazard
60.332(k) Exemption: Natural gas turbines >10 MMbtu/hr when firing Y
emergency fuel
60.333 Performance Standards, SO2 Y
60.333(b) Fuel Sulfur Limit (in lieu of SO2 concentration emission limit — 150 Y
ppmv @ 15% O2 - in 60.333(a))
60.334 Monitoring Requirements Y
60.334(h)(1) | Fuel Sulfur Content (for refinery fuel gas) Y
60.334(h)(3) | Gas Quality Characteristics in current, valid purchase contract (for Y
(i) natural gas)
60.334(i) Fuel sulfur content monitoring frequency Y
6.0334(i)(3) | Custom schedules for determination of fuel sulfur content Y
6.0334())(3) | custom schedules for determination of fuel sulfur content Y
0)
60.334(j) Excess emission reporting per 60.7(c) Y
60.334(j)(2) | Excess emission definition for fuel sulfur content Y
6.0334()(2) | Excess emission definition for fuel sulfur content Y
0)
60.334(j)(2) | Monitor downtime period definition Y
(iii)
60.334(j)(5) | Excess emission reports due the 30th day following end of each Y
calendar quarter
60.335 Test Methods and Procedures Y
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IV. Source Specific Applicable Requirements

Table IV-Q.1

Source-specific Applicable Requirements

S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
BAAQMD
Condition
12122
Part 1 Restriction to natural gas and refinery fuel gas [Basis: Cumulative Y
Increase]
Part 2 Restriction on duct burner operation to times when associated Y
turbine is also operated [Basis: BACT, Cumulative Increase]
Part 3 Abatement requirement for S352 and S355 at A13 [Basis: BACT, Y
Cumulative Increase]
Part 4 Abatement requirement for S353 and S356 at A14 [Basis: BACT, Y
Cumulative Increase]
Part 5 Abatement requirement for S354 and S357 at A15 [Basis: BACT, Y
Cumulative Increase]
Part 7 CO exhaust concentration limit [Basis: BACT, Cumulative Y
Increase]
Part 8 POC exhaust concentration limit [Basis: BACT, Cumulative Y
Increase]
Part 9a NOXx hourly, daily and annual emission limits [Basis: BACT, Y
Cumulative Increase] (Part 9a will be deleted after offsets are
provided for CFEP project)
Part 9b NOXx hourly, daily and annual emission limits after offsets are Y after offsets are
provided by the turbines/duct burners [Basis: BACT, Cumulative provided
Increase]
Part 9c NOx CEM requirement [Basis: BACT, Cumulative Increase] Y
Part 9d Requirement for fuel meter [Basis: Cumulative Increase, 2-6-503] Y
Part 10a CO annual emission limits [Basis: BACT, Cumulative Increase] Y
Part 10b CO CEM requirement [Basis: BACT, Cumulative Increase] Y
Part 11 POC hourly and annual emission limits [Basis: BACT, Cumulative Y
Increase]
Part 12 Refinery fuel gas testing requirement for total reduced sulfur [Basis: Y
Cumulative Increase]

258 Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

Table IV-Q.1

Source-specific Applicable Requirements

S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Part 13 Reporting requirement for refinery fuel gas total reduced sulfur Y

measurements [Basis: Cumulative Increase]
Part 14 Annual POC source test [Basis: Regulation 2-6-409.2] Y
Part 15 Recordkeeping requirement [Basis: BACT, Cumulative Increase] Y
Part 16 Alternative monitoring plan for U240 Sweet Unicracker Gas [40 Y

CFR 60.13(i), EPA letter of July 2, 2007
BAAQMD PSD Approval to Construct / Modify issued 3/3/86, modified
Condition 5/26/89. The basis for each section is PSD.
18629
Part 111 Facilities Operation Y
Part IV Malfunction Y
Part V Right to Entry Y
Part V.A entry to premises Y
Part V.B access to records Y
Part V.C right to inspection of equipment and operations Y
Part V.D right to sample emissions Y
Part VI Transfer of Ownership Y
Part VII Severability Y
Part VIII Other Applicable Regulations Y
Part I1X Special Conditions Y
Part IX.B Air Pollution Control Equipment Y
Part IX.B.1 Requirement for steam injection Y
Part 1X.B.2 Requirement for SCR Y
Part IX.D.1 restriction to refinery fuel gas and natural gas Y
Part IX.D.2 466 MMbtu/hr firing rate limit for each of 3 turbine/duct burner Y

sets
Part 1X.D.3 1048 MMbtu/hr total firing rate limit Y
Part IX.D.4 fuel usage and related records Y
Part IX.E Emission Limits for NOx Y
Part IX.F Emission Limits for SO2 Y
Part IX.G Continuous Emission Monitoring Y
Part IX.G.1.a Requirement for NOx CEM and fuel gas H2S sampling Y

259

Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

1

Table IV-Q.1

Source-specific Applicable Requirements

S352 - COMBUSTION TURBINE
S353 - COMBUSTION TURBINE
S354 - COMBUSTION TURBINE

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (YIN) Date
Part IX.G.1.b parametric monitoring of stack flowrates Y
Part 1X.G.2 Requirement to maintain records (2 years) Y
Part IX.G.3 quarterly report of SO2 emissions and excess emissions Y
Part total sulfur concentration in each fuel gas sample Y
IX.G.3.a.(1)
Part daily average sulfur content in fuel gas, daily average SO2 mass Y
IX.G.3.a.(2) |emission rate, total ton/yr of SO2
Part IX.G.3.b excess SO2 emissions Y
Part IX.G.3.c excess SO2 emissions during startups, shutdowns and Y

malfunctions
Part IX.G.3.d time and date of CEM failures Y
Part IX.G.3.e affirmative statement of CEM operation when no failures occur Y
Part IX.G.3.f definition of excess SO2 emissions Y
Part 1X.G.3.9 excess SO2 emissions indicated by CEM is a violation Y
Part IX.H New Source Performance Standards (Subparts A and GG) Y
Part X Agency Notifications Y
BAAQMD
Condition
22970
Part B Offset Report [2-1-403, 2-2-410] Y

This section has been removed from BAAQMD Regulations because it has been superseded. Nevertheless, the source must
comply with this regulation until US EPA has reviewed and approved (or disapproved) the District’s revision of the

regulation.

260

Renewal Date: September 1, 2011




Facility Name: ConocoPhillips Company — San Francisco Refinery
Permit for Facility #: A0016

IV. Source Specific Applicable Requirements

Table IV-Q.2
Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/N) Date
BAAQMD General Provisions and Definitions (7/09/08)
Regulation 1
1-107 Combination of Emissions Y
1-520 Continuous Emission Monitoring Y
1-520.8 Monitors pursuant to Regulation 2-1-403 Y
1-521 Monitoring May Be Required Y
1-522 Continuous Emission Monitoring and Recordkeeping Procedures
1-522.4 reporting of inoperative CEMs Y
1-522.5 CEM calibration requirements Y
1-522.6 CEM accuracy requirements Y
1-522.7 emission limit exceedance reporting requirements N
1-522.8 monitoring data submittal requirements Y
1-522.9 recordkeeping requirements Y
1-522.10 Regulation 1-521 monitors shall meet requirements specified by Y

District
1-602 Area and Continuous Monitoring Requirements N
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 1 | General Provisions and Definitions (6/28/99)
1-522 Continuous Emission Monitoring and Recordkeeping Procedures Y —note 1
1-522.7 emission limit exceedance reporting requirements Y - note 1
BAAQMD Particulate Matter and Visible Emissions (12/7/07)
Regulation 6,
Rule 1
6-1-301 Ringelmann #1 Limitation N
6-1-305 Visible Particles N
6-1-310 Particulate Weight Limitation N
6-1-310.3 Particulate Weight Limitation, Heat Transfer Operations N
SIP Particulate Matter and Visible Emissions (9/4/98)
Regulation 6
6-301 Ringelmann #1 Limitation Y
6-305 Visible Particles Y
6-1-310 Particulate Weight Limitation Y
6-310.3 Particulate Weight Limitation Y
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Table IV-Q.2
Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
BAAQMD Regulation 2, Rule 1 - Permits, General Requirements (11/19/08)
Regulation 2,
Rule 1
2-1-403 Permit conditions-measurement of emissions N
2-1-501 Monitors Y
SIP PROVISIONS NO LONGER IN CURRENT RULE
Regulation 2, | Permits, General Requirements (1/26/99 {adopted 11/01/89})
Rule 1
2-1-403 Permit conditions-measurement of emissions Y-note 1
BAAQMD Inorganic Gaseous Pollutants - Nitrogen Oxides and Carbon
Regulation 9, | Monoxide from Boilers, Steam Generators, and Process Heaters
Rule 10 in Petroleum Refineries (7/17/02)
9-10-110.3 Exemption: Waste heat recovery boilers associated with gas turbines Y
BAAQMD Continuous Emission Monitoring Policy and Procedures Y
Manual of (1/20/82)
Procedures,
Volume V
40 CFR 60, | New Source Performance Standards - General Provisions
Subpart A (03/16/1994)
60.13 Monitoring Requirements Y
40 CFR 60, | Standards of Performance for Industrial-Commercial-
Subpart Db | Institutional Steam Generating Units (6/13/07)
60.40b(a) Applicability Y
60.40b(c) Affected facilities subject to Subpart J are subject to PM and NOx Y
standards in Subpart Db and SO2 standards in Subpart J
60.40b(f) Modification for the sole purpose of combusting gases containing Y
TRS is not a modification
60.40b(j) Units subject to Subpart Db are not subject to Subpart D Y
60.44h(a) NOXx Standard Y
60.44b(a)(4)(i) | NOx standard for duct burner used in combined cycle system for Y
natural gas-firing only conditions
60.44h(e) NOXx standard for refinery-produced byproduct (i.e., fuel gas) with Y
oil or natural gas combustion.
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Table IV-Q.2
Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
60.44b(f) NOx standard for refinery-produced byproduct with oil or natural Y
gas combustion may be determined on a case-by-case basis (based
on 25 ppmv NOX standard for PSD Permit Condition 18629, Part
IX.E).
60.44b(h) NOx standard applicable at all times Y
60.44b(i) 30-day rolling average Y
60.46b Compliance/Performance test Methods for NOx Y
60.46b(b) NOXx standard applicable at all times Y
60.48b Emission Monitoring for NOx Y
60.48b(b)(1) | Install, calibrate, and operate CEM and record output for measuring Y
NOXx discharges
60.48b(c) Record data during all periods of operation of CEM except during Y
breakdown and repairs
60.48b(d) Continuous NOx monitors measure 1-hr average emission rates Y
60.48b(e) Complies with 60.13 Y
60.48b(e)(2) | Span values for NOx Y
60.48b(e)(3) | Span values for NOx rounded to nearest 500 ppm Y
60.48b(f) Standby monitoring system and test methods Y
60.48b(g) NOx CEM requirements for units with 250 MMbtu/hr heat input Y
capacity or less
60.48b(g)(1) | NOx CEM requirements for units with 250 MMbtu/hr heat input Y
capacity or less
60.48b(h) NOx CEM not required if subject to §60.44b(a)(4) for natural gas Y
firing-only conditions
60.49b Reporting and Recordkeeping Y
60.49b(d) Record amounts of each fuel combusted/day and calculate annual Y
capacity factors at a 12-month rolling average
60.49b(g) Recordkeeping — NOx data Y
60.49b(h) Excess emission reports Y
60.49b(h)(2)(i) | Combusts natural gas, distillate oil, or residual oil with nitrogen Y
content of 0.3 weight percent or less — for natural gas firing-only
conditions
60.49b(h)(2)(ii) | Heat input capacity of affected units is 250 MMbtu/hr or less and Y
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Table IV-Q.2
Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
NOx CEM is required under 60.48b(g)(1)
60.49b(h)(4) | Excess emission definition Y
60.49b(i) Reports of 60.49b(g) data Y
60.49b(0) Records retained for 2 years Y
60.49b(v) Electronic quarterly reports Y
60.49b(w) Semi-annual reports Y
40 CFR 60, | Standards of Performance for Petroleum Refineries (9/21/06)
Subpart J
60.100 Applicability Y
60.104 Standards for Sulfur Oxides: Compliance Schedule Y
60.104(a)(1) fuel gas H2S concentration limited to 230 mg/dscm (0.10 gr/dscf) Y
except for gas burned as a result of process upset or gas burned at
flares from relief valve leaks or other emergency malfunctions
60.105 Monitoring of Emissions and Operations Y
60.105(a)(4) monitoring requirement for H2S (dry basis) in fuel gas prior to Y
combustion
60.105(a)(4) | Exemption from SO2 or H2S monitoring for fuel inherently low in Y
(iv) sulfur content (UK Sweet gas and natural gas)
60.105(e)(3)(ii) | Excess H2S emission definitions for 60.7(c) Y
60.106(a) Test methods and procedures Y
60.106(e)(1) Method 11 shall be used to verify compliance with 60.104(a)(1) Y
60.107(e) Recordkeeping — Maintain records of 60.105(a)(4)(iv) exemption Y
chosen.
BAAQMD
Condition
12122
Part 1 Restriction to natural gas and refinery fuel gas [Basis: Cumulative Y
Increase]
Part 2 Restriction on duct burner operation to times when associated Y
turbine is also operated [Basis: BACT, Cumulative Increase]
Part 3 Abatement requirement for S352 and S355 at A13 [Basis: BACT, Y
Cumulative Increase]
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Table IV-Q.2
Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
Part 4 Abatement requirement for S353 and S356 at A14 [Basis: BACT, Y
Cumulative Increase]
Part 5 Abatement requirement for S354 and S357 at A15 [Basis: BACT, Y
Cumulative Increase]
Part 6 Duct burner annual firing limit [Basis: Cumulative Increase] Y
Part 7 CO exhaust concentration limit [Basis: BACT, Cumulative Y
Increase]
Part 8 POC exhaust concentration limit [Basis: BACT, Cumulative Y
Increase]
Part 9a NOXx hourly, daily and annual emission limits [Basis: BACT, Y
Cumulative Increase] (Part 9a will be deleted after offsets are
provided for CFEP project)
Part 9b NOXx hourly, daily and annual emission limits after offsets are Y after offsets are
provided by the turbines/duct burners [Basis: BACT, Cumulative provided
Increase]
Part 9c NOx CEM requirement [Basis: BACT, Cumulative Increase] Y
Part 9d Requirement for fuel meter [Basis: Cumulative Increase, 2-6-503] Y
Part 10a CO annual emission limits [Basis: BACT, Cumulative Increase] Y
Part 10b CO CEM requirement [Basis: BACT, Cumulative Increase] Y
Part 11 POC hourly and annual emission limits [Basis: BACT, Cumulative Y
Increase]
Part 12 Refinery fuel gas testing requirement for total reduced sulfur [Basis: Y
Cumulative Increase]
Part 13 Reporting requirement for refinery fuel gas total reduced sulfur Y
measurements [Basis: Cumulative Increase]
Part 14 Annual POC source test [Basis: Regulation 2-6-409.2] Y
Part 15 Recordkeeping requirement [Basis: BACT, Cumulative Increase] Y
Part 16 Alternative monitoring plan for U240 Sweet Unicracker Gas [40 Y
CFR 60.13(i), EPA letter of July 2, 2007
BAAQMD PSD Approval to Construct / Modify issued 3/3/86, modified
Condition 5/26/89. The basis for each section is PSD.
18629
Part 111 Facilities Operation Y
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Table IV-Q.2
Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future

Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
Part IV Malfunction Y
Part V Right to Entry Y
Part V.A entry to premises Y
Part V.B access to records Y
Part V.C right to inspection of equipment and operations Y
Part V.D right to sample emissions Y
Part VI Transfer of Ownership Y
Part VII Severability Y
Part VIII Other Applicable Regulations Y
Part I1X Special Conditions Y
Part IX.B Air Pollution Control Equipment Y
Part IX.B.1 Requirement for steam injection Y
Part 1X.B.2 Requirement for SCR Y
Part IX.D.1 restriction to refinery fuel gas and natural gas Y
Part IX.D.2 466 MMbtu/hr firing rate limit for each of 3 turbine/duct burner Y

sets
Part 1X.D.3 1048 MMbtu/hr total firing rate limit Y
Part IX.D.4 fuel usage and related records Y
Part IX.E Emission Limits for NOx Y
Part IX.F Emission Limits for SO2 Y
Part IX.G Continuous Emission Monitoring Y
Part IX.G.1.a Requirement for NOx CEM and fuel gas H2S sampling Y
Part IX.G.1.b parametric monitoring of stack flowrates Y
Part 1X.G.2 Requirement to maintain records (2 years) Y
Part IX.G.3 quarterly report of SO2 emissions and excess emissions Y
Part total sulfur concentration in each fuel gas sample Y
1X.G.3.a.(1)
Part daily average sulfur content in fuel gas, daily average SO2 mass Y
IX.G.3.a.(2) |emission rate, total ton/yr of SO2
Part IX.G.3.b excess SO2 emissions Y
Part IX.G.3.c excess SO2 emissions during startups, shutdowns and Y

malfunctions
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Source-specific Applicable Requirements
S355 — SUPPLEMENTAL DuCT BURNERS FOR S352
S356 — SUPPLEMENTAL DucCT BURNERS FOR S353
S357 — SUPPLEMENTAL DuUCT BURNERS FOR S354

Federally Future
Applicable Regulation Title or Enforceable Effective
Requirement | Description of Requirement (Y/IN) Date
Part 1X.G.3.d time and date of CEM failures Y
Part IX.G.3.e affirmative statement of CEM operation when no failures occur Y
Part IX.G.3.f definition of excess SO2 emissions Y
Part 1X.G.3.9 excess SO2 emissions indicated by CEM is a violation Y
Part IX.H New Source Performance Standards (Subparts A and GG) Y
Part X Agency Notifications Y
BAAQMD
Condition
22970
Part B Offset Report [2-1-403, 